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EC brushless motor
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AC motor

Floor or ceiling ducted fan coils
Yardy EV3 | Fan coils with casing and for 
built-in installation
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Floor or ceiling ducted fan coils
Yardy-I EV3 | Fan coils with casing and for 
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general features

General Features
Structural features Yardy, Yardy-I

Versions with cover
Built-in ductable versions

 sides and front panel made of thick galvanised and painted steel 

and self-extinguishing cladding;

 inlet grille (for MVT-MXT versions) made of heat-resistant ABS 
polymer;

 outlet grille on the upper part of the fan coil, made of heat-resistant 

Access doors to the technical compartments and the control panels 
-

plete with anti-condensate self-extinguishing insulation on the sides, 

natural drainage complete with anti-condensate self- extinguishing 

The structure consists of a galvanised steel sheet metal and a con-
densation drain pan (for vertical and horizontal installations) with 
natural drainage complete with anti-condensation self- extingui-

having an air vent, drain valve and anti-rotation lock for a quick con-

The structure consists of a galvanised steel sheet metal and a con-
densation drain pan with natural drainage complete with anti- con-

-

-

on the right directly on site, having an air vent, drain valve and anti-

required.

Yardy-EV3 -
-

Yardy-I EV3 -

voltage modulated in frequency and amplitude. The inverter is powe-

equipped with internal thermal protection.
-

-
trols.

Recessed versions

Structural features YardyDUCT2, Yardy-ID2

-

on the right directly on site, having an air vent, drain valve and anti-

required.

Yardy-EV3 -
-

Yardy-I

equipped with internal thermal protection.

a front grill is inserted directly on the inlet grille.

Quick coupling connectors for the direct connection to the comman-

power supply and connection to the commands and controls for the 
MXP, MXT versions.

YardyDUCT2 - AC motor coupled directly to 6 speeds, equipped with 

Yardy-ID2 -
-

tage modulated in frequency and amplitude. The inverter is powered 

equipped with internal thermal protection.

-

-
trols.

Versions

(summer and winter air conditioning) domestic or similar indoor rooms. 

Declared conditions of use

 2006/42/EC Machinery Directive

 

 

 

Yardy, Yardy-I EV3 with cabinet

• MVP version

wall-mounted or set on the ground with feet.
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general features

• MVT version

installation.

Yardy EV3, Yardy-I EV3 recessed versions

• MXP version

• MXT version

• IVP version

• IVF version

Recessed vertical unit with lower air inlet and upper outlet for wall 
installation.

Recessed vertical unit with lower air inlet and front outlet for wall 
installation.

• IXP version

Recessed horizontal/vertical unit for false ceiling installation or recessed 
wall installation.

YardyDUCT2, Yardy-ID2 ductable recessed version

• CXP version

-
lation.

• KB4 (supplied separately)
• 

Accessories

All versions

Additional coil
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general features

Armoured electrical resistance made of aluminium complete with sa-
fety device for overtemperature, with relay for connection to control 
KTCV2/TCV2 and KTCVR/TCVR (KRER1 supplied separately for 
vertical versions MVP, MVT only).

• KRER1 (supplied separately)
• 

Electric heater

Power

Model 0,5 kW 1 kW 2 kW 3 kW

Yardy EV3 15-20-24

Yardy-I EV3 20-24

YardyDUCT2

Yardy-ID2

Armoured electrical resistance made of aluminium complete with sa-
fety device for overtemperature, with relay for connection to control 
KCMS/CMS (KRER2 supplied separately for vertical versions MVP, 
MVT only).

• KRER2 (supplied separately)
• 

ON/OFF electrovalves

2-way ON/OFF electrovalves for 2-pipe systems.

2-way ON/OFF electrovalves for 4-pipe systems.

• KE2-2V

• KE4-2V

• KE2 (supplied separately)

• KE4 (supplied separately)

• KE2DS (supplied separately)

• KE4DS (supplied separately)

• KE2DD (supplied separately)

• KE4DD (supplied separately)

• 

• 

• 

• 

• 

• 

-
trothermal actuators with ON/OFF action (NC normally closed).

ON/OFF action (NC normally closed).

Power

Model 0,5 kW 1 kW 2 kW 3 kW

Yardy EV3 15-20-24

Yardy-I EV3 20-24

YardyDUCT2

Yardy-ID2
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Auxiliary pans

Damper

Auxiliary condensate drain pan for vertical installation.

Auxiliary condensate drain pan for horizontal installation.

• KVAV (supplied separately)

• KVAO (supplied separately)

• 

• 

• KS (supplied separately)

-

Exposed rear panel made of pre-painted sheet metal (for the MVP-
MXP and MVT-MXT versions).

• KSM (supplied separately)

• KSV (supplied separately)

Yardy - Yardy-I versions with cover MVP-MVT-MXP-MXT

Panels and grids

Support feet with pipe cover (for MVP-MXP versions).

• KPC (supplied separately)

Rear closure panel made of pre-painted sheet metal with grille and 

• KPPG (supplied separately)

Rear closure panel made of pre-painted sheet metal for the MXT ver-

• KPP (supplied separately)

Feet

Yardy - YardyDUCT2 - Yardy-ID2 built-in ductable versions IVP - 
IVF - IXP - CXP 

• KFGCM duct frame

Flanged frame for connection to the intake duct.

• KFGCA duct frame

any direction.

• KFC Filter holder frame



Yardy EV3 : Yardy-I EV3 : YardyDUCT2 : Yardy-ID2

8
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Outlet straight connection made of galvanised sheet metal.

• KRDM (supplied separately)

Outlet 90° connection made of galvanised sheet metal.

• KR9M (supplied separately)

Cover panel made of painted sheet metal, complete with an inlet grille 
-

ry).

Cover panel made of painted sheet metal, complete with an inlet grille 

accessory).

• KPLV (supplied separately)

• KPLO (supplied separately)

Inlet 90° connection made of galvanised sheet metal.

• KR9A (supplied separately)

KR9A only.

• KRTM (supplied separately)

KRTM

KRDM

Intake grid made of painted sheet metal and heat-resistant ABS 

Flow grid made of painted sheet metal and heat-resistant ABS polymer 

• KGF (supplied separately)

• KG (supplied separately)

used with KFGCm-KFGCA).

• KAS Antivibration joint



Yardy EV3 : Yardy-I EV3 : YardyDUCT2 : Yardy-ID2

9
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Intake plenum made of galvanised sheet metal with circular nozzles 

• KPAF (supplied separately)

Flow plenum made of galvanised sheet metal, insulated internally, 

200 mm).

• KPM (supplied separately)

Standard controls

Controls
-

only.

-

version is supplied complete with the minimum thermostat.

• KC (supplied separately)

• KTA (supplied separately)

• 

• 

• 

• KCV2 (supplied separately)

Yardy-EV3 version MVP-MVT

Yardy-EV3 - YardyDUCT2

thermostat ventilation switch; room thermostat; summer/winter switch; 

2-pipe systems, with 2 pipes with electrical resistance or 4 pipes, with 
-

The TCV2TM control is supplied complete with the minimum thermo-
stat.

• KTCV2-KBTCV2 (supplied separately)
• 

-

systems. 

NOTE

• KTCVA-KBTCVA (supplied separately)
• 

automatic summer/winter switch; automatic/minimum speed switch; 

-

(KBTCVR) or on the wall (KTCVR).
NOTE

• KTCVR-KBTCVR (supplied separately)
• 

0
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KADC (supplied separately) 
Analogue digital signal converter to manage Inverter fan coils via com-

with KC, KCV2, KTCV2, KTCVA, KTCVR and KTVD (M) type of con-

KTVD - Electronic control panel with display, semi-recessed wall 

auxiliary contacts for ON/OFF control valve in 2-pipe systems (2T) with 
electrical resistance (RER) and 4-pipe systems (4T); summer/winter 
manual/automatic/contact switching; fan or minimum thermostat with 

-

KTVDM
protocol)

KTVDI - Electronic control panel with display, semi-recessed wall 

fan control (0-10 Vdc); auxiliary contacts for ON/OFF control valve in 
2-pipe systems (2T) with electrical resistance (RER) and 4-pipe sy-
stems (4T); summer/winter manual/automatic/contact switching; fan 

KTVDIM
protocol)

KTVD (M) and minimum thermostat for KTVD (M) and KTVDI(M).

• INT (supplied separately)

• KTVD-KTVDM (supplied separately)

• KTVDI-KTVDIM (supplied separately)

• KSO (supplied separately)

Yardy-I EV3 - YardyID

Yardy EV3 – YardyDUCT2 - Yardy-I EV3 – YardyID

Minimum temperature thermostat for winter operation (for KTA - KCV2-
KTCV2 - KBTCV2).

• KTM (supplied separately)

Advanced controls

-
tic regulation of all appliance functions, according to the pre- selected 

• KPCM (supplied separately)

M ode

CONT

ON OFF

S C

all appliance functions, according to the pre-selected room tempera-

mounted.

• KTCM (supplied separately)

TIMER FUNCTIONS

MODE
CONT

ON OFF S

C
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• KRIP (supplied separately)

-

• KICM (supplied separately)

-
pliance functions, complete with a container for any additional KMVR 

(MVP and MVT versions).

• KCMS/PCM (supplied separately)
• 

ON

S

C

CONT

OFF
Mode

Only for Yardy version MVP-MVT

or automatic regulation of all appliance functions, complete with a con-
tainer for an additional KMVR module.

• KCMS (supplied separately)
• 

Only for Yardy, YardyDUCT2

• KMVR (supplied separately)
• 

Only for Yardy, YardyDUCT2

• KSTI (supplied separately)
• 

fan (0-10Vdc), the ON/OFF valve and electric resistor. Versions with 
vertical installation casing.

-

• KCMIPCM2 (supplied separately)
• 

• KCMIPCM4 (supplied separately)

• 

ON

S

C

CONT

OFF
Mode

Only for Yardy-I version MVP - MVT

Only for Yardy-I version MVP - MVT

Only for Yardy, YardyDUCT2

-

the fan (0-10Vdc), the ON/OFF valve and electric resistor.

• KCMI2 (supplied separately)
• 

Only for Yardy-I, Yardy-ID2
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-

-

advanced hydronic system for integrated comfort management (Ca-

• KRS485 (supplied separately)

• KISI (supplied separately)

Serial interfaces (idRHOSS evolved controls)

-
nual or automatic regulation of all appliance functions, complete with 

• KCMI4 (supplied separately)

• 

Only for Yardy-I, Yardy-ID2

-
rial network and supervision systems, with serial connection to PC via 

• KUSB (supplied separately)

Serial converters

Note:
For more information on Commands and Controls and for the 
connection wiring diagrams, refer to the Technical Note Code 
K20002.

• KGTW-BAC

• KGTW-LON

Gateway
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operating limits

Operating limits

refer to operations with the fan in motion at minimum speed. In the event of a prolonged situation with the fan off and the passage of cold water in 

Minimum water temperature

MINIMUM AVERAGE WATER 
TEMPERATURE [°C]

Dry bulb temperature of ambient air

21 23 25 27 29 31

Wet bulb temperature of 
ambient air

15

17

19

21 6 5 4

23 - 6 5 5
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Technical Data
Yardy-EV3

Model 15 20 24 25 30 34 40 45 48 55 58 60 74 80 88

Nominal cooling capacity 

(total heat) (*)

VI 1,14 2,05 2,24 2,54 3,34 4,33 4,84 5,49 6,01 6,69 7,16 8,32 8,78
V 1,07 1,8 2,85 3,42 4,95 6,22 6,61
IV 0,99 1,56 1,89 2,05 2,61 2,85 3,35 3,61 4,48 4,85 5,54 7,84
III 0,91 1,39 2,49 2,66 5,80 6,9
II 1,2 1,47 1,64 2,1 2,28 2,5 3,39 3,62 4,49 5,15 6,96
I 0,65 1,14 1,4 1,8 2,00 2,09 2,52 2,88 4,31 4,73 6,36 6,61

Nominal cooling capacity 

(sensitive heat) (*)

VI 1,49 1,68 2,55 2,25 2,91 3,12 3,22 4,47 4,24 5,18 4,88 6,77 6,13
V 0,83 1,3 1,41 2,12 2,58 2,92 6,42
IV 1,24 1,42 1,96 1,90 2,29 2,37 3,43 3,36 4,16 4,14 5,41
III 0,73 0,96 1,12 1,25 1,77 2 2,91 2,95 3,90 5,43
II 0,9 0,96 1,07 1,52 1,51 1,92 2,05 2,59 2,45 5,12
I 0,51 0,77 1,02 1,3 1,56 1,78 1,87 2,04 2,06 3,18 3,15 4,8 4,50

l/h

VI 196 384 436 561 573 650 743 831 942 1032 1148 1229 1428 1508
V 184 309 489 587 669 920
IV 324 352 489 494 575 620 769 834 951 1052 1246 1346
III 156 239 292 294 427 456 520 922 995 1184
II 206 252 282 391 429 582 622 1104 1195
I 112 196 240 309 359 433 494 469 740 812 1092 1135

kPa

VI 15 12,9 21,0 17,5 11 11,4 19,1 20 20,5 19,6 11,0 9,5 9,0 17 13,0
V 13,3 10,5 19,0 9,4 10,0 18,3 16,6 16,2 9,0 12,1
IV 15,4 11,1 8,6 13 13,5 15,8 7,5 6,9 10 10,6
III 9 6,5 12,2 7,3 12 10,9 12,0 6,2 6,5 6,2 9,1
II 10,1 6,9 5,5 5,8 10 11,5 10,0 9,3 5,4 6,2 5,4
I 5,5 5,2 5,2 4,1 7,2 9,3 9,0 5,7 5,3 7,4 7,8

Heating capacity 
(input water 50°C) (***)

VI 1,59 2,65 2,78 3,47 4,21 4,42 5,11 5,51 5,79 7,17 8,34 8,78 9,22 11,67 12,15
V 1,48 2,31 3,85 4,04 4,45 11,62
IV 1,91 2,06 2,71 3,53 4,11 4,32 5,74 6,89 7,25 10,52 11,05
III 1,25 1,74 3,14 3,5 6,69 7,39 9,99 10,49
II 1,49 1,72 2,18 2,8 4,22 5,85 6,16 9,14 9,6
I 0,84 1,46 2,37 2,59 2,93 3,08 3,23 5,24 5,52 5,8 9,04 9,49

l/h

VI 196 384 436 561 573 651 743 831 942 1032 1149 1229 1428 1508
V 184 309 489 587 669 920
IV 324 352 489 495 575 620 769 834 951 1052 1346
III 156 239 292 294 427 457 520 922 995 1185
II 206 252 282 391 429 582 622 1104 1195
I 112 196 240 309 359 433 494 469 740 812 1092 1135

kPa

VI 12 20 16,1 10,1 10,8 18,4 16 18 6,3 8,8 6,3 15,6 8,2
V 12,2 9,7 8,6 9,5 16,8 15,2 14,9 5,4 5,4 14,5
IV 9,6 14,6 10,2 8,2 12,6 12 9,7 14,6 5,2 6,3 5,2 9,2 6,8
III 8,3 6 11,6 6,7 6,9 10,9 10 5,2 5,9 5,2 8,4
II 5,2 9,6 6,4 5,1 5,5 9,2 10,6 8,5 5,1 5,1 6,9 5,5
I 5,1 4,8 3,8 4,5 6,7 8,6 6,6 5 5,3 5 6,8 5,1

Heating capacity 

VI 4,45 4,59 5,83 7,33 9,23 9,49 12,04 13,66 14,75 15,23 19,62 19,89
V 2,49 3,89 6,49 6,69 7,49 19,02
IV 3,38 4,57 5,66 5,85 6,44 6,88 7,1 9,64 11,3 12,23 12,54 18,08
III 2,11 2,95 5,31 5,49 5,98 6,54 10,96 11,91 12,18 16,84
II 2,82 3,71 4,54 4,66 5,61 7,18 9,62
I 1,42 2,48 2,51 4,03 5,02 5,18 5,3 9,42 9,62 15,33 15,58

l/h

VI 394 511 629 799 812 1049 1156 1284 1265 1727 1630
V 218 338 464 567 652
IV 290 399 492 502 562 593 610 837 965 1065 1566 1503
III 186 256 460 522 561 1031 1490
II 160 219 243 325 400 622 826 925 912
I 124 216 215 353 447 447 455 820 820 1352 1311

kPa

VI 19,1 14,6 20,9 21,4 11,9 12,8 22,9 21 18,7 21,8 12,9 10,8 9,1 22 14,3
V 16,6 11,4 16,1 11,2 20,3 11,6 9,6 19,9
IV 11,9 12,8 8,6 15,9 12,7 12,4 17 9,2 7,7 12,3
III 11,3 6,8 9,5 7,6 13,8 11 12,6 9 6,3 12,7
II 8,9 8,3 6 5,7 11,5 10,4 9,6 8,5 5,4 10,1
I 6,2 5,7 6,1 4,8 5,2 10 9,1 7,4 6,9 9,1 6,4 5,1 10 9,6

Nominal heating capacity 
additional coil KB4 (**)

VI 1,55 1,97 3,01 3,38 4,11 3,91 3,71 6,08 5,66 6,29 5,98 7,46 7,09
V 1,41 2,16 1,90 2,92 2,99 3,4 4,06 5,54 6,16
IV 1,41 2,06 1,65 2,55 2,91 2,76 3,4 3,23 5,13 5,19 5,77 6,97
III 1,19 1,72 1,52 2,24 2,55 3,24 5,95 5,10 6,8 6,56
II 1,21 1,37 2,06 2,4 2,28 2,99 4,02 4,15
I 0,98 1,47 1,9 2,15 2,04 3,02 2,54 2,41 4,68 3,89 6,17 5,86

 
additional coil KB4 (**) l/h

VI 200 169 259 290 336 319 522 486 540 514 641 614
V 121 186 251 257 244 292 492 529 502 609
IV 121 142 219 250 237 292 277 441 446 496 599
III 102 148 219 209 278 260 409 415 511 438 584
II 104 118 177 206 196 345 356 502
I 84 126 114 185 260 218 207 402 334 530 503

Pressure drops 
additional coil KB4 (**) kPa

VI 6,3 12,6 15,8 6,2 3,9 6,0 11,2 11,0 11,8 11,8 13,4 13,4
V 2,4 7 10,9 13,7 6 6,0 9,2 9,5 10,4 10,4 12,5 12,5
IV 2,2 4,8 9,4 10,2 10,2 4,2 2,8 4,2 8,2 9,0 10,1 10,1 12,1 12,1
III 1,7 5 4,4 8,8 3,8 6,5 9,8 11,5 11,5
II 1,5 4,1 3,1 6,7 7,4 6,2 8,0 9,0 10,2 10,2
I 1,1 3,4 2,9 6,1 6,1 3,1 1,7 3,1 4,6 8,6 8,6 9,6 8,6
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(*)

(**)

(***)

(****) Sound pressure level in dB (A) for an environment with a volume of 100 m

N.B.

Model 15 20 24 25 30 34 40 45 48 55 58 60 74 80 88
0,5 0,5 0,5 1,0 1,0 1,0 2,0 2,0 2,0

m³/h

VI 229 339 484 547 681 681 1077 1077 1235 1235 1480 1480
V 209 288 405 483 587 916 916 1109 1109
IV 238 339 434 474 474 802 802 948 1220 1220
III 163 207 383 419 662 662 882 1171
II 177 252 321 537 537
I 100 155 155 281 365 338 338 420 420 672 672 994 994

Fans n° 1 1 2 2 2 2 2 2 2 2 2 2 2

Sound power dB(A)

VI 46 48 48 50 50 51 52 52 58 58 62 62 66 66
V 43 44 44 42 46 46 48 50 50 56 56 60 60 65 65
IV 40 41 40 38 43 43 43 52 52 56 56 62 62
III 35 35 40 40 40 41 41 54 54 61 61
II 32 30 36 41 41 50 50 59 59
I 26 30 26 32 35 35 35 48 48 57 57

Sound pressure (****) dB(A)

VI 39 39 41 41 42 43 43 49 49 53 53 57 57
V 34 35 37 39 41 41 51 51 56 56
IV 31 29 34 34 34 43 43 47 53
III 26 26 26 24 31 31 45 45 52 52
II 25 23 21 27 29 29 29 32 32 41 41 50 50
I 17 21 22 23 26 26 26 39 39 48 48

n. 2 4 2 4 2 4 2 4 4

Main coil water content l 0,92 1,16

Coil water content KB4 l 0,25 0,42 0,42 0,42 0,69 0,69 0,69 0,69 0,69 0,69

VI 41 45 60 65 70 76 115 124 161 172 184 197
V 32 30 54 58 61 66 95 104
IV 26 25 26 39 42 41 44 81 87 117 125 142 152
III 23 19 21 22 31 34 66 109 117 133 142
II 19 15 16 17 25 27 51 55 95 102 124
I 14 13 14 16 20 22 28 28 30 41 44 92 98 116 124

A

VI 0,19 0,18 0,20 0,25 0,27 0,31 0,33 0,51 0,55 0,71 0,76 0,82 0,88
V 0,14 0,13 0,14 0,14 0,24 0,15 0,25 0,26 0,4 0,46 0,56
IV 0,11 0,10 0,11 0,11 0,16 0,12 0,17 0,18 0,36 0,41 0,52 0,49 0,6 0,64
III 0,10 0,08 0,09 0,95 0,13 0,10 0,17 0,16 0,29 0,45 0,48 0,59
II 0,06 0,06 0,07 0,11 0,08 0,15 0,14 0,21 0,29 0,42 0,45 0,52 0,56
I 0,06 0,05 0,05 0,06 0,08 0,06 0,12 0,14 0,15 0,21 0,47 0,45 0,51 0,55

Power supply V-ph-Hz

mm 1000 1000 1000 1200 1200 1200 1500 1500 1500 1500 1500 1500

Height x Depth 
MXP-MXT-MVP-MVT

mm

mm 450 550 550 950 950 950 1250 1250 1250 1250 1250 1250

Height x Depth IXP-IVP-IVF mm 545 x 212

Height of feet mm 100

kg 16,0 20,0 20,5 20,0 21,0 22,0 29,0

kg 14,5 16,5 20,5 20,5 21,5 24,0 25,5

Standard coil 
connections / additional coil KB4

¾ G (F) / ½ G (F)

Condensate drain connection (Ø) mm 16
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Yardy-I EV3

 Model 20 24 30 34 45 48 60 74 80 88

Nominal cooling capacity (total heat) (*)
10 Vdc Max 2,25 4,15 4,64
6 Vdc Med 1,45 1,69 4,62 5,92
2 Vdc Min 1,09 1,54 2,11 2,11 2,26

Nominal cooling capacity (sensitive heat) (*)
10 Vdc Max 1,50 5,11
6 Vdc Med 1,15 1,12 2,11 4,52
2 Vdc Min 0,52 0,52 1,06 1,65

l/h
10 Vdc Max 515 1442 1526
6 Vdc Med 249 290 400 525 599 905 1016 1095
2 Vdc Min 129 264 299

kPa
10 Vdc Max 12,5 21 20 9,5 11,6 20,9 14,2
6 Vdc Med 9 12,1 15 5,4
2 Vdc Min 2,6 4,4 1,9 4,2 4,4 2 2

Heating capacity 
(input water 50°C) (***)

10 Vdc Max 2,59 4,06 5,54 12,25
6 Vdc Med 2,99
2 Vdc Min 0,91 0,96 1,42 1,49 1,90 2,24

10 Vdc Max 515 1442 1526
6 Vdc Med 249 290 400 525 599 905 1016 1095
2 Vdc Min 129 264 299

kPa
10 Vdc Max 11,6 20,0 10,4 12,4 19,0 11,0 19,2
6 Vdc Med 14,5 6,5 11,1 5,0 6,0
2 Vdc Min 2,4 4,2 2,9 4,2 1,2 1,9 1,2 1,9

Heating capacity 
10 Vdc Max 4,20 6,56 9,09 20,26 20,01
6 Vdc Med 5,1 6,46 10,6 14,62
2 Vdc Min 1,54 1,66 2,45 2,49 5,5

l/h
10 Vdc Max 564 1226 1642
6 Vdc Med 269 440 540 554 900 900 1255 1212
2 Vdc Min 142 211 214 269

kPa
10 Vdc Max 14,2 12,2 19,5 10 15,4
6 Vdc Med 12,4 6 9,6
2 Vdc Min 2,5 4,4 2,1 2,5 1,4 1,9 2,6

Nominal heating capacity 
additional coil KB4 (**)

10 Vdc Max 2,19 6,29
6 Vdc Med 1,91 2,50 5,01
2 Vdc Min 1,00 0,95 1,40 1,69 2,49

 
additional coil KB4 (**) l/h

10 Vdc Max 266 540 514 646 610
6 Vdc Med 164 155 226 215 269 521
2 Vdc Min 126 120 145 214 204

Pressure drops 
additional coil KB4 (**) kPa

10 Vdc Max 16,4 16,4 11,9 16,5 16,5
6 Vdc Med 6,1 6,1 2,6 2,6 11,0 11,2
2 Vdc Min 0,9 1,0 2,9 2,9

0,5 0,5 1,0 1,0 2,0 2,0

m³/h
10 Vdc Max 645 645
6 Vdc Med 400 400 450 450 965 965
2 Vdc Min 256 256

Fans n° 1 1 2 2 2 2 2 2

Sound power dB(A)
10 Vdc Max 50 50 51 51 62 62 66 66
6 Vdc Med 40 40 42 42 50 50 56 56
2 Vdc Min 24 24 25 25

Sound pressure (****) dB(A)
10 Vdc Max 41 41 42 42
6 Vdc Med 41 41
2 Vdc Min 14 14 15 15 16 16

n. 4 4 4 4 4
Main coil water content l 0,92
Coil water content KB4 l 0,42 0,69 0,69

10 Vdc Max 25 26 42 95 146
6 Vdc Med 14 15 16 14 15 52 56
2 Vdc Min 6 6 6 6 9 10

A
10 Vdc Max 1,00
6 Vdc Med 0,16 0,19 0,16 0,29 0,40
2 Vdc Min 0,06 0,06 0,06 0,09 0,09 0,06 0,09 0,09

Power supply V-ph-Hz
mm 1000 1000 1200 1200 1500 1500 1500 1500

Height x Depth MXP-MXT-MVP-MVT mm
IXP-IVP-IVF mm

Height x Depth IXP-IVP-IVF mm 545 x 212
Height of feet mm 100

kg 20 20,5 21 22 29
IXP-IVP-IVF kg 16,5 20,5 21,5 25,5

Standard coil connections / additional coil KB4 ¾ G (F) / ½ G (F)
Condensate drain connection (Ø) mm 16

INNINININV
ERT

ER

(*)

(**)

(***)

(****) Sound pressure level in dB (A) for an environment with a volume of 100 m

N.B.
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technical data

Yardy DUCT

Model 40 48 50 60 74 80 88

Nominal cooling capacity (total heat) (*)

VI 1,97 2,29 2,68 3,6 4,56 4,98 5,84
V 1,82 2,12 5,66
IV 1,54 2,32 3,27 4,09 4,51 5,53
III 1,39 1,61 2
II 1,75 2,73 3,50 4,01 5,04
I 1,1 2,49 4,04

Nominal cooling capacity 
(sensitive heat) (*)

VI 1,48 1,53 2,33 3,01 3,12 4,21 4,06
V 1,36 1,41
IV 1,06 1,15 1,93 2,59 2,78 3,67 22,14
III 0,95 1,06 1,59 2,44
II 0,95 1,38 2,06 2,37 3,32 18,81
I 1,11

l/h

VI 338 393 460 618 783 855 1002
V 312 364 424
IV 264 398 561 702 774 949
III 239 276 665 911
II 252 300 469 601 688 865
I 220

kPa

VI 5,3 6,9 5,9 3,4 5,3 8,8 8,4
V 4,6 6,0 5,1 4,9
IV 4,2 5,3 2,9 4,4 5,5 7,0
III 3,5 3,7 2,6 4,2 5 6,4
II 3,1 2,8 3,9 4,4 5,6
I 2 4,2 5,2

Heating capacity 
(input water 50°C) (***)

VI 2,41 2,53 3,47 4,74 4,98 6,84 7,18
V 2,21 2,32 4,52 6,51
IV 3,02 4,29 4,50 6,44 6,76
III 1,65 1,73 2,52 4,05 4,25 6,44
II 1,5 2,21 3,7 3,89 5,75 6,04
I 5,99

l/h

VI 179 393 238 335 783 486 1002
V 165 364 221 461
IV 209 303 702 455 949
III 125 276 665 911
II 114 252 157 265 601 406 865
I 100 220 245

kPa

VI 4,9 6,5 5,4 3,2 5,0 8,1 8,0
V 4,2 5,7 2,9
IV 4,0 4,6 2,7 4,2 5,1 6,7
III 3,1 3,5 2,6 4,0 4,6 6,1
II 2,9 2,5 3,7 4,1 5,3
I 2,1 2,9 2,2 4,9

Heating capacity 

VI 4,09 4,17 6,05 8,28 8,23 11,85 11,81
V 3,75 3,83 5,61
IV 5,28 7,5 7,43 11,33 11,14
III 2,79 2,85 10,64
II 2,54 2,61 3,84 6,54 6,42 10,21 9,98
I 2,2 2,26 6 10,21 9,9

l/h

VI 352 359 520 711 703 1018 1000
V 322 329 955
IV 261 454 645 637 974 946
III 240 245 602 904
II 224 330 562 551 877 850
I 194 515 505

kPa

VI 5,3 5,5 6,7 4,1 4,2 11,1 8
V 4,5 4,7 5,9 10,2
IV 6,2 3,5 3,5 7,7 6,7
III 3,2 2,8 4,2 6
II 2,4 3,3 3,5 3,2 6,3 5,1
I 2,1 2,4 6 4,9

Nominal heating capacity 
additional coil KB4 (**)

VI 2,22 2,11 3,54 4,14 3,93 5,09 4,84
V 2,08 1,98 4,12 4,9 4,66
IV 3,2 4,0 3,80 4,8 4,56
III 1,71 1,62
II 1,6 1,52 2,53 3,8 3,61 4,59 4,36
I 1,44 2,14 4,26

 
additional coil KB4 (**)

l/h

VI 191 181 304 356 338 437 416
V 179 170 421 400
IV 166 275 350 326 429 392
III 147 139 241
II 217 342 310 394 375
I 124

Pressure drops 
additional coil KB4 (**)

kPa

VI 1,4 1,4 4,2 5,6 5,6 8 8,0
V 1,3 1,3 5,2 5,2
IV 1 1,0 3,5 5,4 5,4 7,4 7,4
III 0,9 0,9 5 5,0
II 2,7 4,5 4,5 6,7 6,7
I 0,6 6,4 6,4

2,0 2,0
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technical data

m³/h

VI 275 275 450 620 620 912 862
V 250 250 411
IV 382 539 539 820 800
III 180 180 504 504
II 270 445 445 715 708
I 140 140 210 402 402

Pa

VI 56 56 69 66 66 62 62
V 50 50 59 59 54 54
IV 50 50 50 50 50
III 28 28 44 44 45 45
II 24 24 26 34 34 39 39
I 19

Fans No. 2 2 2 2 2

Flow sound power level dB(A)

VI 47 47 48 56 54 57 57
V 45 45 46 55 55 55
IV 45 54 51 54 54
III 42 42 42 51 50
II 40 50 47 51 51
I 46 50 50

Radiated and return sound power level dB(A)

VI 54 54 56 62 62 64 64
V 51 51 60 60 62 62
IV 51 58 58 61 61
III 45 45 56 56
II 42 42 45 53 53 57 57
I 41 41 42 51 51 56 56

Flow sound pressure level (****) dB(A)

VI 38 38 39 47 45 48 48
V 36 36 46 44 46 46
IV 36 45 42 45 45
III 33 33 42 41 44 44
II 29 29 31 41 38 42 42
I 29 41 41

Radiated and return sound pressure level 
(****)

dB(A)

VI 45 45 47 53 53 55 55
V 42 42 44 51 51
IV 42 49 49 52 52
III 36 36 49 49
II 36 44 44 48 48
I 42 42

n. 4 2 4 4
Main coil water content l
Coil water content KB4 l 0,69 0,69 0,69 0,69 0,69

VI 68 71 94 114 120 154 154
V 60 63 104 109
IV 41 71 81 85 115 115
III 36 38 60 109 109
II 49 75 79 106 105
I 91 91

A

VI 0,3 0,32 0,42 0,51 0,54 0,69 0,69
V 0,27 0,28 0,46 0,6 0,60
IV 0,19 0,32 0,36 0,38 0,51 0,51
III 0,16 0,17 0,49 0,49
II 0,14 0,15 0,22 0,33 0,35 0,47 0,47
I 0,12 0,41 0,41

Power supply V-ph-Hz
mm 950 950 1250 1250 1250 1250 1250

Height mm 545 545 545 545 545 545 545
Depth mm 212 212 212 212 212 212 212

Kg 26
Standard coil connections ¾ G (F)
Additional coil connections KB4 ½ G (F)
Condensate drain connection (Ø) mm 16 16 16 16 16 16 16

Model 40 48 50 60 74 80 88

(*)

(**)

(***)

(****) Sound pressure level in dB (A) for an environment with a volume of 100 m

N.B.
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technical data

Yardy-ID2

 Model
40 
S

40 
H

48 
S

48 
H

60 
S

60 
H

74 
S

74 
H

80 
S

80 
H

88 
S

88 
H

Nominal cooling capacity (total heat) (*)
Max 2,42  3,08 2,65 3,35 4,22 4,68 6,02 5,10 6,40
Med 2,05  2,76 3,01 3,98 4,50 5,42 5,80
Min 1,20  1,20 1,29 1,29 1,59 1,59 1,73  2,04 2,04 2,30

Nominal cooling capacity (sensitive heat) (*)
Max 2,27 2,41 3,43 2,92 3,58 4,46 4,50
Med 1,56 2,05 1,61 2,15 2,55 3,27 2,66 3,40 3,85 4,05
Min 0,83 1,10 1,10 1,11 1,11 1,24 1,24 1,45 1,45 1,63

l/h
Max 415 529 445 1099
Med 659 695 996
Min 206 206 221 221 296

kPa
Max 11,9 12,0 4,5 4,4 5,3 8,7 8,4
Med 9,7 6,2 10,0 2,6 4,1 4,2 4,9 5,5 8,3 6,4 7,9
Min 2,7 2,3 1,0 1,0 3,9 1,2 1,2 5,6 5,6

Heating capacity 
(input water 50°C) (***)

Max 3,86 3,94 4,46 5,52 4,55 5,63 8,55 8,72
Med 2,54 3,44 2,59 3,51 4,05 5,23 5,33 7,69 5,50 7,84
Min 1,39 1,42 1,42 1,90 1,90 1,94 1,94 2,92 2,92 2,98

l/h
Max 415 529 445 1099
Med 659 695 996
Min 206 206 221 221 296

kPa
Max 10,9 11,4 4,2 4,2 5,0 8,0 8,0
Med 8,9 9,5 2,4 3,8 6,96 4,7 5,0 7,7 6,1 7,5
Min 2,5 2,5 2,2 2,2 1,0 1,0 3,7 1,1 1,1 5,3

Heating capacity Max 5,06 6,50 6,51 9,51 9,44 11,26
Med 9,05 6,96 9,55 9,20
Min 5,2 5,2 4,95 4,94

l/h
Max 559
Med 1152 1092
Min 201 201 202 202 446 446 425 424

kPa
Max 12 1,2 4,5 5,0 10,4 11,6 9,2 9,5
Med 5,4 4,1 4,5
Min 2,4 2,4 1,9 1,9 2,9 6,2 6

Nominal heating capacity 
additional coil KB4 (**)

Max 2,59 3,12 2,46 2,96 4,61 4,57 5,04 6,32 6,00
Med 2,86 2,19 2,72 4,43 4,21 5,68 5,59
Min 1,47 1,40 1,40 2,20 2,20 2,19 2,19 2,78 2,64 2,64

 
additional coil KB4 (**) l/h

Max 211 254 411 515
Med 246
Min 126 126 120 120

Pressure drops 
additional coil KB4 (**) kPa

Max 1,9 2,6 1,9 2,8 5,1 6,8 5,1 6,7 11,9 11,9
Med 1,5 2,2 1,5 2,2 4,5 6,3 4,5 6,3 6,0 9,8 6,0 9,8
Min 0,6 0,6 1,0 1,0 2,2 2,2 2,2 2,2 2,7 2,7

2,0

m³/h
Max 469 469 1010 949
Med 291 410 291 410 512 691 512 691 606 594
Min 150 150 150 150 214 214 214 214

Pa
Max 64 64 61 56 61 56 65 64
Med 50 50 50 50 50 50 50 50 50 50 50 50
Min 6 6 6 6

Fans n° 2 2 2 2 2 2 2 2

Flow sound power level dB(A)
Max 51 56 51 56 55 57 55 57 58 58
Med 52 52 52 56 52 56 56 57 56 57
Min 30 30 30 30 30 30

Radiated and return sound power level dB(A)
Max 55 60 55 60 60 62 60 62 64 62 64
Med 55 56 55 56 56 60 56 60 60 62 60 62
Min 32 32 32 32 32 32

Flow sound pressure level (****) dB(A)
Max 42 42 46 46 49 49
Med
Min 21 21 21 21 21 21 21 21 21 21 21 21

Radiated and return sound pressure level 
(****) dB(A)

Max 46 51 46 51 51 51 54 55 55
Med 46 46 51 51 51 51
Min

n. 4 4 4 4 4 4
Main coil water content l 
Coil water content KB4 l 0,69 0,69 0,69 0,69 0,69 0,69 0,69 0,69

Max 69 60 72 100 105 105 140 105 140
Med 60 63 65 80 84 58 58
Min 8 8 8 8 13 13

A
Max 0,44 0,46 0,56 1,04 1,09 1 1,00
Med 0,46 0,29 0,41
Min 0,06 0,06 0,06 0,06 0,09 0,09 0,09 0,09

Power supply V-ph-Hz
mm 950 950 95 95 1250 1250 1250 1250 1250 1250 1250 1250

Height mm 545 545 545 545 545 545 545 545 545 545 545 545
Depth mm 212 212 212 212 212 212 212 212 212 212 212 212

Kg 25,5 25,5
Standard coil connections ¾ G (F)
Additional coil connections KB4  ½ G (F)
Condensate drain connection (Ø) mm 16

INNINININV
ERT

ER

(*)

(**)

(***)

(****) Sound pressure level in dB (A) for an environment with a volume of 100 m

N.B. STANDARD (S)
BOOSTED (H)
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perfomance

Perfomance

Yardy-EV3 15 capacities

Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (6) 100 5 0,56 92 0,66 0,52 92 10,0 0,61 10,6 94

med (4) 5 12,2 10,4 11,2 12,0 90 1,24 90

max (2) 209 5 1,09 1,46 1,00 14,6

min (6) 100 6 122 6,4 0,50 0,45 9,6 92 0,60 0,49 10,2 92 0,54 11,5

med (4) 6 10,6 0,64 11,2 12,0 0,99 1,15 90

max (2) 209 6 201 15,6 12,5 1,00 14,4 0,95 15,4

min (6) 100 112 5,5 0,44 9,9 94 0,55 11,0 92 0,65 0,51 11,7 92 0,55 12,4

med (4) 156 9,0 0,65 11,1 92 0,91 0,73 13,6 89 1,06 14,4

max (2) 209 0,90 14,1 1,07 0,83 15,1 87 1,25 0,90 16,1

min (6) 100 102 4,6 0,45 0,45 9,6 0,49 0,44 11,9 92 0,59 12,6 92 0,52 92

med (4) 141 11,4 94 0,69 14,4

max (2) 209 165 11,0 12,6 92 0,96 1,14

min (6) 100 9 91 0,42 0,42 101 0,44 11,9 94 0,45 91 0,49 14,2 92

med (4) 9 125 6,0 0,60 0,60 12,0 0,66 0,64 92 0,64 15,2 16,1

max (2) 209 9 146 12,9 95 14,6 90 16,5 1,02

min (6) 100 10 11,4 101 0,44 0,44 0,49 0,44 15,0 91

med (4) 10 121 0,54 0,54 96 0,62 0,62 94 0,65 15,1 91

max (2) 209 10 141 0,64 0,64 92 16,5

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 100 40 0,51

med (4) 40 1,06

max (2) 209 40 16,5 1,52 1,26 1,00 0,90

min (6) 100 45 122 5,9 1,00 40,5 41,2 0,65 41,4

med (4) 45 1,05

max (2) 209 45 201 1,50 1,25 1,14

min (6) 100 50 112 5,1 44,5 0,84 45,2 45,5

med (4) 50 156 40,9 1,46 41,9 1,25 43,0 1,16

max (2) 209 50 12,2 1,99 1,48 41,2

min (6) 100 60 94 51,6 1,24 52,2 1,10 1,04

med (4) 60 142 2,09 49,4 1,66 50,5 50,9

max (2) 209 60 10,4 2,46 2,21 1,96

min (6) 100 124 6,2 62,6 1,60 1,45

med (4) 2,61 2,16 60,1

max (2) 209 16,6 54,1 55,2 2,54 56,4 56,9

min (6) 100 2,09 1,94

med (4) 16,4 2,65 2,56 69,1

max (2) 209 24,0 62,6 65,2

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 100 60 42 0,66

med (4) 60 0,9 0,96

max (2) 209 60 1,26 1,00 0,95

min (6) 100 1,1 45,4 0,98 49,4 0,94 50,2

med (4) 102 1,19 41,9 1,14

max (2) 209 121 2,4 1,55 1,41 40,2 41,4

min (6) 100 54,1 1,25 1,21

med (4) 1,66 45,6 49,2

max (2) 209 154 2,09 40,1 1,94 42,9

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 20 capacities

Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 155 5 229 6,9 9,1 99 1,15 99 10,4 100 0,92 11,1 100

5 1,19 0,90 10,0 1,41 1,64 11,5 1,15

max (5) 5 14,2 1,55 1,22 94 11,1 95 1,45 11,9 95 2,44 1,56 96

min (1) 155 6 6,0 9,9 1,06 10,6 99 1,24 99 12,0 100

6 260 96 1,29 11,5 1,52 1,02 1,10

max (5) 6 1,40 1,15 11,1 94 1,26 11,9 94 95 1,49 95

min (1) 155 196 5,2 10,1 101 0,96 11,4 1,14 0,77 12,1 99 99

6,5 1,02 10,9 99 96 1,39 0,96 13,1 97 1,62 1,04

max (5) 10,5 11,2 1,52 1,19 12,6 94 1,80 1,30 13,5 94 2,10 1,41 95

min (1) 155 4,4 0,65 10,4 11,9 100 1,04 12,9 1,22 99

216 5,4 0,94 101 1,26 0,90 96 1,49

max (5) 1,12 11,4 100 1,14 95 1,22 94 1,92 15,1 94

min (1) 155 9 159 106 0,66 12,2 102 1,11 14,6

9 4,6 11,5 1,00 99 96 15,5 96

max (5) 9 252 1,09 11,6 102 1,29 1,11 1,49 95 1,25 16,0 94

min (1) 155 10 152 0,64 0,61 11,2 102 100 1,01

10 4,0 12,0 0,92 101 14,9 1,22 96

max (5) 10 6,4 1,01 1,01 12,4 100 15,2 96 1,60 1,21 16,4 95

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 155 40 229 6,4 1,50 1,24 0,99

40 1,06

max (5) 40 1,96 1,56 1,40

min (1) 155 45 5,6

45 260 40,0 40,5 1,46 41,2 41,4

max (5) 45 11,4 1,94 40,2 40,6

min (1) 155 50 196 1,46 48,3

50 6,0 44,0 2,04 44,6 1,74 45,2 1,62 45,5

max (5) 50 42,4 2,31 44,1 2,15 44,4

min (1) 155 60 164 2,41 2,16 1,91

60 194 4,1 51,4 2,56 52,1 2,26 2,15

max (5) 60 259 50,5 51,5

min (1) 155 216 69,0 2,51 2,41

256

max (5) 11,4 59,6 60,2 60,9 61,2

min (1) 155 266

max (5) 414 16,4 69,1 5,25 4,65

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 155 60 92 1,9 1,21 1,02

60 1,56 1,41 1,25

max (5) 60 4,0 1,99 1,59 1,51

min (1) 155 126 1,62 46,4 1,47 48,5 1,41

5,0 40,0 1,90 42,5 1,72 44,9 1,65 45,9

max (5) 2,60 2,16 42,5

min (1) 155 160 5,2 52,1 2,02 54,0 55,9

2,51 46,4 2,14 51,1 52,0

max (5) 2,91 2,59 49,0

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 24 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (2) 5 296 1,25 1,16 9,4

med (4) 5 1,61 1,15 1,91 9,0 2,22 9,6 2,54 1,50 10,2

max (6) 5 454 1,92 11,5 1,66

min (2) 6 1,14 1,60 1,02 1,10

med (4) 6 1,46 1,09 1,20 9,9 2,06 10,5 1,42 11,1

max (6) 6 24,5 11,4 1,44 12,2 2,44

min (2) 252 10,1 1,05 9,4 1,24 10,2 1,47 0,96 10,7 99,8 1,04

med (4) 15,4 1,04 9,9 1,59 1,89 1,24 11,4 99,8 2,21 12,0

max (6) 21,0 1,60 1,26 11,9 2,24 1,49 13,8 99,8 2,62 1,62

min (2) 0,96 1,11 11,1 0,91 0,99 12,2

med (4) 295 1,24 1,01 1,06 11,6 12,9

max (6) 1,22 12,2 1,69 2,04 1,40 14,6 2,40 15,5

min (2) 9 10,2 11,5 1,20 12,6 1,44

med (4) 9 264 10,6 12,0 1,54 1,09 1,20

max (6) 9 14,4 12,5 1,24 14,0 15,4 99,5

min (2) 10 190 6,0 0,94 12,0 1,10 14,2

med (4) 10 242 9,1 1,02 0,94 11,2 1,21 0,99 12,5 1,44 1,66

max (6) 10 12,2 1,20 1,14 12,9 1,20 14,4 1,66 1,26 15,9 1,95 99,4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 40 294 12,6 1,45 1,16 1,04

med (4) 40 19,4 2,10 1,24

max (6) 40 451

min (2) 45 11,1 2,04 44,6 44,5 1,44 44,4 44,4

med (4) 45 2,45 42,0

max (6) 45 419 40,6 2,14 40,9

min (2) 50 252 9,6 49,4 2,02 49,2 1,72 49,2 1,60 49,1

med (4) 50 14,6 45,1 2,42 45,5 2,06 46,0 1,92 46,2

max (6) 50 20,0 2,78 44,6 2,59 44,9

min (2) 60 5,6 2,54 2,24 2,12

med (4) 60 225 52,6

max (6) 60 4,60 4,12 51,4 52,2 52,5

min (2) 69,2

med (4) 290 11,9 4,16 62,4

max (6) 20,9 5,66 60,1 5,16 60,6 4,66 61,5

min (2) 296

med (4) 4,92 4,54 4,16 4,01

max (6) 69,4 6,19

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 100 60 62 0,4 41,2 44,0

60 1,06 0,94

max (5) 209 60 1,1 1,25 1,11 1,05

min (1) 100 0,4 45,5 0,98 49,4 0,94 50,2

102 1,19 41,9 1,14

max (5) 209 121 1,2 1,55 1,41 40,2 41,4

min (1) 100 0,4 51,5 55,4 1,14 56,2

0,9 40,9 1,56 46,4

max (5) 209 154 1,2 1,99 41,4 44,4 1,64 45,5

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 25 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (2) 252 5 1,42 1,00 11,0 90 1,10 11,9 90 1,95 1,20 91 1,29 92

med (4) 5 419 15,2 11,2 2,10 1,46 12,0 2,44 1,59 12,9 90

max (6) 5 520 24,0 2,21 2,61 16,4

min (2) 252 6 0,94 90 1,04 12,6 90 91 1,22 14,4 91

med (4) 6 1,60 1,26 11,9 1,92 2,25 1,51 2,60 14,6

max (6) 6 1,99 1,49 1,64 14,9 16,0

min (2) 252 6,9 1,22 0,94 90 1,64 1,07 14,3 90 1,91 1,16 15,2 91

med (4) 11,1 1,52 1,25 11,9 91 2,05 1,42 14,4 88 1,54 15,4

max (6) 1,49 2,14 1,54 15,5 2,54 1,68 16,6 86 2,96

min (2) 252 254 1,15 0,94 96 0,95 91 1,01 15,0 90 1,09 16,0 90

med (4) 9,1 1,44 1,26 11,9 94 1,25 15,2 1,45 16,2

max (6) 14,4 1,50 91 1,96 2,69

min (2) 252 9 5,0 11,9 99 1,20 0,94 0,95 90 1,59 1,04 90

med (4) 9 12,1 96 14,1 91 1,69 1,29 15,6 1,96 16,9

max (6) 9 1,65 1,46 1,46 16,0 1,52 2,40 1,60 19,1

min (2) 252 10 216 12,6 96 1,12 96 1,26 0,94 92

med (4) 10 1,21 1,15 14,1 1,56 1,25 16,0 1,29

max (6) 10 10,6 1,50 14,5 91 1,46 15,9 91 1,92 1,52 19,6

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 252 40

med (4) 40 419 14,0 1,65

max (6) 40 520 22,1 2,96 2,12

min (2) 252 45 2,59 2,21 1,69 42,1

med (4) 45 12,1 40,2 2,10 40,5

max (6) 45 19,1 4,12 2,92 2,69

min (2) 252 50 6,4 44,9 2,55 45,4 2,18 46,0 46,2

med (4) 50 10,2 42,2 2,71 44,0 44,4

max (6) 50 16,1 4,66 4,06 40,2 3,47 41,5 42,0

min (2) 252 60 246 5,0 54,1 54,4

med (4) 60 4,02 50,6 51,5 51,9

max (6) 60 5,16

min (2) 252 64,5 65,0 65,1

med (4) 5,61 60,4 4,64 61,1 4,45 61,4

max (6) 511 21,4 54,5 6,56 5,94

min (2) 252 11,9 5,46 5,05 4,64

med (4) 490 6,20 69,9 5,50

max (6) 64,2

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 252 60 4,0 1,95 1,55

med (4) 60 2,44 2,20 1,95

max (6) 60 2,59

min (2) 252 42,0 2,06 44,5 45,5

med (4) 219 9,4 2,55 42,6 2,45

max (6) 259 12,6 3,01 38,7

min (2) 252 45,5 2,54 2,45 51,2

med (4) 42,6 45,2

max (6) 4,04 40,0

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 30 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (6) 5 5,5 1,55 1,22 10,0 2,12 1,45 11,5 1,56 99

med (4) 5 506 9,9 2,15 1,66 10,0 95 2,54 96 2,95 11,5 96

max (2) 5 1,99 10,6 94 2,91 11,4 94 95 2,56 95

min (6) 6 1,40 1,14 1,26 11,5 1,96 1,49

med (4) 6 1,94 1,56 95 11,5 95 96 96

max (2) 6 11,1 11,4 2,66 2,06 12,2 94 2,25 94 95

min (6) 4,1 11,0 99 1,52 1,19 1,80 1,30 13,1 97 2,10 1,41

med (4) 1,54 11,0 2,10 1,62 95 2,49 1,77 13,1 95 2,91 1,92 14,0 96

max (2) 9,4 2,09 11,6 96 2,40 1,94 2,85 2,12 13,8 94 94

min (6) 1,22 1,11 11,2 1,14 1,22 1,92

med (4) 6,1 1,69 1,51 11,2 100 1,92 1,55 96 2,25 1,66 14,0 95 2,65 95

max (2) 440 1,94 99 2,19 94 2,56 1,99 14,6 2,16 15,6 94

min (6) 9 1,12 11,4 105 1,29 1,11 100 1,50 14,4 1,26 15,5

med (4) 9 5,2 1,55 11,4 102 1,51 1,60 14,5 96 2,41 15,6 95

max (2) 9 404 12,0 100 96 1,92 15,1 94 2,04

min (6) 10 2,5 1,00 1,00 101 14,9 1,61 1,21 16,1

med (4) 10 4,6 1,40 12,2 100 1,65 1,49 100 1,92 1,56 2,22 1,65 16,1 96

max (2) 10 1,60 1,60 15,4 96 2,51 1,96 94

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 40 5,1 2,01 1,60 1,44

med (4) 40 506 9,1 2,12 1,91

max (2) 40 2,61

min (6) 45 4,4 40,1 2,40 40,6 1,99 41,5

med (4) 45 2,64 2,42 41,0

max (2) 45 10,2 40,1 40,5

min (6) 50 44,1 2,37 45,3 2,21 45,6

med (4) 50 3,14 44,6 44,9

max (2) 50 42,2 4,51 3,85 43,9

min (6) 60 2,9 52,0 52,6 2,95

med (4) 60 5,16 50,4 4,62 51,2 4,09 52,0 52,4

max (2) 60 6,41 5,09 51,6 52,0

min (6) 4,99 4,55 4,11 64,1

med (4) 460 5,91 61,9 62,2

max (2) 11,2 59,6 6,60 61,0

min (6) 5,95 5,49 5,04

med (4) 11,0 6,56

max (2) 696 16,2 69,2

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 60 140 2,04 1,55

med (4) 60 5,4 2,45 29,2 2,20 1,95

max (2) 60 196

min (6) 6,1 2,59 2,15 43,0 2,06 44,0

med (4) 219 2,55 40,0 2,45 41,2

max (2) 2,99 38,6

min (6) 2,65 2,56 49,4

med (4) 12,9

max (2) 20,0 4,01 42,9 44,2

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 34 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (6) 5 459 1,95 1,41 1,55 10,5 12,0

med (4) 5 11,5 2,45 2,90 1,95 11,5 2,12 2,29

max (2) 5 15,4 2,11 11,4 99,5 2,52 4,54 14,1

min (6) 6 426 10,4 2,12 1,46 1,60 12,1

med (4) 6 10,1 2,26 11,2 2,65 2,01 14,0

max (2) 6 2,66 2,02 11,9 99,6 4,22 14,9

min (6) 1,65 1,29 11,0 1,92 12,1 2,28 1,51 12,9 99,8 2,66 1,64

med (4) 2,09 1,65 11,6 2,40 2,85 1,90 13,9 99,8 2,06

max (2) 11,4 2,42 12,4 2,06 3,34 2,25 14,7 99,6 2,44 15,6

min (6) 4,9 1,51 1,25 12,5 1,42 2,44 1,55 14,5

med (4) 442 12,1 2,22 14,6 1,95 15,6

max (2) 9,5 2,22 2,60 1,99 14,1 2,11 15,4 99,2 16,4 99,5

min (6) 9 4,2 1,19 1,62 1,90 1,46

med (4) 9 406 6,1 1,52 12,5 2,01 1,60 14,0 15,2

max (2) 9 2,00 14,6 2,02 15,9 99,1

min (6) 10 1,21 12,4 1,46 1,22 14,9 2,04 1,40 15,9

med (4) 10 1,52 1,42 1,55 1,65 15,6 16,9

max (2) 10 6,9 2,14 15,0 1,95 2,95 99,5

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 40 459 1,69

med (4) 40 11,0 2,99 2,14

max (2) 40 14,6 4,52

min (6) 45 426 6,4 41,1 41,5 41,9 2,15 42,1

med (4) 45 9,6 4,19 2,96 40,5

max (2) 45 5,25

min (6) 50 5,5 2,80 46,2 2,61 46,4

med (4) 50 42,9 4,14 3,53 44,4

max (2) 50 5,96 4,42 44,2 4,12 44,6

min (6) 60 4,61 4,12 54,0 54,2

med (4) 60 50,1 5,20 50,9 4,59 52,1

max (2) 60 51,1 51,9 5,51 52,2

min (6) 400 5,24 64,0 64,2 64,4

med (4) 502 6,56 60,4 61,0

max (2) 629 9,06 61,0 61,2

min (6) 490 6,29 5,56

med (4) 614 12,4 69,1 69,5

max (2) 69,0 69,5 9,11

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 60 149 2,05

med (4) 60 5,2 29,1 2,20 2,09

max (6) 60 222 2,69 2,56

min (2) 196 2,51 2,28 41,3 2,19 42,4

med (4) 5,5 2,76 39,1 2,65

max (6) 290 3,38 38,5

min (2) 242 4,0 40,0 45,6 2,65

med (4) 5,6 42,9 44,2

max (6) 4,41 4,06

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 40 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 5 9,9 10,9 2,15 1,61 90 2,49 90 91

419 5 546 16,5 9,5 2,06 10,2 2,24 11,0 2,41 90

max (5) 5 25,4 2,99 2,44 10,5 11,4 4,10 2,90 12,2

min (1) 6 1,42 91 1,96 1,52 12,5 90 1,65 90 2,65 90

419 6 502 14,2 2,15 9,9 90 2,49 1,95 11,0 2,12 2,29 12,6

max (5) 6 2,69 2,29 2,52 12,1 2,96

min (1) 1,40 11,5 2,09 1,56 14,2 90 2,44 1,69 15,1 90

419 456 12,0 2,01 10,1 92 2,24 11,9 2,66 2,00 12,7 89 2,16

max (5) 2,59 11,1 90 12,9 3,42 2,58 13,8 86

min (1) 5,9 11,6 95 1,65 1,41 91 14,9 2,21 1,59 15,9

419 409 94 2,09 12,1 90 2,04 14,4

max (5) 524 14,9 2,40 92 2,42 14,6 2,62 15,6

min (1) 9 5,1 11,9 1,45 15,1 91 2,01 1,51 16,6

419 9 10,6 96 1,94 12,4 92 2,19 14,0 2,55 15,2

max (5) 9 2,22 2,22 11,6 2,49 15,1

min (1) 10 4,6 1,22 1,22 95 1,62 1,40 15,5 92 1,46 90

419 10 1,55 1,55 11,9 91 12,5 94 2,05 14,2 90 15,6

max (5) 10 450 1,99 1,99 2,25 91 2,62 2,40

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 40 9,2 2,50 1,99

419 40 546 15,0 2,14

max (5) 40

min (1) 45

419 45 502 12,9 4,16 40,4 2,95 41,1 41,4

max (5) 45 20,0 5,29 4,52

min (1) 50 2,93 44,1 44,4

419 50 456 10,9 4,10 3,50 45,1 45,4

max (5) 50 40,5 5,21 41,6 4,45 42,7 4,15

min (1) 60 5,9 4,92 50,5 4,42 52,1 52,5

419 60 51,4 52,1 4,59 52,9

max (5) 60 500 12,6 5,52 50,2

min (1) 10,0 5,21 4,99

419 522 62,6

max (5) 652 56,9 59,2

min (1) 549 14,4 6,96 6,40

419 641 20,1

max (5) 29,5 66,1 10,15 66,9 9,01

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 60 2,16 2,05

419 60 199 2,1 2,91 2,61 2,20

max (5) 60 25,9

min (1) 260 42,4 3,02 44,8 2,90

419 40,6 3,24 43,2

max (5) 292 6,0 4,09 3,40 37,4

min (1) 4,45 46,6 4,12 51,2 52,1

419 46,4 4,04 50,0

max (5) 4,94 4,22 41,6

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 45 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 5 509 12,5 2,16 1,66 2,55 1,99 9,4 99 2,15 10,0 100

med (4) 5 2,14 9,4 96 10,1 96 2,56 11,5

max (6) 5 26,9 2,92 10,2 4,40 10,9 94 5,11 11,6 94 12,4 95

min (1) 6 10,9 1,96 1,56 9,1 99 2,04 10,9 99

med (4) 6 15,2 2,61 2,01 96 2,22 10,9 96 11,6 96 12,4

max (6) 6 10,9 12,4 94 95

min (1) 1,55 101 2,12 1,62 10,6 2,52 1,78 11,2 98 2,94 99

med (4) 2,40 1,94 2,09 96 3,35 2,29 12,5 96 2,49 96

max (6) 20,0 2,66 95 12,5 4,33 3,12 13,3 93 5,05 14,1 94

min (1) 1,50 1,95 1,56 11,1 99 12,1 2,69

med (4) 519 1,94 101 2,52 1,96 12,6 95 2,15 95 14,2 96

max (6) 2,90 2,61 11,5 2,66 14,1 4,61 14,9

min (1) 9 1,55 1,46 10,1 105 1,52 11,5 101

med (4) 9 461 11,0 1,92 12,9 2,69 2,01 95 2,19 15,1 95

max (6) 9 595 2,61 11,5 101 2,62 95 14,9 4,14 2,99

min (1) 10 1,40 1,40 10,6 106 1,66 11,9 1,55 100 2,21 1,62 14,6

med (4) 10 11,5 2,21 1,91 12,9 101 2,55 1,99 14,4 2,92 95

max (6) 10 545 11,5 2,44 2,44 101 2,61 2,64 15,4 94 16,6

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 40 509 11,6 2,61

med (4) 40 16,2 4,21 2,49

max (6) 40 5,64

min (1) 45 10,1 42,5 42,9

med (4) 45 14,1 40,9 4,16 42,1

max (6) 45 21,6 6,54 40,4 4,25

min (1) 50 4,15 3,08 47,3

med (4) 50 12,0 45,0 45,5 4,11 46,0 46,2

max (6) 50 42,6 6,46 5,51 44,3 44,6

min (1) 60 5,05 54,9 55,2 4,00 55,5

med (4) 60 460 6,05 54,1

max (6) 60 619 50,0 52,1

min (1) 9,1 66,0 66,0 5,20 66,1 66,2

med (4) 6,90 6,62

max (6) 21,0 11,26 59,6 61,0

min (1) 546 6,92

med (4) 9,96 9,20

max (6) 69,1 12,41 11,40 11,00

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 60 156 0,9 2,04

med (4) 60 210 1,5 29,4 2,44

max (6) 60 249 26,0 29,4

min (1) 2,54 42,5 2,44

med (4) 292 4,09 3,40 41,5 42,6

max (6) 3,91 37,2

min (1) 2,6 45,9 49,5

med (4) 4,1 4,94 44,0 4,22

max (6) 41,4 4,69

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 48 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 5 12,1 2,46 2,91 1,92 2,09 2,25 9,0

med (4) 5 2,21 9,0 9,6 4,25 2,65 10,2 10,9

max (6) 5 4,16 4,91 10,4 11,1 6,54 11,9

min (1) 6 10,4 1,64 9,4 2,15 10,0

med (4) 6 10,5 2,51 11,1 4,55

max (6) 6 905 10,5 4,50 11,2 12,0 6,11

min (1) 494 9,0 1,59 9,9 2,88 1,87 10,4 99,8 10,9

med (4) 619 2,62 10,2 2,16 3,61 2,37 12,0 99,8 4,22

max (6) 20,6 11,0 2,94 12,1 4,85 3,22 12,8 99,8 5,66

min (1) 449 1,90 9,4 10,5 2,62 11,4 1,92 11,9

med (4) 561 1,95 11,9 12,9

max (6) 11,2 12,9 99,5 14,5

min (1) 9 414 6,5 1,46 10,0 2,02 1,55 11,2 2,41 1,69 12,0 12,9

med (4) 9 504 2,14 11,1 2,55 1,99 12,4 2,92 2,09 14,5

max (6) 9 2,90 11,6 14,5 99,4 4,66 15,4

min (1) 10 5,5 1,51 1,40 10,5 1,49 2,19 1,61 2,54

med (4) 10 469 1,91 1,91 12,9 14,1 2,15 15,4

max (6) 10 12,4 2,59 2,45 12,2 4,21 2,92 16,1

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 40 1,95

med (4) 40 12,9 4,42 2,91 2,61

max (6) 40 21,4 5,92 4,90

min (1) 45 44,1 44,0 44,0 44,0

med (4) 45 42,5 42,9

max (6) 45 906 41,4 4,45 41,6

min (1) 50 494 6,6 3,23 48,7

med (4) 50 620 46,9 4,32 47,3 4,02

max (6) 50 16,0 44,4 44,9 5,79 45,5 5,40

min (1) 60

med (4) 60 6,0 55,2 55,4 5,65 55,9

max (6) 60 9,55 52,1 52,6

min (1) 455 6,54 5,95 5,14

med (4) 610 9,4 65,5 65,6 6,91

max (6) 62,1 62,6 9,26

min (1) 555

med (4)

max (6)

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 60 1,6 2,14 1,90

med (4) 60 199 2,0 2,56

max (6) 60 2,95

min (1) 2,90 2,66 2,41 41,4 42,5

med (4) 2,2 3,23 40,4 41,6

max (6) 4,09 3,71 36,3

min (1) 261 1,9 40,2 42,9 2,90 46,9

med (4) 4,55 4,22 44,6

max (6) 41,0

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 55 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (2) 5 12,9 2,96 2,44 10,0 4,06 2,90 90 4,66 11,5 90

med (4) 5 924 22,0 10,9 4,64 12,6 4,15

max (6) 5 4,22 11,2 4,62 12,1 6,59 5,02 5,41

min (2) 6 641 11,1 90 10,9 11,6 12,4 90

med (4) 6 11,6 4,21 12,5 4,95

max (6) 6 12,0 5,16 12,9 6,05

min (2) 2,60 94 3,39 2,59 12,5 89

med (4) 11,4 90 4,48 3,43 14,2 86 15,1

max (6) 942 19,6 12,0 4,09 5,49 4,47 14,5 84 6,41 15,5

min (2) 520 10,0 96 2,66 12,0 91 2,64

med (4) 11,6 92 15,0 16,0

max (6) 15,9 12,2 90 4,20 14,0 4,90 4,54 16,4

min (2) 9 494 6,9 10,9 2,52 12,0 2,41 91 2,51 15,0

med (4) 9 11,0 15,4 4,24

max (6) 9 12,9 92 4,02 4,50 4,05 4,29

min (2) 10 456 6,0 12,0 91 2,25 12,4 94 2,65 92 2,42 15,5

med (4) 10 2,59 2,59 91 15,6

max (6) 10 12,2 14,0 4,21 15,9 4,15

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 40

med (4) 40 924

max (6) 40 25,0 6,11

min (2) 45 641 10,1 5,01 40,2

med (4) 45 4,44

max (6) 45 21,5 6,04 5,55

min (2) 50 4,94 42,6 4,22 43,6 44,0

med (4) 50 14,6 40,1 5,74 41,5 42,0

max (6) 50 942 9,62 7,17 40,0 40,6

min (2) 60 469 6,16 49,4 5,46 50,5 50,9

med (4) 60 10,6 9,42 45,2 46,6

max (6) 60 42,9 44,5 46,1

min (2) 622 9,6 59,6 60,4

med (4) 54,0 55,2 56,4 56,9

max (6) 1049 51,1 52,5 12,21 54,0 54,6

min (2) 10,45 69,0 69,6 69,9

med (4) 1029 11,56

max (6) 1292 59,2 60,5 15,04 61,9 14,52 62,4

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 60 259

med (4) 60 5,0 4,91 4,41

max (6) 60 6,9 26,2 5,22 29,5 4,40

min (2) 6,2 4,02 42,5

med (4) 441 5,65 5,13 39,2 4,92 40,4

max (6) 522 11,2 6,08 36,9

min (2) 9,1 42,5 45,1

med (4) 545 12,0 44,9

max (6) 646 16,5 41,0 42,2

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 58 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (2) 5 10,1 2,52 10,9 4,94 2,95 12,5

med (4) 5 995 11,1 94,1 5,00 12,0 94,5 12,9 95, 4,06 95,6

max (6) 5 15,2 5,25 4,00 11,9 92,1 6,21 92,5 5,14

min (2) 6 6,4 2,94 2,25 10,4 99,1 2,59 12,5 4,59

med (4) 6 916 11,6 95,1 4,55 94,2 94,5 14,6 95,

max (6) 6 5,64 92,2 4,51 14,5 92,6 15,4

min (2) 622 5,4 2,29 12,2 3,62 2,45 13,3 96,8 4,22 2,65 14,2

med (4) 2,96 11,9 4,09 4,86 3,36 14,4 94,1 15,4 94,5

max (6) 11,0 12,6 95,1 5,06 14,2 91,9 6,02 4,24 15,2 92,2 4,60 16,2 92,5

min (2) 562 4,5 2,45 2,09 2,21 12,6 99,2 2,50 15,0

med (4) 6,1 96,4 15,2 5,11 16,2 94,

max (6) 921 9,0 4,09 96,9 14,5 15,9 92,1

min (2) 9 524 4,0 2,61 2,11 99,1 2,25 14,4 96,4

med (4) 9 696 5,4 12,6 14,0 4,05 15,5 95,2 4,65 16,9

max (6) 9 14,9 16,2 4,06

min (2) 10 2,00 12,6 2,05 14,9 99, 16,1

med (4) 10 4,6 2,52 14,6 2,96 15,9 95,9 4,29

max (6) 10 14,1 15,1 4,51 5,22 92,1

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 40 6,9 4,96 42,0

med (4) 40 996 4,65

max (6) 40 5,64 5,06

min (2) 45 6,0 6,94 5,92 4,91 4,51

med (4) 45 916 6,2 40,6 41,1 41,6 41,9

max (6) 45

min (2) 50 622 5,1 54,0 5,85 52,7 5,45 52,4

med (4) 50 5,2 45,2 6,89 45,8 6,42 46,0

max (6) 50 11,22 41,2 42,2 8,34 43,2

min (2) 60 620 5,1 9,94 65,6 64,0

med (4) 60 4,2 11,49 10,29 9,11 54,1

max (6) 60 4,9 12,42 49,6 11,00 50,6 51,1

min (2) 11,14 9,65

med (4) 965 12,92 11,69 11,20

max (6) 1156 15,61 59,4

min (2) 1014 14,46 12,25

med (4) 15,51 14,25

max (6) 1404 11,0 66,5 16,64

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (2) 60 4,15

med (4) 60 4,4 5,19 29,4 4,66 4,14

max (6) 60 5,65 29,2 4,51

min (2) 5,00 40,6 4,15 43,2 44,2

med (4) 446 4,6 6,25 5,19 39,4 40,6

max (6) 29,0 6,24 5,66 35,8

min (2) 440 4,0 5,42 4,99

med (4) 551 6,24 44,6

max (6) 602 6,9

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 60 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (6) 5 2,99 9,6 95 10,4 96 5,14 11,1 96 5,90 11,9

med (4) 5 9,6 10,6 11,4 6,64 12,2 94 94

max (2) 5 11,1 91 6,90 12,0 92 12,9 92 9,19 6,26

min (6) 6 10,2 96 4,04 11,2 95 11,9 96 96

med (4) 6 4,46 11,0 94 5,20 4,06 12,2 6,11 4,42 94

max (2) 6 1264 5,25 4,59 91 5,05 91 5,50 92 5,94 14,6 92

min (6) 99 96 4,31 3,18 12,8 95 96

med (4) 951 6,9 4,12 11,4 96 12,9 5,54 4,16 13,8 93 4,51

max (2) 9,5 4,99 4,60 94 5,64 91 6,69 5,18 14,4 91 5,61 15,4 92

min (6) 2,91 10,9 100 12,2 2,99 95 4,56 14,5 95

med (4) 5,6 94 4,95 15,6

max (2) 1026 12,1 96 5,20 4,62 15,2 91 16,2 91

min (6) 9 620 4,2 2,66 101 12,6 99 2,91 14,0 96 4,16 95

med (4) 9 5,0 12,1 99 95 14,9 94 4,01

max (2) 9 6,6 4,16 4,16 12,9 4,45 14,2 94 5,44 4,64 91 4,96 91

min (6) 10 565 12,4 96 2,65 99 14,5 96

med (4) 10 4,2 94 14,0 96 4,21 15,4 95 16,9

max (2) 10 5,6 14,0 92 14,5 95 5,00 4,50 16,1 92 91

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 40

med (4) 40 4,92 4,42

max (2) 40 12,2 9,01 5,96

min (6) 45 6,56 5,60 40,0 4,65 41,0

med (4) 45 6,11 5,61

max (2) 45 1264 10,5

min (6) 50 5,52 44,6 5,14 45,0

med (4) 50 951 41,9 7,25 42,9

max (2) 50 40,0 8,78 41,3 41,9

min (6) 60 619 50,5 52,1 52,5

med (4) 60 49,0 9,51 50,1 9,02 50,5

max (2) 60 14,49 45,2 46,6 11,51 10,92

min (6) 6,4 11,56 61,6 10,55 62,1 9,54 62,6 9,14

med (4) 1065 15,00 12,40 59,2 59,6

max (2) 16,51 55,1 14,95

min (6) 1005 9,2 11,29

med (4) 11,2 14,69

max (2) 15,6 21,62 62,5 19,99 65,1

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 60 5,2 4,46 29,9 4,01

med (4) 60 6,2 5,52 4,96 4,40

max (2) 60 412 6,00 24,6 5,40 4,55

min (6) 402 5,64 5,16 4,68 40,9 4,49 42,0

med (4) 496 10,1 6,95 5,77 38,3 5,54

max (2) 540 6,29 35,3

min (6) 12,6 40,2 5,59 46,9

med (4) 42,6 6,90

max (2) 669 9,11

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 74 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 5 961 4,09 2,95 10,5 5,61 6,44 12,1

5 5,04 10,5 5,95 4,02 6,92 12,1

max (6) 5 1465 4,60 5,04 99, 5,90 99,6

min (1) 6 6,2 10,2 4,41 12,1 5,99 12,9

6 1092 10,9 12,1 4,14 12,9

max (6) 6 4,40 99, 14,4 9,10 5,60 15,4 99,

min (1) 4,05 2,92 12,0 4,73 3,15 12,9 99,8 5,52

996 6,2 4,26 11,4 4,96 5,80 3,90 13,7 99,8 4,22 14,6

max (6) 1229 9,0 5,25 4,24 4,46 14,2 7,17 4,88 15,1 98,1 5,29 16,1

min (1) 4,6 2,62 12,5 5,06 14,6

914 11,9 4,55 15,4

max (6) 1099 5,52 4,29 14,6 6,41 15,9 16,9

min (1) 9 2,51 2,65 14,2

9 4,4 12,4 4,09 15,0 16,1

max (6) 9 6,4 4,26 4,12 15,0 99,5 5,92 4,42 4,69

min (1) 10 2,49 2,99 2,54 4,20 2,92 16,0

10 99,5 15,6

max (6) 10 14,4 4,49 15,5 4,20 99,1 4,49

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 40 962 4,92

40 4,99

max (6) 40 1466 9,44 5,60

min (1) 45 5,9 41,2 4,46 41,9

45 6,1 40,4 6,20 41,1 5,69 41,4

max (6) 45 10,95

min (1) 50 5,0 45,0 45,4 5,80 45,9 5,40 46,1

50 995 5,2 44,5 7,39 45,1 45,4

max (6) 50 1229 12,42 40,2 9,22 42,4 42,9

min (1) 60 621 9,50 52,4 52,9

60 51,4 52,0

max (6) 60 15,20 46,9 12,04 11,42

min (1) 5,1 11,91

5,5 12,42 11,90 62,5

max (6) 1265 6,6 56,6 15,51

min (1) 1000 11,96

16,52 15,16 14,62

max (6) 1524 65,1 66,0 66,4

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 60 254 5,5 2,94

60 5,4 5,10 4,06

max (6) 60 24,5 4,52

min (1) 4,69 4,29 3,89 37,4

6,14 5,62 5,10 37,3

max (6) 514 6,59 5,98 34,5

min (1) 6,1 40,9 4,52 42,2

542 5,9 6,66 40,9 42,2

max (6) 6,95

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 80 capacities

Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (6) 994 5 10,2 5,56 6,56 10,0 94 11,5 94

med (4) 5 1419 12,6 5,12 9,9 92 5,62 10,6 92 6,10 11,4 92 12,2

max (2) 5 10,1 90 6,99 90 9,94 11,6 91 11,41 12,4 91

min (6) 994 6 5,12 94 10,9 5,10 11,6 5,51 12,4 94

med (4) 6 5,42 91 11,4 92 12,2 92 92

max (2) 6 1569 20,2 6,52 6,00 90 6,60 11,6 90 9,16 12,4 90 10,59 91

min (6) 994 1092 4,24 10,2 95 4,40 92 6,36 4,80 12,5 93 5,20

med (4) 9,1 5,14 95 91 6,91 5,43 13,1 92 92

max (2) 6,10 5,90 11,0 92 6,20 12,4 90 8,33 6,77 13,3 90 14,1 90

min (6) 994 6,0 4,12 10,6 4,94 12,1 94 5,69 4,50 92

med (4) 4,69 11,0 12,6 5,09 14,0 91 5,52 14,9 91

max (2) 5,66 5,66 11,5 94 5,92 90 14,1 90 15,0 90

min (6) 994 9 11,1 99 4,55 12,5 95 4,40 94 6,09 4,62 15,1 92

med (4) 9 12,0 4,90 4,66 94 5,61 14,5 92 6,54 5,20 91

max (2) 9 1165 5,22 5,22 12,4 5,95 90 6,49 90

min (6) 994 10 4,5 12,4 94 4,14 4,00 12,9 96 14,2 95 5,54 4,42

med (4) 10 5,4 92 95 5,15 14,9 5,96 16,2 92

max (2) 10 10,2 4,64 4,64 92 5,42 5,42 14,0 6,26 5,91 15,0 91 16,4 90

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 994 40 9,4 6,15 5,52

med (4) 40 1419 11,6 6,11

max (2) 40 21,5 9,95

min (6) 994 45 42,5

med (4) 45 10,0 40,5 10,15 41,0 41,6

max (2) 45 1569

min (6) 994 50 1092 12,15 10,59 9,04 47,3

med (4) 50 44,4 45,0 9,99 45,6 45,9

max (2) 50 15,6 11,67 43,7 44,1

min (6) 994 60 6,2 15,25 56,0 56,2 12,10 56,5 56,6

med (4) 60 54,2 54,5

max (2) 60 19,46 49,5 50,4 15,46

min (6) 994 10,0 19,05 15,09

med (4) 1490 19,15 64,1 64,4 64,6

max (2) 22,0 22,20 60,0 20,11 61,1

min (6) 994 1661 14,5 21,04

med (4)

max (2) 2125 29,09 69,0 26,90 69,5

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (6) 994 60 404 5,9 5,90

med (4) 60 445 6,49 26,6 4,92

max (2) 60 24,4 6,40

min (6) 994 9,6 6,17 38,6 5,92

med (4) 11,5 6,80 37,4 6,52

max (2) 641 7,46 35,1

min (6) 994 656 14,1 40,0

med (4) 16,9 41,6

max (2) 10,02 9,24 40,1

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-EV3 88 capacities

Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

min (1) 994 5 4,24 10,2 99,5 4,65 11,0 5,05 9,06 5,44 12,6

med (4) 1220 5 1604 14,5 5,09 10,5 5,59 12,1 99,1 6,55 12,9

max (6) 5 9,02 12,2 14,0

min (1) 994 6 9,2 4,05 6,19 99,5 12,6 5,16

med (4) 1220 6 12,6 6,26 11,0 99, 12,0 12,9 6,21 99,1

max (6) 6 1655 15,4 12,9 9,65 6,51 11,16

min (1) 994 11,1 5,66 12,4 6,61 4,50 13,4 99,5

med (4) 1220 10,6 4,69 11,5 6,61 4,95 7,85 5,41 13,7 98,2 9,16 14,6

max (6) 6,45 12,2 99,4 5,61 8,79 6,13 14,6 97, 10,26 6,65 15,5

min (1) 994 6,6 4,24 14,2 99,1 4,60 15,1 99,4

med (4) 1220 1204 4,51 11,9 6,04 99, 14,5 5,50 15,5

max (6) 10,6 5,15 12,6 5,40 14,1 15,4 96,6 9,26 6,24 16,4 96,9

min (1) 994 9 940 5,6 12,2 4,66 6,41

med (4) 1220 9 1114 5,51 4,56 99,6 4,90 15,0 5,20 16,2

max (6) 9 1229 9,0 4,94 6,15 14,5 5,54 96,5

min (1) 994 10 4,6 4,14 14,1 4,92 4,14 16,5 99,5

med (4) 1220 10 1000 6,2 4,12 4,92 4,66 15,6 99,1

max (6) 10 1116 4,64 5,52 4,96 14,9 99,5 6,52 5,29 96,6

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 994 40 6,40

med (4) 1220 40 1605

max (6) 40 11,2 12,42

min (1) 994 45 6,0 44,0 9,60 44,0 44,0 44,1

med (4) 1220 45 42,2 42,5 42,9

max (6) 45 1656 14,41 12,29 10,20 41,0

min (1) 994 50 5,1 9,49 48,6

med (4) 1220 50 46,6 12,96 46,9 11,05 47,2

max (6) 50 14,24 12,15 44,6 45,0

min (1) 994 60 1011 4,1 14,20 12,56 11,90

med (4) 1220 60 16,49 55,6 14,59 55,9 56,0

max (6) 60 6,1 50,9 51,6 52,4 15,16

min (1) 994 6,6 16,09 15,41

med (4) 1220 66,0 66,0

max (6) 9,4 60,4 61,0 20,52 61,6 19,66 61,9

min (1) 994 19,59

med (4) 1220 11,6

max (6) 29,50 25,04 24,16

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

min (1) 994 60 5,26

med (4) 1220 60 456 6,96 6,26 5,55

max (6) 60 24,5 6,42 5,41

min (1) 994 4,6 6,46 5,86 37,7 5,62

med (4) 1220 599 6,0 6,97 37,1 6,69

max (6) 614 7,15 34,5

min (1) 994 42,5

med (4) 1220 6,2 9,10 40,6 41,9

max (6) 10,06

Spd

the wired speed on the autotransformer.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-I EV3 20 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 16,9 1,62 10,4 1,92 1,52 11,2 1,65 12,0 94,4 2,55 95,1
II 5 1,40 0,94 1,66 95,1 1,12 2,21 1,20 15,9 96,4

III (C) 5 1,25 9,0 95,9 9,6 96,9 1,96 11,0
IV (C) 5 150 0,64 9,2 1,00 0,62
I (C) 6 11,2 1,44 12,0 2,06 94, 1,69 94,5

II 6 94,5 1,52 14,4 1,06 15,5 95,2 2,06 1,14 16,5
III (C) 6 9,0 1,01 1,12 10,5 96, 1,22 11,1 96,4
IV (C) 6 0,45 9,0 0,69 0,50 9,5 0,55 10,0 0,94 0,59 10,6
I (C) 12,5 1,29 1,88 1,48 13,6 93,5 2,19 1,60 14,5 94,

II 10,0 1,19 0,91 15,0 94,5 1,63 1,00 16,1 94,8 1,90
III (C) 249 1,06 1,00 10,0 1,22 1,05 1,45 1,15 12,0 96, 1,69 1,25 96,5
IV (C) 129 2,6 0,54 0,44 9,4 0,75 0,52 10,9 99,8 11,5
I (C) 291 10,4 1,29 11,4 1,45 94,2 14,4 2,00 1,51

II 1,11 1,26 15,4 95,5 0,94 94,4 1,02
III (C) 225 6,4 10,4 1,12 1,01 12,9 95,6 1,55 96,
IV (C) 2,2 0,50 0,45 11,2 0,69 0,49 0,54 12,4
I (C) 9 264 95,9 1,55 14,9 94,1 1,42 16,1

II 9 1,02 15,6 94,1
III (C) 9 204 5,4 0,90 0,90 1,04 0,99 12,1 1,21 1,04 96,6 1,40 1,11 14,5 95,6
IV (C) 9 106 0,46 0,41 10,2 0,54 0,44 11,4 0,62 0,46 0,51
I (C) 10 244 1,06 1,06 1,42 15,4 94,5 1,66 16,5

II 10 6,1 0,92 14,4 15,9 1,24 95,9 1,45 95,2
III (C) 10 190 12,4 0,96 0,96 12,5 1,11 1,00 1,05 95,2
IV (C) 10 99 1,6 0,42 0,41 10,4 0,50 0,45 14,2

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 2,10 1,50
II 40 12,5 2,15 1,42

III (C) 40 9,5 1,50 1,20
IV (C) 40 150 0,61 0,55
I (C) 45 2,50 1,91

II 45 10,9 2,49 1,62
III (C) 45 2,10 1,49
IV (C) 45 0,92
I (C) 50 11,6 40,1 41,2 2,47 42,4 42,9

II 50 2,46 2,10 42,9 1,96
III (C) 50 249 41,1 42,1 1,77 43,1 1,65
IV (C) 50 129 2,4 0,91 48,1
I (C) 60 4,09 49,4 49,9

II 60 50,0 2,61 50,4
III (C) 60 2,59 2,29 49,9
IV (C) 60 102 1,6 1,50 56,4 56,6 1,12
I (C) 14,2 5,09 56,1 4,64 4,20

II 11,0 59,1 59,4
III (C) 59,2 59,5
IV (C) 2,5 1,54
I (C) 20,5 65,0 5,61 65,9 5,16

II 15,9 66,4 4,24
III (C) 10,9 66,6 4,01
IV (C) 164 2,25 1,91

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 140 4,2 2,04 1,62 1,54
II 60 1,54 1,46

III (C) 60 119 1,56
IV (C) 60 0,6 0,69 41,4 0,66
I (C) 2,64 2,41 2,19 39,8 2,10 41,0

II 40,2 2,10 42,9 2,01 44,0
III (C) 164 6,1 40,0 2,10 42,5 1,91 44,9 45,9
IV (C) 1,21 1,10 49,1 1,00 50,9 0,96
I (C) 10,6 2,95 44,6

II 224 2,61 2,52 49,5
III (C) 204 9,0 46,2 50,9 2,29 51,9
IV (C) 109 2,6 1,49 56,0 59,2 59,9

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-I EV3 24 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 162 0,94 9,2 0,62
II (C) 5 20,5 1,44 1,04 9,4 1,15 10,0 1,25 11,4

III 5 26,1 1,66 1,20 9,9 1,96 10,6 1,44 2,61 1,56 12,0
IV (C) 5 456 1,40 1,54 11,1 2,65 12,6
I (C) 6 150 5,0 0,62 0,45 9,0 0,50 9,5 0,55 10,0 1,01 0,60 10,6
II (C) 6 10,2 10,9 1,19 11,5 1,29 12,2

III 6 22,5 1,50 1,25 11,4 2,11 12,1 2,44 12,9
IV (C) 6 420 24,5 11,1 2,09 1,45 2,45 1,59 12,6
I (C) 4,4 9,6 10,4 0,81 0,52 10,9 99,8 0,94 11,5
II (C) 290 1,20 0,94 1,42 1,02 1,69 1,12 12,4 99,8 1,22

III 19,4 1,09 11,2 12,2 1,94 1,29 12,9 99,8 1,40
IV (C) 21,0 1,60 1,26 11,5 1,90 12,6 2,25 1,50 13,4 99,8 14,2
I (C) 0,52 0,41 10,2 0,62 0,44 0,49 0,54 12,4
II (C) 264 12,9 1,11 0,91 11,1 0,96 12,5 1,54 1,06 1,15 14,0

III 1,05 11,5 1,46 1,10 1,22 14,5
IV (C) 11,9 2,04 1,41 14,2 2,41 1,54 15,0
I (C) 9 115 0,40 0,46 0,51
II (C) 9 10,6 1,01 11,5 1,19 12,9 0,99 14,1 1,64 14,9

III 9 1,16 1,02 11,9 1,14 14,6 1,24 15,4
IV (C) 9 14,4 1,19 12,2 1,25 15,0 1,44 15,9
I (C) 10 0,42 11,2 0,52 0,41 0,62 0,44 14,2
II (C) 10 9,0 0,91 11,9 0,90 1,26 0,95 14,6 1,02

III 10 11,4 1,24 1,44 1,09 15,1 16,2
IV (C) 10 12,2 1,21 1,15 12,6 1,44 1,20 14,1 1,66 15,5 1,96 99,6

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 161 5,4 1,02 41,6 41,2 0,60 40,6
II (C) 40 19,2 1,94 1,61 1,15

III 40 24,5 2,25
IV (C) 40 2,66 2,20
I (C) 45 150 1,19 1,01 45,9
II (C) 45 16,9 2,26 1,92 40,1 1,59 1,46 41,1

III 45 21,4 2,61 40,1 1,69 40,5
IV (C) 45 421 2,00 40,1
I (C) 50 4,2 51,9 51,4 1,00 50,9
II (C) 50 290 14,5 44,1 1,90 44,8 45,1

III 50 42,4 2,20 44,0 2,05 44,4
IV (C) 50 20,0 42,6 2,60 43,6 2,42 44,0
I (C) 60 110 61,5 1,49 61,0 60,6 1,24 60,4
II (C) 60 209 51,4 52,2 52,5

III 60 242 10,4 49,4 51,2 51,5
IV (C) 60 11,6 49,6 50,6 51,0
I (C) 142 4,4 2,06 1,69 1,61
II (C) 269 60,1 60,6 61,2 61,5

III 4,45 4,05 59,2 59,9
IV (C) 5,26 4,15 59,6
I (C) 2,44 2,24 2,05
II (C) 4,55 69,4 4,20

III 4,46 69,0
IV (C) 450 6,24 66,6 5,29 5,10

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 64 0,99 42,6 44,5 45,2
II (C) 60 112 2,4 1,62

III 60 126 2,00 1,59 1,51
IV (C) 60 2,10 29,0 1,59
I (C) 1,21 1,10 49,1 1,00 50,9 0,96
II (C) 155 2,6 40,9 1,80 43,5 44,5

III 2,9 2,41 2,20 2,00 41,8 1,92 42,9
IV (C) 2,10 39,0 2,01
I (C) 109 1,41 55,4 1,20 1,16
II (C) 192 2,54 2,09

III 2,61 2,41 46,2
IV (C) 224 2,96 42,9 2,44 44,1

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 611 15,4 2,60 10,2 2,44 11,0 2,65 94, 4,09 12,6 94,6
II 450 5 525 94, 2,01 11,6 94,5 12,5 95, 95,6

III (C) 400 5 9,6 2,01 1,66 10,6 12,2 96,4
IV (C) 5 2,5 10,2 1,09 10,9 1,46 0,92 12,4
I (C) 6 564 2,09 11,0 2,51 12,6 94,1

II 450 6 2,01 11,5 2,41 1,90 12,4 94,1 94,5 14,1 95,1
III (C) 400 6 1,56 94,6 12,1 94,9 2,55 12,9 2,95 95,9
IV (C) 6 2,2 10,9 1,01 11,6 12,4
I (C) 515 2,20 2,06 11,2 95,2 12,6 3,00 2,37 13,4 93,1

II 450 1,69 96,2 2,58 1,95 14,0 94,1 2,11 14,9 94,5
III (C) 400 400 1,54 11,5 1,96 1,62 12,9 94,6 2,33 1,77 13,7 94,9 1,92 14,6 95,4
IV (C) 1,9 11,0 0,92 12,4 1,09 0,77 13,2 99,8 14,0
I (C) 2,04 2,22 14,2 2,42 15,1

II 450 6,9 11,9 99, 1,99 94,1
III (C) 400 5,9 1,51 1,55 95,5 2,10 1,66 14,5 94,5 15,4 94,9
IV (C) 1,6 0,65 11,4 0,99
I (C) 9 425 12,2 2,14 95,2 2,14 15,9 92,6

II 450 9 5,9 1,61 1,61 96,2 15,2 94,6 2,49 16,5
III (C) 400 9 5,1 1,45 1,45 12,1 1,66 1,51 1,60 15,0 95,4 2,25 16,2 94,5
IV (C) 9 154 0,62 0,65 15,6
I (C) 10 2,29 2,09 15,0 95, 2,64 2,19 16,4

II 450 10 5,1 1,45 1,45 1,64 14,1 15,5 96,1 16,9 94,4
III (C) 400 10 4,4 99,2 1,54 1,49 99,4 1,56 1,65 16,6 95,2
IV (C) 10 146 1,2 0,60 0,60 12,2

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 611 14,2 2,62
II 450 40 525 2,01

III (C) 400 40 2,54 2,02
IV (C) 40 2,2 1,45 1,20 0,96
I (C) 45 564 4,59 2,99

II 450 45 9,0 2,55
III (C) 400 45 2,51
IV (C) 45 2,0 1,69 1,44 1,19 41,4 1,09
I (C) 50 515 10,4 5,20 41,0 3,87 42,2

II 450 50 4,44 3,30 42,0 42,5
III (C) 400 50 400 6,5 4,02 40,2 2,99 42,4 42,9
IV (C) 50 1,92 44,4 44,9 1,42 45,5
I (C) 60 46,6 5,06 49,1 49,6

II 450 60 5,5 46,2 4,09 49,2
III (C) 400 60 46,9 4,41
IV (C) 60 160 2,11 52,9
I (C) 564 12,2 55,6 56,6 6,56 6,29

II 450 6,19 5,61
III (C) 400 56,4 5,64 5,10
IV (C) 211 2,1 2,45 64,0 64,2
I (C) 692 64,4 66,2 66,6

II 450 591 64,0 64,9 6,64 66,2
III (C) 400 11,1 66,1 6,26 66,9 6,04
IV (C) 261

Yardy-I EV3 30 capacities
Cooling capacity

Heating capacity

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 10,1 2,52
II 450 60 6,5 2,19

III (C) 400 60 2,52 2,01 1,91
IV (C) 60 94 1,9 1,09 1,04 40,6
I (C) 16,4 3,30 38,9 40,2

II 450 10,6 2,87 39,1 40,4
III (C) 400 226 2,90 2,63 39,7 2,52 40,9
IV (C) 126 1,62 44,1 1,47 46,4 1,41
I (C) 24,1 40,4 44,6

II 450 15,5 4,15
III (C) 400 41,4 44,4 45,5
IV (C) 156 4,9 50,5

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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Yardy-I EV3 34 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 269 1,14 9,1 0,96 1,04
II (C) 400 5 560 12,1 10,0 1,90 11,5

III 450 5 14,2 2,61 1,91 2,10 11,0 4,11 2,46 12,6
IV (C) 5 2,15 10,6 11,4 4,02 12,2 4,62
I (C) 6 251 1,04 9,4 1,25 9,9 1,46 0,92 10,5 1,69 1,00 11,1
II (C) 400 6 519 10,5 2,20 1,66 10,6 11,5 1,96 2,12

III 450 6 12,4 2,41 2,16 12,6
IV (C) 6 11,1 12,2 2,44 2,64
I (C) 1,14 1,35 0,87 11,4 99,8 0,95 12,0
II (C) 400 9,0 1,60 11,0 1,69 2,77 1,85 13,1 99,8 2,01

III 450 520 10,6 2,22 11,2 2,55 12,6 3,03 2,04 13,4 99,8 2,22 14,2
IV (C) 2,49 2,00 11,5 2,10 12,9 99,6 3,40 2,30 13,8 99,8 2,50
I (C) 212 2,6 10,4 1,05 11,4 1,24 12,2 1,46 0,90 12,9
II (C) 400 11,5 2,16 1,64 2,51 2,96 1,90

III 450 2,01 1,69 1,92 14,2 2,09 15,1
IV (C) 2,26 1,91 12,0 2,65 2,16 14,6 99,5 15,5
I (C) 9 192 2,1 11,0 0,95 12,0 1,12
II (C) 400 9 6,4 1,65 1,46 12,0 1,96 1,55 1,66 14,5 2,69 15,6

III 450 9 12,1 2,14 2,51 15,9
IV (C) 9 9,2 2,04 12,4 15,2 2,22 99,4
I (C) 10 0,65 11,4 0,69 12,5 1,21
II (C) 400 10 5,5 12,6 1,49 2,11 1,61 14,9 16,2

III 450 10 6,5 1,62 1,94 1,66 15,2 2,69 16,4
IV (C) 10 442 1,99 15,6 2,12

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 269 1,01 0,90
II (C) 400 40 560 11,5 2,62 2,09

III 450 40 2,12
IV (C) 40 690 4,19
I (C) 45 251 42,1 1,52 1,26 42,6 1,15
II (C) 400 45 519 10,1 2,60

III 450 45 4,16 2,69 40,0
IV (C) 45 14,6 4,15 40,1
I (C) 50 2,9 46,5 1,50 46,9 1,40
II (C) 400 50 41,4 3,10 43,3

III 450 50 520 10,1 41,5 4,11 42,4 3,50 43,3
IV (C) 50 12,4 42,6 4,10 43,5
I (C) 60 164 1,6 2,45 54,0 2,19 54,9
II (C) 400 60 4,6 5,02 4,49 50,2

III 450 60 5,11 49,1 4,52 50,1 50,5
IV (C) 60 6,04 49,6 50,6 5,06 51,0
I (C) 214 2,5 65,0 65,0 2,51 65,2 2,41 65,2
II (C) 400 440 4,95 59,1

III 450 496 6,46 5,59
IV (C) 59,4
I (C)
II (C) 400 65,9 66,6

III 450 66,2
IV (C) 9,90 9,14

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 1,25 1,11 1,05 40,9
II (C) 400 60 164 5,1 2,50 2,25 1,99

III 450 60 2,15 2,04
IV (C) 60
I (C) 120 1,9 1,69 1,54 1,40 45,1 46,1
II (C) 400 215 5,4 2,50 38,8 2,40 40,0

III 450 6,1 2,70 38,0 2,59
IV (C) 266 3,10 37,8
I (C) 149 1,9 45,5 50,2 51,2
II (C) 400 265 5,5 42,5 2,90

III 450 41,6 42,9
IV (C) 9,1 4,05 41,4

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-I EV3 45 capacities
Cooling capacity

Heating capacity

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 645 60 240 2,1 29,6 2,65
II 60 212 2,46

III (C) 450 60 1,4 2,96 2,66 2,24
IV (C) 60 110 0,5 1,61 1,45 1,22 40,5
I (C) 645 4,56 3,79 37,6

II 292 4,09 3,40 39,2 40,5
III (C) 450 2,6 3,29 41,9
IV (C) 0,9 2,15 42,5 1,96 1,78 47,0
I (C) 645 404 5,5 5,51 5,11 41,9 4,55

II 4,6 4,94 40,9 4,22 45,1
III (C) 450 41,9 4,44 44,6 4,09
IV (C) 196 1,4 50,5 52,5 54,5 2,20

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 645 5 24,9 10,0 4,21 94,2 11,4 5,62 12,2 95,5
II 5 19,5 10,0 95, 95,5 4,21 11,4 96,1 12,2 96,9

III (C) 450 5 619 96,1 10,6 96,6 4,14 2,55 12,0
IV (C) 5 5,6 0,99 1,55 1,09 1,19 9,0 2,06 1,29 9,5
I (C) 645 6 2,64 2,91 11,5 12,2 5,24 94,9

II 6 669 2,16 11,5 95,1 2,61 12,2 95,6 4,51 96,2
III (C) 450 6 14,2 10,6 2,05 11,4 96,2 2,24 12,1 2,42 12,9
IV (C) 6 4,9 1,19 0,94 9,9 1,22 10,4
I (C) 645 2,55 11,1 95, 4,15 3,00 13,0 93,8 94,4

II 14,5 2,56 2,09 11,2 2,24 3,57 2,46 13,1 95,2
III (C) 450 525 12,1 2,19 11,1 12,2 95,9 3,06 2,11 12,9 96,3 2,29
IV (C) 264 4,2 0,92 9,0 10,2 1,54 1,07 10,8 99,8 1,16 11,4
I (C) 645 15,4 2,51 2,56 4,42

II 12,1 2,42 2,09 11,1 2,10 94,5 2,52 95,1
III (C) 450 10,1 11,1 95,6 2,16 14,6 96,2
IV (C) 241 1,02 9,6 1,20 0,94 1,40 1,01 1,66 1,10
I (C) 645 9 12,4 2,59 2,50 2,90 2,52 95,5 15,6

II 9 491 2,21 2,04 11,5 2,49 2,06 2,16 94,4 94,6
III (C) 450 9 421 11,4 2,46 95,4 2,02 15,5
IV (C) 9 0,94 9,9 1,10 0,90 1,26 0,95 12,6 1,51 1,04
I (C) 645 10 10,6 12,1 2,50 2,54 15,2 94, 16,4 92,9

II 10 2,00 1,95 12,0 2,05 2,14 14,9 2,22 16,4
III (C) 450 10 400 11,9 2,02 1,92 16,2 95,4
IV (C) 10 201 2,6 1,01 0,92 14,1

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 645 40 5,40
II 40 2,95 2,65

III (C) 450 40 619 14,9
IV (C) 40 5,2 1,22 1,09
I (C) 645 45 20,0 4,44 40,6 40,9

II 45 669 5,19 4,42 40,0 41,1
III (C) 450 45 4,44 40,2 40,9 41,2
IV (C) 45 4,5 2,15 42,6 1,52
I (C) 645 50 6,19 5,28 44,6 4,92 44,9

II 50 5,12 44,0 4,37 44,7 45,0
III (C) 450 50 525 11,1 5,04 44,2 3,74 44,9 45,2
IV (C) 50 264 2,44 2,12 1,81 47,4 1,69
I (C) 645 60 50,5 6,90 52,1 6,55 52,5

II 60 50,6 51,4 5,69 52,2 5,40 52,5
III (C) 450 60 6,15 51,0 5,51 52,5 4,62
IV (C) 60 201 2,4 2,96 2,65 55,1 55,5 2,22 55,6
I (C) 645 19,5 60,2 61,5

II 14,1 60,9 61,5
III (C) 450 540 6,94 61,9 6,02 62,1
IV (C) 66,4
I (C) 645 10,92 10,54

II 10,59 69,9
III (C) 450 660 9,06
IV (C) 5,6 4,44 4,10
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perfomance

Yardy-I EV3 48 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 2,02
II (C) 450 5 20,2 2,99 2,12 9,5 4,11 2,54 10,1

III 5 25,1 2,42 4,04 2,66 9,9 4,69 2,90 10,6
IV (C) 645 5 10,4 11,1
I (C) 6 5,0 1,60
II (C) 450 6 652 1,99 2,20 2,41 11,0 4,40 2,61 11,6

III 6 21,6 10,1 2,51 11,5 5,02 12,2
IV (C) 645 6 2,69 10,5 11,2 11,9
I (C) 4,4 1,24 9,0 1,01 1,74 1,11 10,2 99,8 1,21
II (C) 450 599 15,0 1,94 10,1 2,94 11,2 3,49 2,27 11,9 99,8 12,5

III 11,6 3,98 2,59 12,3 99,8 4,65
IV (C) 645 20,1 11,0 12,0 4,65 3,06 12,8 99,8 5,42
I (C) 1,14 9,5 1,59 1,05 11,1 1,15 11,6
II (C) 450 12,6 10,6 2,69

III 15,5 2,14 10,9 2,26 12,2 4,25 2,65 14,0
IV (C) 645 11,2 2,61 12,9 4,21 4,96 14,4
I (C) 9 1,02 10,1 0,92 11,0 1,44 0,99 12,1 12,6
II (C) 450 9 10,4 11,0 2,46 1,91 2,04 2,19 14,4

III 9 554 2,06 14,1 2,49 14,9
IV (C) 645 9 642 2,44 11,6 2,69 14,5 2,94
I (C) 10 0,91 10,6 1,11 0,94 1,56 1,02
II (C) 450 10 9,1 11,6 2,24 2,64 1,95 14,0 2,06 15,2

III 10 516 11,2 2,11 1,96 11,9 2,55 2,10 2,22 14,4
IV (C) 645 10 601 12,1 12,2 2,96 2,45 4,04 16,1

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 5,4 1,94 1,61 1,14
II (C) 450 40 19,0 4,02 2,64

III 40 4,69
IV (C) 645 40 25,4 5,66 4,69
I (C) 45 2,26 44,2 1,92 44,1 1,59 44,1 1,46 44,1
II (C) 450 45 652 16,6 41,1 41,5 41,9 42,1

III 45 20,5 5,45 4,64 42,0
IV (C) 645 45 22,2 40,6 5,60 41,1 4,64 41,6 4,26
I (C) 50 299 4,2 49,0 1,90 48,8
II (C) 450 50 599 45,4 4,61 3,93 46,2 46,4

III 50 6,20 45,1 45,5 4,59 46,0 46,2
IV (C) 645 50 19,0 6,50 45,2 5,54 45,8 5,16 46,0
I (C) 60 2,2 2,45
II (C) 450 60 429 6,46 5,11 54,1

III 60 10,1 54,1
IV (C) 645 60 606 11,6 9,14 52,5
I (C) 269
II (C) 450 554 12,4 6,54 6,26

III 646 15,9 9,29 62,6 62,9
IV (C) 645 10,24 62,6 9,25
I (C) 5,0 4,60
II (C) 450 9,41

III 11,00 10,15
IV (C) 645 945 25,9

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 105 0,5 1,50 40,1 1,26 41,1
II (C) 450 60

III 60 201 2,56
IV (C) 645 60 2,1
I (C) 145 0,6 2,04 40,9 1,69 45,6 1,62 46,6
II (C) 450 269 1,4 3,13 40,9 42,0

III 3,23 38,3
IV (C) 645 2,2 3,60 36,7
I (C) 0,6 46,1 2,21 1,96
II (C) 450 1,4 4,41 4,09 45,1

III 1,9 4,55 4,22 42,0
IV (C) 645 40,2 4,19 41,5

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-I EV3 60 capacities

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 412 6,00 24,6 5,40 4,55
II 60 6,2 5,46 25,2 4,91 4,14

III (C) 60 5,04 29,4 4,02
IV (C) 256 60 1,6 2,05 42,2
I (C) 540 6,29 35,3

II 491 10,1 29,1 5,72 35,9 5,49
III (C) 5,27 40,3 5,06 41,4
IV (C) 256 214 45,2 2,49 49,2 50,0
I (C) 669 9,11

II 41,0
III (C) 560 12,6 42,2 6,52 45,1 6,29 46,2
IV (C) 256 269 4,2 56,6

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 5,56 11,6 91,2 5,15 12,5 91,6 5,59 92,1 6,02 14,4
II 5 11,2 5,04 4,29 11,1 92,1 5,95 12,0 92,5 6,92 5,10 5,49

III (C) 5 11,1 11,9 95,2 4,24
IV (C) 256 5 1,52 1,19 9,1 2,09 1,42 10,4 11,0
I (C) 6 1204 5,00 4,41 91, 5,29 14,1 91,6 15,1 92,1

II 6 1091 9,6 4,64 11,5 5,42 92,2 92,5 5,21 14,5
III (C) 6 6,4 4,02 95,2
IV (C) 256 6 1,5 1,42 1,15 9,6 1,65 1,24 10,5 1,94 11,2 2,24 1,46 11,9
I (C) 9,5 4,42 4,56 91, 6,37 4,98 14,9 91,2 15,9 91,6

II 990 4,29 4,02 95, 4,16 91,9 5,77 4,54 14,4 92,1 4,92 92,5
III (C) 5,4 10,9 12,6 94, 4,62 3,51 13,5 94,3 14,4
IV (C) 256 1,10 10,1 1,51 1,79 1,28 12,0 99,8 2,09
I (C) 12,5 4,95 4,44 14,2 5,69 90,9 5,06 91,1

II 6,6 12,2 96,9 4,04 5,16 4,25 15,2 4,62 16,2 92,
III (C) 4,4 2,99 11,5 96,6 4,14 94, 94,2
IV (C) 256 1,1 1,20 10,5 1,12 1,21
I (C) 9 6,6 14,6 4,46 16,2 91,4 6,04

II 9 5,6 4,10 14,2 94,2 4,14 15,5 16,9
III (C) 9 12,0 14,6 95,4 4,44 16,0
IV (C) 256 9 260 1,0 1,10 1,04 1,10 12,1 1,52 1,25 14,4
I (C) 10 5,6 14,5 4,14 4,14 14,9 16,5 5,51 91,2

II 10 4,9 14,2 92,9 14,6 95,5 4,00 15,9 94,1 5,00 92,
III (C) 10 2,54 2,54 95, 2,92 15,1 96,1 4,09 16,4 95,
IV (C) 256 10 11,5 1,06 12,6 1,12 1,60 15,2

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 12,2 5,69 5,11
II 40 10,4 6,50 4,65

III (C) 40 6,9 4,12
IV (C) 256 40 1,6 2,29 1,90 1,51
I (C) 45 1204 10,5 9,95

II 45 1091 9,06 6,42 5,90
III (C) 45 5,9 6,16 5,11 4,69 40,0
IV (C) 256 45 1,4 2,66 41,2 41,6 42,0 42,2
I (C) 50 11,26 8,38 40,4 41,0

II 50 990 10,25 7,63 41,2

III (C) 50 5,0 41,4 6,07 43,3 5,65

IV (C) 256 50 1,2 45,4 2,24 46,2 2,09 46,4
I (C) 60 944 12,41 45,1 10,99

II 60 12,62 45,0 46,4 10,02 9,50

III (C) 60 10,04 9,00 49,6 50,6 51,1
IV (C) 256 60 250 2,91 54,1 54,4
I (C) 1226 51,9 55,2

II 54,9 56,1 12,46 56,6
III (C) 900 12,69 59,5 10,04 60,6
IV (C) 256 1,4 4,69 65,0 65,1 65,4
I (C) 20,64 60,1 19,09 61,4 62,6 16,94

II 62,2 64,4 15,42

III (C) 1105 9,1 15,15 14,00 69,5 12,41

IV (C) 256 2,0 5,69 5,24 4,64

Cooling capacity

Heating capacity
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perfomance

Yardy-I EV3 74 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 256 5 420 2,6 1,26 2,11 2,45 1,51 9,9
II (C) 5 10,2 5,40 10,9 12,5

III 5 11,0 99, 6,91 5,16 9,22
IV (C) 5 1516 15,9 6,45 12,2 99, 10,16 14,0 99,6
I (C) 256 6 1,66 1,21 1,95 9,6 10,2 2,64 1,56
II (C) 6 992 4,25 10,6 4,92 12,5

III 6 11,6 4,14 11,5 6,29 12,6 99, 99,4
IV (C) 6 5,92 4,61 99, 6,94 12,9 9,42 99,
I (C) 256 2,0 1,52 1,15 9,5 1,24 10,5 2,11 1,36 11,1 99,8 2,46
II (C) 905 6,4 11,1 4,51 5,27 3,55 13,3 99,8 6,15 14,2

III 1154 4,92 11,9 99,6 6,72 4,60 14,2 99, 15,2
IV (C) 11,6 4,44 12,2 6,24 7,42 5,11 14,6 98,1 5,54 15,5
I (C) 256 1,10 10,1 1,64 11,1 11,9 1,40 12,6
II (C) 5,5 2,95 11,6 4,14 14,0 5,62 15,0

III 4,44 12,4 4,09 6,02 15,0 16,0
IV (C) 9,5 4,90 4,26 12,6 4,49 14,1 15,4 5,20 16,4
I (C) 256 9 1,5 1,24 1,05 1,49 12,6 2,09
II (C) 9 4,6 12,1 14,6 5,14

III 9 955 14,2 5,56 4,16 15,4 99,5 4,42
IV (C) 9 4,41 4,11 5,21 14,5 99,5 4,91
I (C) 256 10 1,10 1,00 11,2 1,90 1,25
II (C) 10 14,0 15,2 4,64 16,4

III 10 4,21 4,99 16,0 99,
IV (C) 10 945 14,0 4,65 4,11 15,0 5,50 4,40 99,1 6,45

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 256 40 420 2,5 2,45 1,61 1,45
II (C) 40 6,55

III 40 5,40
IV (C) 40 15,1 9,00 5,94
I (C) 256 45 2,2 2,01
II (C) 45 992 41,0

III 45 11,0 9,50 6,16
IV (C) 45 10,45
I (C) 256 50 1,9 2,40 48,1
II (C) 50 905 6,0 6,40 44,6 5,96 44,9

III 50 41,1 8,00 42,2
IV (C) 50 11,0 40,1 8,80 41,4 41,9
I (C) 256 60 260 1,0 55,9 56,0 56,2
II (C) 60 10,46 50,2 51,0 52,2

III 60 5,4
IV (C) 60 940 6,4 44,9
I (C) 256 4,04
II (C) 900 6,0 11,91 61,4 61,6

III 1104 16,20 55,0 56,0
IV (C) 10,0 54,4 14,06 56,2
I (C) 256 2,5 5,91 5,45 4,99
II (C) 15,51 12,66

III 12,0 19,26 64,4 65,4
IV (C) 1449 21,16 61,4 19,55 62,5 64,1

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 256 60 149 1,4 2,11 42,0
II (C) 60 5,01 4,50

III 60 6,2 5,42 25,1 4,11
IV (C) 60 24,5 4,52
I (C) 256 204 1,5 2,61 45,6 2,37 47,8
II (C) 4,5 5,52 5,01 39,3 40,5

III 466 6,6 6,54 5,43 35,1 5,21
IV (C) 514 6,59 5,98 34,5
I (C) 256 256 1,5 49,2 54,2
II (C) 6,54 40,2 44,4

III
IV (C) 6,95

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-I EV3 80 capacities

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 492 10,1 6,45
II 60 9,0 6,66 5,99 5,05

III (C) 965 60 5,21
IV (C) 60 2,65 2,11 41,1 2,01 42,1
I (C) 646 16,5 9,05 7,52 35,0

II 600 6,98 35,5
III (C) 965 521 11,0 6,69 6,07 38,9 40,1
IV (C) 2,9 46,9 2,89 48,9
I (C) 24,2 10,90 10,10 9,00 40,0

II 21,6 10,11 40,6
III (C) 965 645 16,2 44,6
IV (C) 54,1 56,0

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature

Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 6,44 10,1 10,9 10,04 11,52 12,5 91,4
II 5 1520 25,6 6,46 10,4 90,6 6,21 11,2 91, 12,0 91,5 12,9 92,1

III (C) 965 5 11,6 92,9 6,11 10,5 11,2 12,0
IV (C) 5 2,12 2,46
I (C) 6 6,06 10,9 9,24 12,5 10,69

II 6 1400 22,1 11,2 90,4 6,95 12,0 91, 91,5
III (C) 965 6 1119 10,0 4,11 10,2 94, 5,56 4,41 92,9 6,52 12,1 12,9
IV (C) 6 1,5 1,95 1,59 9,1 2,29 9,6 2,65 10,2
I (C) 1442 20,9 6,16 5,96 11,1 6,26 12,5 8,41 6,84 13,3 89,9 14,2

II 11,1 6,25 5,50 90,4 7,42 6,01 13,6 90,6 6,51 14,5 91,
III (C) 965 1016 4,40 10,6 4,99 4,14 12,1 92,6 5,92 4,52 12,9 92,9 6,91 4,90
IV (C) 1,56 1,45 1,51 9,9 2,11 1,65 10,5 99,8 2,46 11,1
I (C) 1290 11,6 6,42 5,99 90,4 6,41 14,2 6,96 15,1

II 15,2 95,9 92,1 14,5 6,11 15,4 90,6
III (C) 965 6,9 4,02 11,0 4,60 4,02 12,5 94,1 5,29 4,24 92,5 6,24 4,60
IV (C) 1,1 1,40 9,0 10,2 1,92 1,56 11,4 12,0
I (C) 9 14,5 12,5 96,5 6,01 5,92 92,5 6,15 90,2 6,56 15,9

II 9 12,9 4,62 4,62 96,9 15,0 90,9 16,2 90,2
III (C) 965 9 6,1 11,6 99, 4,24 12,9 95,1 4,94 4,14 14,1 94, 15,5 92,5
IV (C) 9 1,0 10,0 1,41 10,9 1,50 12,0 1,61 12,9
I (C) 10 12,6 4,69 4,69 91,6 14,1 15,1 16,4 90,

II 10 954 11,1 4,11 4,11 92, 94,5 5,55 15,4 6,42 5,52
III (C) 965 10 5,1 4,49 14,6 5,16 4,16 16,1
IV (C) 10 1,44 12,6 1,92 1,55

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 26,4 10,02

II 40 1520 10,54

III (C) 965 40 5,12

IV (C) 40 1,6 41,5 2,61 41,1

I (C) 45 9,91 9,10 40,2
II 45 1400 12,20 10,42

III (C) 965 45 1119 9,2 41,0 41,5 42,0 6,50 42,2
IV (C) 45 1,4 46,5 46,1

I (C) 50 1442 19,2 41,5 42,5 11,76 43,5 10,96

II 50 40,6 12,02 10,27 42,8

III (C) 965 50 1016 45,0 45,5 8,39 46,1

IV (C) 50 1,2 4,14 51,4 51,0 3,07 50,7 50,6
I (C) 60 19,60 49,1 50,1 51,1 51,5

II 60 14,6 49,1 50,2 50,6
III (C) 965 60 964 14,14 54,4 11,22 54,9 10,64 55,1
IV (C) 60 1,2 5,22 62,2 61,1
I (C) 24,49 59,6 20,26 60,4 19,42

II 1516 19,49 59,2 16,92 59,6
III (C) 965 1255 65,0 16,14 65,2 14,61 65,4 14,01 65,5
IV (C) 1,9 5,50 5,26

I (C) 2141 69,1 24,92 24,06

II 25,52 20,95

III (C) 965 1542
IV (C) 2,9 6,59
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perfomance

Yardy-I EV3 88 capacities
Cooling capacity

Heating capacity

Model Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Spd
m³/h

Twi
°C

G
l/h kPa

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

I (C) 5 451 2,6 1,91 1,51 2,26 1,66 1,95 9,5
II (C) 965 5 11,5 5,54 4,40 6,55 10,0 5,24 5,65 11,4

III 5 1602 6,26 11,1 11,9 99,1
IV (C) 5 19,5 6,29 10,1 9,14 6,90 10,62 11,6 12,4
I (C) 6 420 1,45 2,09 2,45 10,4
II (C) 965 6 9,9 5,09 4,20 9,9 4,55 10,9 4,96 11,6 12,4

III 6 6,26 10,9 5,90 11,9 9,95 6,95
IV (C) 6 10,6 6,50 11,6 12,4
I (C) 2,0 9,2 1,90 1,49 10,1 2,26 1,63 10,7 99,8 2,64
II (C) 965 1095 4,09 5,46 11,5 6,38 4,67 12,5 99,7 5,06

III 12,9 6,60 5,54 7,84 6,06 13,5 97,6 9,15 14,4
IV (C) 1526 14,2 11,0 99,5 6,11 12,4 8,90 6,68 13,2 97,1 14,1
I (C) 1,42 1,54 11,6 2,44 12,2
II (C) 965 10,9 4,96 4,12 12,2 4,46 14,2 99,6

III 1202 10,6 5,19 6,04 14,4
IV (C) 11,6 5,91 5,60 11,5 12,9 6,26 14,1 15,0
I (C) 9 1,5 1,26 10,4 1,61 1,91 12,2 1,59
II (C) 965 9 6,0 11,4 4,50 4,22 6,19 4,54 14,9

III 9 1114 9,2 12,6 5,51 5,12 99,1 5,49 16,1
IV (C) 9 1262 10,1 12,0 6,26 5,65 6,42 96,6
I (C) 10 299 1,2 1,19 1,19 11,1 1,45 12,0 1,41 12,9 2,06 1,52
II (C) 965 10 4,9 12,6 4,00 4,02 14,5 15,6

III 10 1000 4,92 14,1 15,4 16,6
IV (C) 10 4,69 4,69 5,59 5,40 99,5 6,60 15,1 6,14 16,4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 40 451 2,5 42,9 1,94 41,4
II (C) 965 40 11,0 5,90

III 40 16,9 11,06 6,56
IV (C) 40 12,52
I (C) 45 420 2,2
II (C) 965 45 9,5 42,5 42,9

III 45 14,6 10,94 40,2 40,5
IV (C) 45 16,0 40,5 41,2 9,44 41,4
I (C) 50 1,9 3,22 52,2 52,0
II (C) 965 50 1095 10,26 46,9 8,75 47,2

III 50 14,56 10,81 44,0 44,4
IV (C) 50 1526 16,49 44,5 12,25 45,2 11,42 45,5
I (C) 60 1,6 4,05 62,5
II (C) 965 60 6,0 14,56 55,5 56,0

III 60 1152 49,9 51,6 52,0
IV (C) 60 1291 10,0 52,5 16,11
I (C) 2,6
II (C) 965 1212 9,6 65,9 66,0 66,0

III 1469 14,4 22,16 59,2 20,21 59,9 60,6 60,9
IV (C) 1642 15,4 25,06 61,6 62,0 62,5
I (C) 91,2 6,60
II (C) 965 1466 19,64

III 20,1 69,0 69,6
IV (C) 21,4 25,22

Heating capacity additional coil KB4-4

Model Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Spd
m³/h

Twi
°C

G
l/h kPa

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

I (C) 60 1,4 2,41 2,14 41,4
II (C) 965 60 5,5 5,21 4,62

III 60 6,59 24,6 5,92 5,26 4,99
IV (C) 60 464 24,6 5,66
I (C) 1,5 42,6 2,70 47,0 2,59
II (C) 965 5,80 38,0 5,56

III 6,60 34,7
IV (C) 610 9,5 7,10 34,6
I (C) 1,5 52,5
II (C) 965 616 6,0 42,9

III 9,1 9,29
IV (C) 9,99

Spd

control signal Vdc led the drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 40 capacities

Cooling capacity

Yardy-DUCT 40 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 1,69 1,99 1,52 1,65 9,0 2,65 9,6

6 I 6,2 99, 9,4 99,4 2,15 9,9 10,5

I 1,44 9,0 1,66 99,1 1,97 1,48 10,9 99,4 1,61 11,5

I 4,5 1,24 9,4 99, 2,11 1,52 12,4 99,4

9 I 1,21 1,21 1,41 1,26 11,2 1,60 1,91

10 I 260 1,09 1,09 11,1 1,29 1,21 1,51 1,29 12,9

5 II 6,1 250 1,56 1,52 2,45 1,64 9,4

6 II 5,4 250 1,41 1,19 99,6 1,69 9,2 1,44 2,29 1,56

II 4,6 250 1,24 10,1 1,82 1,36 10,7 99,8 2,12

II 250 1,22 1,14 1,41 1,19 1,65 11,6 99,6 1,95 1,40 12,2

9 II 254 250 1,11 1,09 9,9 1,16 11,0 1,20 12,6 99,6

10 II 241 2,9 250 1,00 1,00 11,0 1,19 1,11 1,40 1,19 1,61 1,24 14,1 99,2

5 III 4,6 0,99 1,55 9,1 2,06

6 III 4,1 1,19 1,02 9,5 1,12 10,0 1,21 10,6

III 264 0,92 9,1 10,4 1,54 1,06 10,9 99,8 1,15 11,5

III 241 1,02 1,20 10,9 1,40 1,00 1,66 1,09 12,5

9 III 2,5 0,94 10,1 1,10 11,5 1,26 0,94 1,51

10 III 201 2,1 10,5 1,01 0,91

5 IV 4,6 1,62 1,05 9,4 1,14 10,0

6 IV 4,0 9,2 0,92 1,51 1,00 1,09 10,9

IV 0,99 9,6 10,6 1,39 0,95 11,2 99,8 1,62

IV 0,92 9,9 1,06 11,4 0,90 12,0 1,50

9 IV 196 2,5 10,2 0,99 1,14 12,9 0,92

10 IV 2,1 0,91 12,0 1,06 1,24 14,5

5 V 4,0 9,2 1,69 1,04

6 V 9,0 9,5 0,92 10,1 1,59 0,99

V 0,91 9,5 10,4 1,27 0,87 11,0 99,8 0,95 11,6

V 199 2,6 0,96 1,16 11,9 0,90 12,5

9 V 2,1 0,69 0,91 11,5 1,05 1,25

10 V 166 1,9 10,6 11,9

5 VI 219 140 1,10 1,46 0,91 9,5

6 VI 204 2,6 140 0,66 1,01 1,19 10,4

VI 140 0,64 0,69 10,2 1,10 0,76 10,7 99,8

VI 2,0 140 0,62 9,6 0,65 11,1 1,01 11,6 1,19 12,2

9 VI 156 1,6 140 0,66 0,60 10,1 0,64 0,91 12,5

10 VI 144 1,4 140 0,60 10,6 0,61 11,9 0,65 0,99 14,0

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 40 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 6,5 2,04 1,46

45 I 41,2 2,44 41,6 2,02 42,1 42,2

50 I 4,9 45,5 2,41 46,3 2,24 46,5

60 I 269 54,2 54,4

I 64,2 64,4 4,09 64,6

I 429 5,90 5,45 5,00

40 II 5,6 250 2,26 1,49

45 II 4,9 250 41,5 2,24 41,9 42,2 42,4

50 II 4,2 250 2,59 46,1 2,21 46,5 2,06

60 II 250 54,0 54,4 54,6

II 4,5 250 4,56 4,15 65,0 65,1

II 6,4 250 5,42 5,00 4,59 4,42

40 III 4,2 1,52 1,21 1,09

45 III 2,14 42,4 42,6 1,51 42,9

50 III 264 2,11 1,80 47,3

60 III 200 1,9 2,94 54,6 54,9 55,2 2,20 55,4

III 261 66,0 66,0 66,0 2,91 66,1

III 4,5 4,41

40 IV 4,2 1,69 1,40 1,11 1,00

45 IV 1,96

50 IV 1,94 1,65 47,5 1,54

60 IV 2,0 55,1 2,42 2,14 55,6

IV 240 66,6 66,5 66,5 66,6

IV 295 4,06

40 V 1,01 0,91

45 V 1,52 42,9 1,26 1,15

50 V 1,50 47,6 1,40

60 V 2,46 2,20 55,5 1,94 55,9

V 2,54

V

40 VI 219 140 1,10

45 VI 204 2,4 140 1,55 1,09 1,00

50 VI 2,1 140 1,30 47,9 1,21

60 VI 145 140 2,14 1,91 55,9 1,69 56,1 1,60 56,2

VI 2,1 140 2,20 2,10

VI 140 2,95 2,60

Heating capacity additional coil KB4-4

Yardy-DUCT 40 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 1,99 1,59 1,51

I 191 1,4 2,45 2,22 44,2 45,2

I 2,2 46,2 50,9

60 II 250 1,49 1,41

II 250 2,51 40,1 2,29 42,5 2,08 45,0 2,00 45,9

II 2,0 250 49,6 2,66 51,9

60 III 120 0,6 41,1 42,0

III 166 1,0 1,93 49,2 50,0

III 212 1,6 2,90 55,6

60 IV 0,5 1,56 1,40 1,24 41,6

IV 0,9 2,06 44,4 46,4 1,71 48,5 1,64

IV 1,4 54,6 2,19 56,5 2,11

60 V 100 0,5 1,46 41,4 1,11 42,4

V 45,5 1,60 49,4 50,2

V 2,40 54,2 2,22 55,9 2,05

60 VI 91 140 1,19 40,6 1,06 1,00

VI 124 0,6 140 1,59 49,0 1,44 50,9 51,6

VI 0,9 140 2,16 2,00 59,5 60,1

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 48 capacities

Cooling capacity

Yardy-DUCT 48 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 255 140 6,4 1,01

6 I 140 1,60 0,96

I 219 140 0,91 1,28 0,84 9,0 99,8 1,49 0,92 9,4

I 201 2,6 140 0,66 9,6 10,0 10,4

9 I 2,2 140 9,4 0,69 11,0 11,4

10 I 1,9 140 0,66 0,60 10,0 0,66 1,16 12,4

5 II 294 4,1 1,24 6,9 1,46 1,05 1,95 1,14

6 II 0,92 1,59 1,00 1,09 9,0

II 252 1,04 1,24 9,1 1,47 0,95 9,5 99,8 1,04 9,9

II 2,6 0,96 9,0 1,12 10,0 0,90 10,5 1,59 10,9

9 II 210 2,2 9,6 1,04 10,5 1,22 11,5 1,46 11,9

10 II 1,9 0,69 0,94 11,2 1,12 12,1 12,9

5 III 4,9 1,61 2,14

6 III 4,2 1,24 0,92 1,02 1,12 2,01 1,21

III 1,14 0,96 1,61 1,06 9,3 99,8 1,15

III 1,05 0,91 9,9 1,00 1,10

9 III 229 2,6 0,94 9,5 1,14 0,94 1,59

10 III 211 10,1 11,1 0,90 12,0 1,45

5 IV 5,5 1,46 1,06 6,9 2,01

6 IV 1,00 1,59 1,11 1,21 2,16 9,1

IV 296 4,2 0,96 1,46 1,05 9,1 1,73 1,15 9,6 99,8 2,02 1,25 10,0

IV 9,0 1,00 1,09 10,5 1,19 11,0

9 IV 246 1,02 9,6 1,22 0,96 10,5 1,02 11,5 1,12 12,0

10 IV 226 2,6 0,91 10,2 1,10 0,91 12,2 1,55 1,06

5 V 424 250 1,44

6 V 6,9 250 1,64 1,96 1,49 9,1 2,66 1,62 9,6

V 6,0 250 1,20 9,6 2,12 1,41 10,1 99,8 10,6

V 5,1 250 1,14 9,4 1,64 11,0 1,45 11,6

9 V 4,2 250 1,25 1,10 1,49 11,0 1,25 12,0 12,6

10 V 250 1,12 1,05 10,4 11,5 1,64 1,22 12,4 1,90

5 VI 9,1 1,95 1,42 1,56

6 VI 2,12 2,49 1,62 9,9

VI 6,9 1,65 2,29 1,53 10,3 99,8

VI 1,50 1,25 9,4 10,5 2,09 1,44 2,46

9 VI 5,0 1,19 10,0 1,61 11,1 12,2 2,25 1,49

10 VI 1,21 1,14 10,5 1,22 12,6 2,04 1,40

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 48 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 254 140 1,40 40,0 1,16 0,92

45 I 140 45,0 1,15 44,6 1,05 44,5

50 I 220 2,9 140 1,61 49,5 1,37 49,4

60 I 150 1,4 140 2,25 2,01

I 194 140 2,19

I 140 2,69

40 II 291 1,62 1,06 0,95

45 II 44,6 1,60 44,4 1,21

50 II 252 2,14 49,4 49,2 1,58 49,1 49,1

60 II 1,5 2,59 2,04

II 224 2,4 69,2 2,92 2,52

II

40 III 4,5 1,46 1,16 1,04

45 III 4,0 2,06 44,2 1,45 44,1 44,1

50 III 49,1 1,73 48,8 1,61

60 III 2,11

III 245

III 4,0 4,19

40 IV 5,2 1,60 1,14

45 IV 4,6 2,25 44,1 1,91 44,0 44,0 1,45 44,0

50 IV 4,0 2,56 2,22 1,89 48,6

60 IV 206 2,1 56,9 56,9 2,44

IV

IV 4,21

40 V 424 250 1,96 1,56 1,40

45 V 6,5 250 1,94

50 V 250 2,32 47,8 2,16

60 V 252 2,9 250 55,5 2,99 55,9 56,0

V 250 66,6 4,29 66,5 66,5 66,5

V 250 5,59 5,15 4,55

40 VI 2,59 2,14 1,52

45 VI 2,56 42,9 2,12 1,94

50 VI 6,5 2,53 47,6

60 VI 4,14 55,2 55,4 55,6

VI 5,5 5,15 66,2 66,1 66,1 4,05 66,1

VI 6,09 5,61 5,14 4,95

Heating capacity additional coil KB4-4

Yardy-DUCT 48 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 91 140 40,6 42,4 1,14 45,1

I 124 140 1,59 49,0 1,44 50,9 51,6

I 140 2,04 55,5

60 II 100 0,4 1,42 41,2 1,26 1,20 44,0

II 0,4 45,5 1,60 49,4 50,2

II 0,4 2,26 51,6 2,09 55,5 56,2

60 III 0,4 1,69 1,52 42,4

III 0,4 2,06 44,4 46,4 1,71 48,5 1,64

III 0,5 2,41 50,2 52,2 2,06 1,99 55,1

60 IV 120 0,4 1,91 41,0 1,52 1,44

IV 166 0,5 1,93 49,2 50,0

IV 212 0,5 2,52 55,2 2,24 56,0

60 V 0,6 250 2,06 1,64 1,55 40,6

V 250 2,51 40,1 2,29 42,5 2,08 45,0 1,99 45,9

V 250 45,2 2,50 50,0 2,42 51,0

60 VI 2,19 1,66 40,1

VI 191 2,45 2,22 44,2 45,2

VI 44,2 2,90 46,6 49,1 50,1

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 50 capacities

Cooling capacity

Yardy-DUCT 50 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 550 450 2,20 90,2 2,40 9,0 90,5 2,61 9,6 91, 91,6

6 I 506 450 2,16 2,12 91,4 2,51 9,9 90,2 2,95 10,5 90,6 11,2 91,

I 460 5,9 450 2,05 2,05 95, 2,26 2,68 2,33 11,5 90,2 2,52 12,2 90,6

I 4,9 450 10,5 2,14 2,14 2,41 2,19 12,4 90,1

9 I 4,4 450 11,4 2,00 2,00 12,5 91,9 2,60 2,26

10 I 450 1,56 1,56 12,6 2,11 2,11 12,9 14,4 90,5

5 II 505 411 2,15 2,05 2,54 2,25 91,1 2,95 2,44 9,2 91,6 2,62 9,9 92,2

6 II 465 6,0 411 1,99 1,99 92,1 2,12 9,5 10,1 91,2 2,49

II 424 5,1 411 9,2 2,00 10,4 90,6 2,47 2,18 11,1 90,8 91,2

II 4,2 411 10,4 96,5 10,6 2,22 2,05 12,0 90,5 2,62 2,22

9 II 411 1,60 1,60 94,1 2,11 12,2 92,6 2,40 2,12 90,5

10 II 411 1,44 1,44 12,5 94, 1,69 1,69 96,2 1,95 1,95 94,1 2,21 2,04 14,1 91,2

5 III 2,01 1,99 9,4 2,16 10,1 92,1

6 III 9,2 92,6 2,55 2,04 10,9 2,94 2,21 92,2

III 9,2 2,01 92,5 2,32 1,93 11,8 91,3 2,09 12,6

III 4,4 1,62 1,62 11,1 94,5 2,09 91, 2,46

9 III 4,0 1,51 1,51 11,2 99,5 11,6 2,26 91

10 III 95, 1,59 1,59 12,5

5 IV 405 1,49 92,6 9,5 10,2 1,90 10,9 94,1

6 IV 4,6 1,60 1,44 94, 1,54 11,0 2,52

IV 1,50 1,42 9,5 96,4 1,69 1,46 11,1 92,4 2,00 1,59 11,9 92,7 12,6

IV 1,41 1,41 9,6 1,59 1,44 1,50 92,4 2,14

9 IV 290 2,9 10,6 1,49 1,42 11,5 1,69 1,46 1,96 1,55

10 IV 2,6 11,9 1,59 1,44 95,4 1,51

5 V 4,1 1,50 1,29 1,41 94,1 2,05 10,0 94,6 1,65 95,2

6 V 1,40 1,25 9,1 1,62 10,2 1,90 1,46 94,2 2,20 11,5

V 1,24 1,26 11,0 1,75 1,38 11,7 93,8 2,04 1,50 12,4

V 2,6 1,22 1,21 9,6 1,40 1,25 11,1 1,59 12,5 1,42

9 V 254 10,4 12,9 14,1

10 V 240 2,1 11,5 1,21 1,21 11,6 1,40 1,26 1,60 14,4 94,6

5 VI 269 210 1,14 95,5 95,9 9,4 96,5 10,0

6 VI 250 210 1,01 1,24 95,6 1,46 96,1 10,9 96,6

VI 2,0 210 0,99 9,1 1,01 10,5 1,34 1,11 11,1 95,7 1,56 1,20 96,1

VI 209 210 0,94 0,94 9,6 1,05 11,0 1,22 1,05 12,0 1,44 1,14

9 VI 195 1,5 210 0,99 11,1 99,4 1,14 1,02 12,4

10 VI 210 0,91 0,91 11,9 1,05 0,99 12,9 1,19 1,02 14,4 94,9

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 50 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 550 450 2,95 2,12

45 I 506 6,4 450 4,12 2,92

50 I 460 5,4 450 4,66 41,1 4,06 42,1 3,47 43,1

60 I 4,0 450 5,12 49,1 50,2

I 520 450 59,5 6,05

I 450 69,6

40 II 505 6,4 411 1,96

45 II 465 5,6 411 40,1

50 II 424 411 41,5 42,4 3,21 43,4 2,99

60 II 411 5,29 49,6 4,20 50,6 51,0

II 5,9 411 59,6 6,20 60,2 5,61 60,9 61,2

II 594 411 69,4 69,9 6,91

40 III 2,05

45 III 2,54 40,0

50 III 4,9 4,06 41,9 3,02 43,7 44,1

60 III 49,1 4,46 50,0 51,0 51,4

III 454 6,2 6,40 60,2 61,5 5,06

III 560 9,1 6,52

40 IV 405 4,9 2,14

45 IV 4,2 2,99 2,55 2,12 40,2 1,94 40,5

50 IV 2,95 2,52 44,0 44,4

60 IV 2,5 4,12 49,2 50,2 51,1 51,5

IV 4,2 60,5 61,1 4,19 62,0

IV 6,41 5,92 5,44 5,25

40 V 2,26 1,49

45 V 2,62 2,24 40,6 40,9

50 V 2,59 2,21 44,5 2,06 44,9

60 V 246 2,0 50,2 51,0 51,9 52,2

V 4,66 4,25 62,2 62,9

V 411 4,9 5,64 5,21 4,62

40 VI 269 2,4 210 1,52 1,21 1,09

45 VI 250 2,1 210 40,4 40,9 1,50 41,5

50 VI 210 2,41 44,4 2,10 45,0 1,79 45,6

60 VI 202 1,4 210 52,5 2,66

VI 2,4 210 64,5 64,9

VI 210

Heating capacity additional coil KB4-4

YardyDUCT2 50 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 226 2,5 450 2,96 2,62 2,49

I 4,2 450 41,0 3,54 43,6 44,6

I 6,1 450 5,12 44,1 46,6 49,1 4,22 50,1

60 II 212 2,2 411 2,46

II 411 41,9 3,34 44,4 45,4

II 5,5 411 4,12 50,1 51,1

60 III 202 2,0 2,95 2,65

III 3,20 45,1 46,1

III 5,1 46,4 4,29 51,0 52,0

60 IV 2,06 1,95 40,6

IV 241 44,5 2,81 46,8

IV 4,10 49,1 51,2 54,2

60 V 159 1,5 40,5 41,5

V 46,0 2,53 48,1 49,0

V 4,1 55,2 56,0

60 VI 1,0 210 1,96 40,2 1,56

VI 210 46,9 2,14 50,6 2,05

VI 2,6 210 56,9 2,61 59,2

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 60 capacities

Cooling capacity

YardyDUCT2 60 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 620 10,0 96,2 4,29 4,92 11,5

6 I 4,0 620 9,6 95,9 11,6 96,2

I 620 2,69 10,0 11,4 3,60 3,01 12,4 95,9 4,20 96,2

I 620 2,44 2,44 11,2 11,9 95,5 14,1

9 I 519 2,5 620 2,22 2,22 2,60 2,60 12,4 96,9 2,91 14,9 95,4

10 I 2,1 620 99,5 2,66 14,1 96,6

5 II 4,2 9,2 96,2 96,6 10,5

6 II 645 2,65 9,4 96,2 11,4 96,6 12,2

II 2,56 2,56 9,9 2,95 2,69 3,43 2,88 12,3 96,2 4,00 96,6

II 2,6 11,1 2,60 95,9 2,94 14,0 96,1

9 II 495 2,12 2,12 12,2 2,64

10 II 452 1,9 2,24 2,24 2,55 14,0 15,2

5 III 666 4,0 9,5 10,2 10,9 4,46

6 III 615 2,66 99,1 2,52 11,0 4,14 2,96 12,5

III 561 2,9 2,44 10,2 2,42 11,6 3,27 2,59 12,6 96,8

III 2,4 2,21 2,21 2,59 12,0 99,2 2,65

9 III 2,1 2,02 2,02 12,6 99, 2,51 15,0 96,4

10 III 12,9 2,14 2,14 2,52 14,2 99, 2,94 2,44 15,4

5 IV 504 2,29 9,4 2,51 10,1 4,22 11,5

6 IV 504 2,52 2,24 99,6 10,9 11,6 12,4

IV 2,6 504 10,1 2,66 11,5 3,10 2,44 12,5 97,2 2,64

IV 2,2 504 2,10 10,6 2,46 2,21 11,9 96,9 2,50 14,1

9 IV 450 1,9 504 1,91 1,91 11,6 2,24 2,10 12,5 99,6 2,62 2,24 14,9

10 IV 409 1,6 504 99,6 2,04 2,04 2,14 14,2

5 V 554 445 10,0 2,11 11,5 99,5

6 V 512 445 2,21 2,54 2,00 11,5

V 469 445 2,04 1,92 12,1 99, 2,73 2,06 13,1 98,1 14,0

V 426 2,4 445 11,1 2,15 12,6 99,5 1,95 2,92 2,12

9 V 401 2,1 445 11,6 1,99 12,9 1,91 14,1 99,5 2,01 15,4

10 V 445 16,0

5 VI 501 402 10,0 2,51 1,91 99,1 2,92 11,5 99,5 2,24

6 VI 464 402 2,01 10,2 11,5 99,1 99,6

VI 402 1,64 2,14 12,0 2,49 1,87 13,0 98,8 2,91 99,2

VI 1,9 402 1,69 11,2 1,96 12,5 1,92

9 VI 402 1,54 1,54 11,5 1,62 12,9 2,09 99,1 2,44 15,4

10 VI 1,5 402 12,6 1,66 1,95 1,66 14,6 2,26 15,9 99

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 60 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 4,4 620 4,04

45 I 620 5,64

50 I 620 40,9 5,55 41,9 4,74 42,9 4,41

60 I 2,5 620 49,0 6,22 50,1 5,90 50,6

I 4,1 620 9,15 60,1 60,4

I 5,9 620 11,05 10,15 69,1 69,4

40 II 4,0 4,64

45 II 645 4,59

50 II 2,9 41,1 42,1 4,52 43,1 4,21

60 II 510 2,2 5,94

II 59,0 60,4

II 5,4 11,44 69,0 69,6 69,9

40 III 666 4,40 2,91 2,61

45 III 615 5,10 40,1 40,4

50 III 561 42,1 4,29 43,9 4,00 44,2

60 III 2,1 49,5 50,4

III 645 9,10 60,6 61,2 62,0

III 5,0 10,06

40 IV 504 4,16 2,46

45 IV 504 4,11 40,6

50 IV 2,4 504 5,45 42,4 4,05 44,1 44,5

60 IV 456 504 49,9 6,00 51,6 52,0

IV 504 61,1 61,6 62,1 62,4

IV 4,5 504 9,51

40 V 554 445 2,51 2,25

45 V 512 2,9 445 4,40 41,0

50 V 469 2,5 445 44,2 3,70 44,9 45,2

60 V 421 2,1 445 4,90 4,64

V 562 445 6,54 64,1 6,26 64,2

V 695 5,1 445 9,55

40 VI 501 2,9 402 2,29 2,06

45 VI 464 2,6 402 40,1 40,6 2,62 41,5

50 VI 2,2 402 4,56 44,1 3,39 45,3 45,6

60 VI 402 52,9 4,49 4,26

VI 515 402 64,5 6,00

VI 640 4,6 402

Heating capacity additional coil KB4-4

Yardy-DUCT 60 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 269 620 29,0

I 5,6 620 4,99 4,56 4,14 40,0 41,2

I 620 5,99 5,55 41,9 5,12 4,94 45,9

60 II 29,9 2,95

II 5,2 4,96 4,54 4,12 41,1 42,2

II 5,96 40,5 5,09 46,0 4,92

60 III

III 5,1 4,41 4,00 42,3

III 424 42,2 44,9 4,94

60 IV 250 504 2,91

IV 5,0 504 40,6 3,90 43,2

IV 414 504 5,64 46,1 4,65

60 V 242 2,6 445 40,0

V 4,5 445 40,9 4,19 3,80 45,6 46,6

V 6,6 445 5,50 5,09 4,69 51,6 52,5

60 VI 402 40,4 2,60 41,4

VI 4,0 402 4,10 45,6 3,72 47,8

VI 402 50,2 4,99 52,2 4,59 55,1

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 74 capacities

Cooling capacity

YardyDUCT2 74 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 644 402 2,01 2,21 2,41 9,0 2,60 9,6

6 I 599 402 2,10 9,4 2,29 9,9 4,04 10,5

I 552 402 9,1 2,01 10,0 3,22 2,17 10,8 99,8 11,4

I 402 2,12 2,52 1,92 2,94 2,05

9 I 465 2,4 402 1,91 2,29 11,4 1,96 2,11

10 I 2,1 402 1,62 10,9 12,0 2,49 12,9 2,92

5 II 5,1 445 2,20 2,42 4,69 9,9

6 II 652 4,5 445 2,14 2,29 9,6 2,50 10,1

II 601 445 2,55 2,04 2,20 10,2 3,50 2,37 11,0 99,8

II 445 1,95 9,9 2,09 10,9 2,24 11,9 2,44 12,6

9 II 504 445 10,5 2,51 2,01 11,4 2,94 2,14 12,6

10 II 464 2,5 445 11,1 2,26 1,91 12,1 2,21 14,1

5 III 5,6 504 2,45 2,69 9,0 4,54 2,92 9,6 5,21 10,2

6 III 4,9 504 2,54 9,9 4,21 10,5 11,1

III 665 4,2 504 2,26 9,6 2,44 10,5 3,87 2,63 11,3 99,8 4,51 12,0

III 615 504 2,56 10,1 11,2 2,52 12,0 12,9

9 III 565 504 2,09 10,6 2,24 2,41

10 III 512 2,6 504 2,06 1,96 2,50 2,14 2,29 2,45 14,4

5 IV 5,9 2,60 4,15 9,1 5,54 10,4

6 IV 5,1 2,52 9,0 10,0 4,46 2,94 10,6 5,16

IV 4,4 2,99 2,41 9,6 4,09 2,78 11,5 99,8 12,2

IV 650 2,29 2,46 12,2 4,40

9 IV 596 2,44 2,21 11,9 2,54 4,02

10 IV 540 11,5 2,64 2,26 12,4 2,42 2,62 14,4

5 V 6,6 4,45 9,4 10,0

6 V 9,2 10,2 10,9 5,52 11,6

V 4,9 2,59 10,9 4,37 2,98 11,8 99,8 5,10 12,5

V 692 4,2 10,4 2,66 11,4 12,4

9 V 2,59 11,0 2,52 12,1 14,1

10 V 2,20 2,41

5 VI 925 620 2,92 4,65 9,5 5,40 10,1 6,20

6 VI 6,2 620 4,25 4,99 11,0

VI 620 9,9 11,0 4,56 3,12 11,9 99,8 12,6

VI 4,6 620 2,59 10,5 11,5 4,20 12,6

9 VI 655 620 2,46 11,1 14,2

10 VI 620 2,41 2,29 11,9 2,91 2,51 12,9 4,09 2,91 14,9

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 74 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 644 4,1 402 2,15

45 I 599 402 41,6 41,9 42,2 42,4

50 I 402 45,9 46,2 3,56 46,6

60 I 1,6 402 52,9 4,54 54,1

I 505 402 6,62 64,4 64,6

I 625 402

40 II 4,9 445 2,61

45 II 652 445 4,62 41,2 41,5 42,0 2,99 42,2

50 II 601 445 5,26 45,5 3,89 46,2 46,4

60 II 415 1,9 445 5,61 4,96

II 551 445 64,1 6,26 64,2

II 445 9,52

40 III 504

45 III 4,6 504 5,05 40,1 40,6 41,2 41,4

50 III 665 4,0 504 44,2 4,99 4,25 45,3 45,5

60 III 454 2,0 504 6,11 51,4 5,40 52,1 5,12 52,5

III 602 504 61,6 62,0 62,4 62,6

III 4,9 504 9,55

40 IV 5,6 4,60

45 IV 4,9 4,55 41,0

50 IV 4,2 44,4 4,50 45,0 4,19

60 IV 2,1 51,0 5,42 52,2

IV 61,1 61,5 62,0 62,2

IV 5,1 10,94 10,09 9,25

40 V 4,02

45 V 5,5 5,65 40,4

50 V 6,42 4,75 44,3 4,42 44,6

60 V 6,02 51,2

V 9,66 59,4 60,0 60,6 60,9

V 5,5 11,51 10,61 69,2

40 VI 926 620 5,09 4,22

45 VI 5,9 620 5,92 5,04 40,2 40,5

50 VI 5,0 620 42,5 4,98 44,1 4,64 44,4

60 VI 2,5 620 49,6 50,6 5,99 51,0

VI 4,2 620 59,0 9,22 59,6 60,6

VI

Heating capacity additional coil KB4-4

Yardy-DUCT 74 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 2,5 402 41,0 41,9

I 2,6 402 4,26 44,0 3,53 46,3

I 402 4,61 49,4 4,24 4,10 52,6

60 II 2,1 445 40,4

II 2,2 445 3,61 44,3

II 445 5,09 4,19

60 III 2,5 504 2,96

III 504 4,09 3,71 42,1

III 504 41,1 4,46 46,6

60 IV 245

IV 4,19 3,80 41,2

IV 4,96 42,6 45,4 4,41 46,6

60 V 2,9 2,96

V 3,91 40,0 41,2

V 415 5,51 5,10 41,1 44,0 4,54 45,2

60 VI 255 620 29,0

VI 620 3,93 39,0 40,2

VI 620 5,54 42,9 44,1

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 80 capacities

Cooling capacity

Yardy-DUCT 80 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 1024 12,2 912 9,9 5,14 11,5 94,1 5,09

6 I 941 10,5 912 4,01 10,4 4,11 11,5 5,49 94,2

I 912 96, 4,20 4,98 4,21 13,1 93,3 4,56 14,0

I 912 11,9 94,5 4,45 14,0 92,9 5,25 14,9

9 I 6,4 912 99,2 95,4 4,16 94,4 4,06 15,6

10 I 649 5,4 912 14,0 94, 96,6 95,1 4,40 16,1 94

5 II 11,1 4,14 10,4 94, 4,52 11,2 94,5 6,51 12,0 95,1

6 II 9,5 10,2 4,45 5,22 12,0 94,1 6,04 4,62 94,6

II 4,00 12,1 4,74 4,03 12,9 93,7 94

II 6,5 12,5 4,24 5,00 4,10

9 II 2,94 2,94 99,6 14,1 4,55 15,4

10 II 4,9 2,61 2,61 14,2 14,6 95,5 4,19 94,4

5 III 926 94, 4,65 11,1 5,40 4,12 11,9 6,19 95,4

6 III 6,5 95, 11,9 94, 94,4 4,21 94,9

III 5,5 11,2 96,6 4,51 3,67 13,6 94, 5,26 14,5 94,4

III 692 4,5 95,1 4,04 14,4

9 III 4,0 95, 16,0

10 III 94,6 15,2 16,5

5 IV 6,9 10,1 94,4 4,41 10,9 5,12 95,2 4,24 12,5

6 IV 5,9 10,6 95,4 4,01 94,4 12,5 5,44 4,02

IV 5,0 12,5 94,1 4,28 3,51 13,4 94,4 4,99 14,2

IV 4,1 2,90 2,90 14,2 94, 4,52 15,1

9 IV 615 2,65 2,65 14,5 95,4 4,12 94

10 IV 559 95, 14,2 15,0 96,2 95,1

5 V 6,1 9,9 94,9 4,12 10,6 11,4 5,49 4,00 12,2

6 V 5,2 10,4 95,9 11,4 94,9 4,41 12,2 5,10

V 4,4 2,96 10,6 12,0 4,01 3,32 13,1 94,9

V 11,6 2,99 12,4 94,5 4,24

9 V 12,6 12,9 14,2 95,9 15,5 94,5

10 V 525 2,21 2,21 2,61 2,61 14,1 16,0 95,6

5 VI 95,2 4,15 10,5 95,5 96, 12,1 96,6

6 VI 5,0 2,90 96,1 11,4 95,2 4,44 12,1 95,6 96,1

VI 4,2 10,5 99,1 2,99 11,9 96,1 4,04 3,20 13,0 95,2 95,6

VI 622 11,1 99,6 12,4 95,1

9 VI 2,49 2,49 12,1 2,92 14,2 96,2 15,5

10 VI 529 2,6 2,22 2,22 96, 14,6 15,9 95,9

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 80 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 1024 11,2 912 4,65

45 I 941 9,6 912 6,94 5,29

50 I 912 9,19 40,2 6,84 42,5

60 I 6,9 912 11,44 10,25 49,9

I 11,1 912 59,0 59,4

I 1250 16,1 912 66,4 14,55 14,05

40 II 10,2 6,69 5,55 4,42

45 II 6,61 5,04

50 II 40,6 6,51 42,8 6,06

60 II 49,1 50,2 50,6

II 10,2 12,50 59,6 59,9

II 15,12

40 III 926 6,62 5,49

45 III 6,1 6,54 40,2

50 III 5,1 42,6 6,44 43,5 6,00

60 III 51,6 52,0

III 60,2 12,52 61,5

III 1195 11,1 69,9 15,14

40 IV

45 IV 5,6 5,91 4,90

50 IV 5,4 5,91 4,90 3,91 37,1

60 IV 5,5 40,1 40,4

IV 4,6 42,0 42,9 44,2

IV 51,1 52,0

40 V 61,0 61,5 62,1

45 V 1142 10,2 15,66

50 V 4,9 4,84 40,3 4,45

60 V 4,1 42,4 44,1 44,5

V 664 50,9 51,6 52,4

V 61,9 10,20

40 VI 9,2 12,52

45 VI 4,6 40,0 40,6 41,2 4,45 41,5

50 VI 44,5 5,75 45,2 45,5

60 VI 662 52,6 54,0

VI 6,0 64,2 64,4 10,21

VI 12,52

Heating capacity additional coil KB4-4

Yardy-DUCT 80 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 4,9 912 26,0 29,4

I 912 5,61 5,09 36,7

I 541 912 42,0

60 II 4,6 4,69 26,4 4,21

II 421 5,90 5,40 4,90 37,1

II 521 11,0 6,06 41,2 42,5

60 III 4,6 4,59

III 412 5,29 4,80 37,6 4,60

III 510 10,9 6,95 6,44 5,94

60 IV 4,5 4,50 4,04

IV 404 5,66 4,70 38,3 4,51

IV 499 42,6 5,61

60 V 4,1

V 5,06 4,59 39,3 4,40 40,5

V 6,64 6,16 45,0

60 VI

VI 6,4 5,40 4,94 4,48 39,6

VI 9,4 6,01 5,54 45,4

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

YardyDUCT2 88 capacities

Cooling capacity

Yardy-DUCT 88 Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 I 994 9,1 4,99 10,4 6,66 4,05 11,1

6 I 919 6,1 9,5 4,56 10,6 6,19 12,0

I 5,2 2,92 10,1 4,89 3,36 12,2 99,8 12,9

I 4,5 2,99 4,50

9 I 11,2 12,5 14,5

10 I 2,45 12,2 2,91 14,2

5 II 1025 9,2 5,15 9,9 5,99 10,6

6 II 6,6 4,06 9,6 5,52 11,4 12,2

II 5,6 10,2 11,4 5,04 3,47 12,3 99,8

II 11,9

9 II 4,0 2,92 12,6 4,20 14,6

10 II 651 2,65 2,52 4,46 15,4

5 III 4,60 9,4 5,44 10,1 4,11 11,5

6 III 999 4,96 10,9 11,6 4,20 12,4

III 912 6,4 10,4 4,54 11,5 5,31 3,67 12,5 99,8 6,19

III 5,5 10,9 12,1 14,1

9 III 4,6 2,92 11,4 4,42

10 III 2,66 12,5 2,95 14,5 4,69 15,6

5 IV 9,5 9,5 10,2 4,29 10,9 4,62

6 IV 1041 4,46 9,9 11,0 4,06 12,5

IV 950 4,06 10,5 5,53 3,83 12,6 99,8 6,45 4,15

IV 6,0 11,1 12,2 5,90

9 IV 5,0 11,6 4,59 14,0 15,0

10 IV 4,2 2,90 12,6 4,14 14,6

5 V 1155 4,91 9,6 4,05 4,40 11,0

6 V 1065 10,0 5,29 11,1 6,21 11,9 4,50

V 4,16 10,6 5,66 3,93 12,8 99,8 6,60 4,26

V 11,2 4,44 5,19 4,02 14,4

9 V 12,9 14,1 5,51 15,1

10 V 15,9

5 VI 1192 11,5 5,99 4,19 10,4 6,96 4,55 11,2 4,90 11,9

6 VI 1100 9,9 10,1 5,46 6,41 12,0 4,65

VI 4,29 5,00 11,9 5,84 4,06 12,9 99,8 4,40

VI 920 11,2 12,4 6,22 4,16 14,5

9 VI 6,0 4,12 14,2 15,2

10 VI 5,0 2,94 5,12 16,0

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Heating capacity

Yardy-DUCT 88 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 I 994 6,6 4,04

45 I 919 41,4 6,06 5,02 42,2 4,61

50 I 4,9 46,0 5,99 46,4 46,6

60 I 54,2 54,4

I 4,9 64,2 10,10 64,6

I 1029 14,56

40 II 1026 5,12

45 II 6,2 40,4 6,11 40,9 41,5 4,65

50 II 44,5 45,0 6,04 45,6 5,62

60 II 645 52,4

II 5,1 11,24 62,6 10,16

II 14,64 11,95

40 III 6,59 5,46

45 III 999 40,2 6,52 5,40 41,4 4,96 41,6

50 III 911 6,1 44,9 6,44 45,4 6,00

60 III 51,6 9,42 52,2 52,9

III 904 6,0 61,9

III 15,59

40 IV 9,1 6,91 4,56 4,09

45 IV 1041 40,1 5,20 41,5

50 IV 949 9,12 44,2 6,76 45,3 6,29 45,6

60 IV 4,1 11,06 51,5 9,90 52,1

IV 946 12,55 62,1 62,5

IV 9,4

40 V 1155 10,2 4,61 4,14

45 V 1066 6,92 40,1 41,1

50 V 44,1 6,84 44,8 45,1

60 V 4,5 50,5 10,00 51,2 52,0 52,4

V 955 60,4 60,9 11,45 61,5

V 16,51

40 VI 10,9 6,09

45 VI 1100 9,5 6,02 41,0 41,2

50 VI 1002 7,18 45,0 6,69

60 VI 4,9 50,9 51,6 52,4

VI 1000 14,61 61,9 11,52 62,1

VI 1212 16,00 14,16

Heating capacity additional coil KB4-4

Yardy-DUCT 88 Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 I 4,26

I 4,69 4,26 38,8 4,09 40,0

I 452 6,00 5,56 5,12 42,6 4,95

60 II

II 4,0 5,25 4,36 38,5

II 4,2 6,14 5,69 5,24 42,2

60 III 4,01

III 4,5 4,47 37,7 4,29

III 5,19 42,5

60 IV 299 4,4 4,56 4,09

IV 5,49 5,02 4,56 37,1

IV 4,9 6,42 5,95 5,49 40,6 41,9

60 V 4,5 4,66 26,9

V 400 5,61 4,66 36,9

V 495 4,9 6,56 5,61 5,42 41,6

60 VI

VI 416 5,0 4,84 36,8 4,64

VI 514 5,2 5,62 41,6

Spd Fan speed

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 40 S capacities

Cooling capacity

40 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 240 150 1,05 1,22 1,40 0,92 1,59

6 min (2) 150 0,96 9,4 1,49 0,94 10,2

min (2) 206 150 9,0 9,6 1,20 0,83 10,3 11,1

min (2) 2,2 150 0,65 9,9 0,92 10,5 1,09 1,26 12,1

9 min (2) 169 1,9 150 0,61 11,4 12,2 1,14

10 min (2) 1,5 150 0,59 11,4 0,64 12,1 12,9 1,05

5 med (6,5) 412 291 1,59 9,2 2,40 10,0 10,9

6 med (6,5) 6,6 291 1,65 1,40 9,1 1,52 9,9 2,55 11,6

med (6,5) 291 1,49 1,45 10,6 2,05 1,56 11,5 1,65 12,4

med (6,5) 291 1,26 10,5 1,60 11,4 1,49 12,2 1,59

9 med (6,5) 294 4,0 291 11,2 1,44 12,0 1,42 1,99 1,52

10 med (6,5) 264 291 1,06 1,06 1,24 1,54 1,45 14,6

5 10,2 2,10 2,45 9,4 11,2

6 450 1,91 1,65 9,4 2,26 10,1 2,62 1,89 11,0 2,99 1,99 11,9

415 10,0 2,06 10,9 2,42 1,91 12,6

6,4 1,55 1,62 11,6 2,20 12,5

9 11,4 1,54 14,1

10 1,25 1,25 1,46 12,9 1,59 2,09 14,9

Heating capacity

40 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 240 150 1,40 1,16

45 min (2) 2,9 150 42,6 1,16

50 min (2) 206 2,5 150 1,62 1,39 47,9

60 min (2) 161 1,5 150 56,1 56,5 56,9

min (2) 204 150 66,0 2,56 66,6

min (2) 150

40 med (6,5) 412 291 2,56 1,54

45 med (6,5) 6,2 291 2,55 41,4 42,0 1,96 42,2

50 med (6,5) 291 45,0 2,96 2,54 46,3 46,5

60 med (6,5) 294 291 4,20 54,1 55,0

med (6,5) 5,5 291 5,12 4,69 64,1 4,10 64,4

med (6,5) 456 291 5,60 5,00

40 9,5 2,52 2,02

45 450 40,9 2,51 41,6 41,9

50 415 4,00 44,4 45,1 3,00 45,8 46,1

60 4,95 52,6 4,46 54,1 54,4

6,05 62,1 5,55 5,04

540 10,1 6,12 5,92

Heating capacity additional coil KB4-4

40 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 1,1 150 1,21 41,5 1,02 42,4

min (2) 126 1,9 150 45,5 1,62 1,47 49,4 1,41 50,2

min (2) 162 150 2,21 54,1 2,04 55,9

60 med (6,5) 141 291 2,06 1,64 1,56

med (6,5) 1,5 291 2,54 41,1 2,30 43,7 2,21

med (6,5) 252 291 45,4 50,2 51,2

60 159 29,9

0,6 2,59 42,2

0,9 45,4 49,0

Spd Fan speed. 
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 40 H capacities

Cooling capacity

40 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 150 1,02 1,20 0,92 1,60 0,99 9,1

6 min (2) 150 1,11 9,0 9,5 1,50 0,95 10,0

min (2) 206 150 9,1 1,01 9,9 1,20 0,83 10,4 99,8 1,40 0,90 10,9

min (2) 150 9,5 0,91 1,10 1,29 11,9

9 min (2) 1,9 150 0,65 10,0 11,1 0,99

10 min (2) 150 0,65 10,5 0,66 0,92

5 med (6,5) 410 1,91 9,0 2,10 9,6 99,2 2,29 10,2 10,9

6 med (6,5) 410 2,15 1,99 10,5 11,1

med (6,5) 410 2,76 2,05 12,0 98,9 99,4

med (6,5) 429 410 10,4 12,2 2,50 12,9 2,95 2,10

9 med (6,5) 6,5 410 1,96 2,22 2,65 14,6

10 med (6,5) 5,9 410 1,51 1,51 11,9 1,69 12,6 2,10 14,0 2,41 15,4

5 16,0 469 2,65 2,12 9,4 10,1 2,54 4,16 11,5

6 469 1,99 10,2 2,20 10,9 2,40 11,6 2,60 99,1

529 11,9 469 2,20 1,92 99, 2,60 3,08 2,27 12,5 98,

9,9 469 1,91 1,94 12,6 14,1

9 425 469 11,2 2,15 12,9 99,4 1,99 2,95 15,1

10 402 469 12,2 1,99 14,4 99,5 2,69 2,06

Heating capacity

40 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 150 1,42

45 min (2) 2,9 150 1,65 1,41 1,16

50 min (2) 206 2,5 150 1,39 47,8 1,29

60 min (2) 155 1,5 150 55,6 2,04 56,0 56,1

min (2) 201 2,4 150 2,60 66,9 2,24

min (2) 150

40 med (6,5) 11,9 410 2,92 2,09

45 med (6,5) 10,4 410 4,09 40,5 41,1 2,65 41,4

50 med (6,5) 410 4,64 4,04 44,5 3,44 45,2 45,4

60 med (6,5) 6,1 410 51,5 52,2 4,49 52,9 4,26

med (6,5) 410 61,4 6,40 5,54 62,6

med (6,5) 410

40 14,6 469 2,61

45 469 40,0 41,0

50 529 10,9 469 5,20 44,0 3,86 44,7 45,0

60 469 51,5 5,05 52,6

12,0 469 60,4 61,0 6,50 61,6

469

Heating capacity additional coil KB4-4

40 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 150 1,21 41,5 1,02 42,4

min (2) 126 0,6 150 45,5 1,62 1,47 49,4 1,41 50,2

min (2) 162 0,9 150 2,21 54,1 2,04 55,9

60 med (6,5) 1,2 410 2,05 1,94

med (6,5) 246 2,2 410 2,86 40,9 42,1

med (6,5) 410 4,19 40,6 46,1

60 192 1,4 469 2,52 2,24

2,6 469 3,12 40,0 2,99 41,1

469 4,20 41,9 45,9

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 48 S capacities

Cooling capacity

48 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 150 1,09 1,02 1,12 2,6 1,49 1,22 2,6 2,6

6 min (2) 2,6 150 0,99 0,96 1,19 1,06 1,16 1,61 1,26

min (2) 221 150 0,92 0,92 1,09 1,00 5,0 1,29 1,10 5,0 1,50 1,20 5,0

min (2) 2,0 150 6,4 0,94 6,2 1,04 6,2 1,40 1,14

9 min (2) 1,6 150 0,90 0,90

10 min (2) 1,4 150 0,99 0,94 1,01

5 med (6,5) 291 1,94 1,49 2,29 1,64 2,66 9,2

6 med (6,5) 425 291 1,40 2,11 1,55 9,0 1,69 9,5 10,1

med (6,5) 6,2 291 1,65 9,0 1,92 1,46 10,0 2,28 1,60 10,5 2,66 11,1

med (6,5) 5,2 291 1,50 9,5 10,6 1,51 11,5 2,45 1,65 12,0

9 med (6,5) 4,5 291 1,25 10,1 1,61 1,42 12,4 2,24 1,56

10 med (6,5) 299 291 1,21 1,19 1,46 11,9 2,02 1,46

5 1,95 2,12 2,29 9,4

6 494 2,05 1,66 2,46 9,2 2,89 2,01 9,8

454 1,92 1,62 9,1 10,2 2,65 1,90

1,56 2,05 1,66 2,41 1,95

9 1,49 11,5 12,6 2,60

10 4,9 11,1 1,69 1,51 12,0 2,02 14,1

Heating capacity

48 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 256 150 1,45 1,20 0,95

45 min (2) 2,5 150 1,69 1,44 1,19 1,09

50 min (2) 221 2,2 150 1,42 48,4

60 min (2) 156 1,2 150 2,09

min (2) 202 1,9 150 2,90

min (2) 150 2,90

40 med (6,5) 291 2,65 2,19 1,56

45 med (6,5) 425 291 2,62 42,0 42,4 1,99 42,5

50 med (6,5) 5,9 291 46,1 46,4 2,59 46,7 2,41 46,9

60 med (6,5) 291 4,25 54,1 54,5

med (6,5) 291 64,5 64,6 4,15

med (6,5) 450 291 6,25 5,09

40 10,1 2,59 2,06

45 494 41,2 41,5 2,56 42,0 42,2

50 455 4,14 45,5 3,06 46,2 46,4

60 4,4 5,02 4,49 54,0 54,2

6,22 5,66 5,11 4,90 64,0

10,0 6,22 6,00

Heating capacity additional coil KB4-4

48 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 0,5 150 1,24 1,10 42,1 1,05 42,9

min (2) 120 0,6 150 1,69 1,54 45,9 1,40 48,0

min (2) 154 0,6 150 1,99 1,69

60 med (6,5) 291 2,16 1,94

med (6,5) 0,9 291 2,64 2,41 2,19 42,6 2,10

med (6,5) 240 0,9 291 44,5 2,64 2,54

60 151 1,0 1,94

211 1,1 2,96 2,46 41,1 42,2

266 1,2 42,5 2,96 45,4 46,5

Spd Fan speed. 
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 48 H capacities

Cooling capacity

48 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 150 1,09 1,02 1,12 2,6 1,49 1,22 2,6 2,6

6 min (2) 2,6 150 0,99 0,96 1,19 1,06 1,16 1,61 1,26

min (2) 221 150 0,92 0,92 1,09 1,00 5,0 1,29 1,10 5,0 99,8 1,50 1,20 5,0

min (2) 2,0 150 6,4 0,94 6,2 1,04 6,2 1,40 1,14

9 min (2) 1,6 150 0,90 0,90

10 min (2) 1,4 150 0,99 0,94 1,01

5 med (6,5) 610 410 2,05 2,26 2,46 9,0 4,06 2,66 9,6

6 med (6,5) 562 11,6 410 9,4 9,9 10,5

med (6,5) 516 10,0 410 9,2 2,54 2,01 3,01 2,20 10,9 99,8 11,5

med (6,5) 410 1,92 11,0 11,9 2,26 12,5

9 med (6,5) 422 410 10,4 11,5 2,50 12,5 2,92 2,12

10 med (6,5) 6,1 410 1,59 1,59 11,4 12,0 2,64 2,00 14,4

5 16,2 469 2,24 2,46 9,2 4,52 2,90 10,5

6 626 14,0 469 2,60 2,11 9,5 10,1 2,54 11,4

12,0 469 2,05 9,9 2,19 11,0 3,35 2,40 11,6 99,8 2,61

521 10,0 469 2,21 10,4 2,09 11,6 2,26 12,6 2,46

9 469 1,99 1,90 2,02 12,1 2,15 14,2

10 469 2,15 1,94 12,6 2,06 15,1

Heating capacity

48 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 256 150 1,45 1,20 0,95

45 min (2) 2,5 150 1,69 1,44 1,19 1,09

50 min (2) 221 2,2 150 1,42 48,4

60 min (2) 156 1,2 150 2,09

min (2) 202 1,9 150 2,90

min (2) 150 2,90

40 med (6,5) 606 12,6 410 2,12

45 med (6,5) 562 11,1 410 40,5 41,0 2,94 41,5

50 med (6,5) 9,5 410 4,12 45,2 3,51 45,7 45,9

60 med (6,5) 5,6 410 52,2 5,16 4,56

med (6,5) 410 62,1 62,4 5,61

med (6,5) 410

40 15,2 469 2,65

45 626 469 40,5 41,1 41,4

50 11,4 469 44,0 44,6 3,94 45,2 45,5

60 469 6,50 51,6 52,2 5,14 52,9

559 469 61,1 61,6 62,1

15,4 469

Heating capacity additional coil KB4-4

48 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 0,5 150 1,24 1,10 42,1 1,05 42,9

min (2) 120 0,6 150 1,69 1,54 45,9 1,40 48,0

min (2) 154 0,6 150 1,99 1,69

60 med (6,5) 1,2 410 2,69 2,41 2,14

med (6,5) 410 2,72 39,9 2,61 41,1

med (6,5) 292 1,4 410 41,0 44,0 45,1

60 1,5 469 2,92 2,21

254 469 2,96 38,9 40,2

469 44,0

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 60 S capacities

Cooling capacity

60 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 214 1,59 9,2 2,12 10,4

6 min (2) 295 214 1,25 0,99 9,1 10,0 10,6 1,99 11,2

min (2) 214 1,15 0,95 1,01 1,59 1,11 11,4 99,8 1,21 12,1

min (2) 249 2,5 214 1,06 0,91 10,2 1,24 11,4 1,45 1,05 1,14

9 min (2) 2,2 214 0,96 12,0 1,01

10 min (2) 212 1,9 214 11,2 0,90 12,4 1,02

5 med (6,5) 629 512 9,0 99, 2,62 9,6 99,4 4,20 11,0

6 med (6,5) 512 2,50 10,5 99,1 11,2 99,5 2,92 11,9

med (6,5) 2,6 512 2,29 2,25 2,65 11,1 3,09 2,55 12,1 99,1 99,4

med (6,5) 490 512 2,45 11,5 2,45 2,62 99,

9 med (6,5) 446 1,9 512 12,0 2,21 12,2 2,60 14,5

10 med (6,5) 1,6 512 2,00 2,00 2,25 15,0

5 1,4 2,92 2,65 9,1 2,90 4,01 10,5 99,2 4,60 11,2

6 1,2 2,59 9,5 10,6 2,99 11,4 12,1 99,2

1,0 2,50 2,49 10,0 99,1 3,37 2,82 12,2 98,4

0,9 11,1 2,54 99,

9 2,05 2,05 2,41 2,41 12,4 99,2

10 441 0,6 14,1 15,2

Heating capacity

60 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 214 1,95 1,61 1,15

45 min (2) 295 214 2,26 1,92 42,0 1,59 1,46 42,5

50 min (2) 214 46,0 1,90 46,6

60 min (2) 211 214 54,0 2,46 54,4 54,6

min (2) 2,9 214 65,2 65,4 65,5

min (2) 214 4,02

40 med (6,5) 629 512 4,16 2,46

45 med (6,5) 512 4,11 40,0

50 med (6,5) 2,4 512 5,46 42,0 4,05 43,7 44,1

60 med (6,5) 512 6,01 50,2 51,2 5,04 51,5

med (6,5) 512 61,5

med (6,5) 4,5 512

40 1,4

45 1,2 4,52 40,0

50 1,0 6,01 41,4 42,4 4,46 43,3 4,15

60 504 51,1

9,46 59,5 60,2 61,1

1,9 69,0 10,41 69,5 9,56 9,22

Heating capacity additional coil KB4-4

60 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 2,9 214 2,02 40,4 1,61 42,5

min (2) 5,1 214 2,65 49,0 2,20 50,8 2,11 51,6

min (2) 214 55,6 59,6

60 med (6,5) 512 2,60

med (6,5) 4,5 512 4,42 4,04 3,67 41,5 42,6

med (6,5) 6,6 512 41,1 4,92 46,6

60 255 29,5

2,2 3,94 40,6

45,5 46,6

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 60 H capacities

Cooling capacity

60 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 214 1,59 9,2 2,12 10,4

6 min (2) 295 1,2 214 1,25 0,99 9,1 10,0 10,6 1,99 11,2

min (2) 1,0 214 1,15 0,95 1,01 1,59 1,11 11,4 99,8 1,21 12,1

min (2) 249 214 1,06 0,91 10,2 1,24 11,4 1,45 1,05 1,14

9 min (2) 214 0,96 12,0 1,01

10 min (2) 212 0,6 214 11,2 0,90 12,4 1,02

5 med (6,5) 5,6 691 9,6 4,09 10,4 11,1 5,45 11,9

6 med (6,5) 4,9 691 2,95 10,2 11,2 11,9 5,06

med (6,5) 4,1 691 2,96 2,90 10,4 3,98 3,27 12,8 97,1 4,64

med (6,5) 691 11,4 2,94 12,2 4,22 14,5

9 med (6,5) 691 2,42 2,42 12,5 14,0

10 med (6,5) 2,5 691 2,15 2,15 2,56 2,56 14,6

5 6,2 10,6 5,04 11,4 4,14 12,1

6 10,4 11,4 4,64 12,2

4,5 10,6 12,0 4,22 3,43 13,0 96,7 4,92

649 11,5 12,5 4,46 96,6

9 604 12,5 2,96 12,9 4,06 15,5

10 14,0 16,0

Heating capacity

60 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 5,5 214 1,95 1,61 1,15

45 min (2) 295 214 2,26 1,92 42,0 1,59 1,46 42,5

50 min (2) 4,2 214 46,0 1,90 46,6

60 min (2) 211 2,6 214 54,0 2,46 54,4 54,6

min (2) 214 65,2 65,4 65,5

min (2) 6,4 214 4,02

40 med (6,5) 5,2 691 4,45

45 med (6,5) 4,5 691 6,22 4,40 4,04

50 med (6,5) 691 40,6 41,6 5,23 42,7

60 med (6,5) 590 2,9 691 6,51

med (6,5) 691 10,00 9,05 59,6

med (6,5) 6,9 691 11,09

40 1,4

45 1,2 5,60 4,64

50 1,0 40,2 5,52 42,5 5,14 42,9

60 622 9,14 49,5 50,0

1,2 56,9 10,51 9,51 9,11 59,1

1002 66,0 11,66 11,25

Heating capacity additional coil KB4-4

60 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 214 2,02 40,4 1,61 42,5

min (2) 214 2,65 49,0 2,20 50,8 2,11 51,6

min (2) 214 55,6 59,6

60 med (6,5) 290 691

med (6,5) 691 4,43 39,2 4,25 40,5

med (6,5) 9,2 691 6,41 5,94 5,29 45,0

60 1,4 4,41

2,2 5,55 4,61 38,8 4,42 40,0

490 6,19 40,2 5,51 44,4

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 74 S capacities

Cooling capacity

74 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 5,1 214 1,46 1,15 6,9 1,26 2,00 1,49

6 min (2) 4,5 214 1,59 1,20 2,16 1,42 9,1

min (2) 296 214 1,24 1,05 1,46 9,2 1,73 1,24 9,6 99,8 2,02 10,1

min (2) 214 1,12 0,99 9,1 9,9 1,59 10,6 11,1

9 min (2) 246 214 1,01 0,94 1,22 10,6 1,10 11,6 1,21 12,1

10 min (2) 226 2,4 214 0,90 0,90 10,4 1,11 11,2 12,0 1,55 1,14

5 med (6,5) 5,6 512 9,0 4,20 2,96

6 med (6,5) 4,9 512 2,40 9,9 10,5 4,49 11,2

med (6,5) 4,2 512 2,60 9,6 2,46 10,6 3,57 2,66 11,4 99,8 4,16 12,1

med (6,5) 512 2,19 10,2 11,2 2,55 12,1 12,9

9 med (6,5) 521 512 2,11 10,6 2,56 2,26 2,44 2,60

10 med (6,5) 2,6 512 1,90 1,90 11,9 2,16 14,5

5 5,9 4,61 9,9 5,29 10,6

6 5,2 2,65 9,1 10,2 4,26 11,5

4,4 2,54 3,90 2,92 11,7 99,8 4,55 12,4

2,42 2,60 11,4 12,4

9 565 10,9 12,1 2,66 14,0

10 512 12,1 2,50 12,6

Heating capacity

74 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 214 1,99 1,64

45 min (2) 214 42,4 1,96 42,5 1,49 42,9

50 min (2) 214 1,94 47,2

60 min (2) 2,0 214 54,5 2,50 55,1

min (2) 214 65,6 65,6

min (2) 214 4,02

40 med (6,5) 512 4,22 2,50

45 med (6,5) 4,6 512 4,91 40,6

50 med (6,5) 4,0 512 4,13 44,2 44,5

60 med (6,5) 512 6,69 49,2 50,1 5,29 51,0 5,01 51,4

med (6,5) 592 512 6,99 61,0 6,69 61,2

med (6,5) 5,5 512 69,6

40 5,6 4,66

45 4,9 5,41 4,61 40,0

50 4,2 6,14 42,2 4,55 43,8 4,24 44,2

60 492 2,4 6,60 49,6 50,5 51,0

652 4,0 59,0 60,6

9,45 69,5 9,11

Heating capacity additional coil KB4-4

74 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 1,0 214 40,5 1,95 42,4 1,64 45,0

min (2) 1,1 214 2,64 2,42 2,19 50,7 2,10 51,4

min (2) 1,1 214 55,1 56,9 2,54

60 med (6,5) 224 2,6 512 2,64

med (6,5) 512 4,21 3,49 40,4 41,6

med (6,5) 512 4,92 4,56 4,20 44,6 4,05

60 242 2,9 29,6

4,51 4,12 3,74 39,6

40,6 4,50

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 74 H capacities

Cooling capacity

74 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 5,1 214 1,46 1,15 6,9 1,26 2,00 1,49

6 min (2) 4,5 214 1,59 1,20 2,16 1,42 9,1

min (2) 296 214 1,24 1,05 1,46 9,2 1,73 1,24 9,6 99,8 2,02 10,1

min (2) 214 1,12 0,99 9,1 9,9 1,59 10,6 11,1

9 min (2) 246 214 1,01 0,94 1,22 10,6 1,10 11,6 1,21 12,1

10 min (2) 226 2,4 214 0,90 0,90 10,4 1,11 11,2 12,0 1,55 1,14

5 med (6,5) 915 6,6 691 9,2 4,60 10,5 4,10 11,2

6 med (6,5) 691 9,6 4,20 11,4 12,1

med (6,5) 4,9 691 2,96 10,2 4,50 3,40 12,2 99,8 5,25

med (6,5) 4,2 691 4,14 12,9

9 med (6,5) 645 691 2,65 2,65 11,5 12,6 4,40 14,6

10 med (6,5) 2,9 691 2,94 14,2

5 952 4,05 10,0 5,56 4,01 11,4

6 6,2 11,6 4,10

4,00 11,5 4,68 3,58 12,4 99,8 5,46

4,6 10,9 12,0 5,00 14,1

9 12,6

10 604 2,46 2,46 2,95 14,4 15,5

Heating capacity

74 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 214 1,99 1,64

45 min (2) 214 42,4 1,96 42,5 1,49 42,9

50 min (2) 214 1,94 47,2

60 min (2) 2,0 214 54,5 2,50 55,1

min (2) 214 65,6 65,6

min (2) 214 4,02

40 med (6,5) 915 691 5,46 4,52

45 med (6,5) 5,5 691 5,40 4,11

50 med (6,5) 691 41,2 6,25 42,2 5,33 43,1 4,96

60 med (6,5) 691 6,50 50,2

med (6,5) 4,5 691 10,95 9,02 59,1 59,5

med (6,5) 6,5 691 66,5 12,01 11,02 10,62

40 6,9

45 5,9 6,69

50 5,0 40,9 6,61 41,9 5,63 42,9 5,24

60 610 49,5 50,0

5,0 10,54 9,52 9,12 59,1

65,9 66,6 11,64 11,22

Heating capacity additional coil KB4-4

74 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 1,0 214 40,5 1,95 42,4 1,64 45,0

min (2) 1,1 214 2,64 2,42 2,19 50,7 2,10 51,4

min (2) 1,1 214 55,1 56,9 2,54

60 med (6,5) 691 4,21

med (6,5) 691 4,64 4,21 38,3 4,04

med (6,5) 4,0 691 5,50 5,06 42,0

60 4,10

5,50 5,04 4,57 38,6

4,0 6,44 5,50 42,4

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 80 S capacities

Cooling capacity

80 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 1,6 2,05 1,61 9,0

6 min (2) 1,4 1,61 1,41 2,21 9,4 2,56 9,9

min (2) 1,2 1,50 1,44 2,04 1,58 10,3 99,8 10,9

min (2) 1,0 9,2 1,61 1,41 10,1 1,49 11,2 2,19

9 min (2) 296 0,9 1,24 1,24 9,9 1,44 2,01 1,54

10 min (2) 1,10 1,10 1,29 12,5

5 med (6,5) 606 5,24 4,12 99,4

6 med (6,5) 6,5 606 4,21 9,1 9,6

med (6,5) 659 5,5 606 9,2 3,84 3,42 10,1 98,

med (6,5) 606 2,59 2,59 10,2 9,9 11,0 4,10 11,6

9 med (6,5) 552 4,0 606 11,5 11,4 11,5 12,6

10 med (6,5) 501 606 2,92 2,92 12,5 99,6

5 11,0 4,14 96,4 4,21 9,1 6,51

6 9,5 4,45 9,5 96,5 5,22 10,1 96,9 6,04

10,1 4,75 4,08 11,0 96,5 5,54 4,42

6,6 10,5 4,26 12,0 96,1 5,02 4,15 96,4

9 12,4 4,56 96,

10 616 96,9 99,5 4,19 14,2

Heating capacity

80 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 1,4 41,6 41,2

45 min (2) 2,96 2,45 45,9 2,25

50 min (2) 1,1 51,6 51,2 2,92 50,8

60 min (2) 1,0 4,95 61,2

min (2) 446 5,20

min (2) 555 2,5 6,46 6,22

40 med (6,5) 606 5,54 4,59

45 med (6,5) 5,9 606 6,42 42,1 4,54 42,5 42,6

50 med (6,5) 659 5,0 606 45,9 5,39 46,7 5,02

60 med (6,5) 619 4,5 606 9,09 55,0

med (6,5) 606 10,56 9,55 9,15

med (6,5) 1005 606

40 10,2 5,61 4,46 4,01

45 40,6 41,1 5,54 5,09 41,9

50 44,6 45,2 6,58 45,7 46,0

60 6,4 11,04 54,2 54,5

10,4 64,4 64,6 64,9 11,00 65,0

1209 15,1 16,59

Heating capacity additional coil KB4-4

80 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 1,5 2,55 2,29 41,5 42,4

min (2) 45,4 2,78 49,4 50,2

min (2) 299 4,0 54,9

60 med (6,5) 606 4,12

med (6,5) 6,0 606 5,24 4,35 41,5

med (6,5) 462 606 41,2 46,6 5,19

60 4,9

5,55 5,04 39,7 40,9

11,6 41,4 44,4 6,02 45,5

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature



Yardy EV3 : Yardy-I EV3 : YardyDUCT2 : Yardy-ID2

68

perfomance

Yardy-ID2 80 H capacities

Cooling capacity

80 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 1,6 2,05 1,61 9,0

6 min (2) 1,4 1,61 1,41 2,21 9,4 2,56 9,9

min (2) 1,2 1,50 1,44 2,04 1,58 10,3 99,8 10,9

min (2) 1,0 9,2 1,61 1,41 10,1 1,49 11,2 2,19

9 min (2) 296 0,9 1,24 1,24 9,9 1,44 2,01 1,54

10 min (2) 1,10 1,10 1,29 12,5

5 med (6,5) 1112 11,4 10,0 96, 4,69 96,5 5,05 11,5

6 med (6,5) 9,9 9,9 10,9 5,96 4,44 11,6 96,1 12,4 96,6

med (6,5) 4,00 95,4 5,42 4,18 12,5 95,7 96,1

med (6,5) 4,20 12,2 4,25 95,6

9 med (6,5) 6,0 11,5 12,6 4,51 96,6 5,20 15,1 95,2

10 med (6,5) 5,0 96,1 4,09 15,5

5 12,0 1010 5,25 9,4 94,6 6,20 5,01 10,1 95, 5,44 95,5 11,6 96,1

6 1010 4,40 9,9 5,65 11,0 6,62 5,15 95,1 5,56 12,5 95,6

1010 4,46 4,26 4,44 94,4 6,02 4,85 12,6 94,7 5,25 95,1

1010 4,06 4,06 10,9 99,4 12,2 95,9 4,54 14,4 94,6

9 6,2 1010 12,1 4,15 5,00 4,42 4,66 15,2 94,2

10 5,2 1010 95,4 4,54 4,25 14,4 96,5 5,22 4,45 94,5

Heating capacity

80 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 1,4 41,6 41,2

45 min (2) 2,96 2,45 45,9 2,25

50 min (2) 1,1 51,6 51,2 2,92 50,8

60 min (2) 1,0 4,95 61,2

min (2) 446 5,20

min (2) 555 2,5 6,46 6,22

40 med (6,5) 1112 10,6 6,56 5,22 4,69

45 med (6,5) 9,1 9,15 42,0 42,4 5,95 42,6

50 med (6,5) 9,01 46,2 7,69 46,6

60 med (6,5) 55,0 10,29 55,6

med (6,5) 1152 16,25 66,4 66,5 66,5

med (6,5) 1414 16,4 19,40 16,46

40 11,0 1010 5,22

45 9,5 1010 40,2 41,4 6,62 41,6

50 1010 11,49 44,1 10,01 8,55 45,4

60 1010 12,90 11,42 54,2

11,6 1010 64,0 14,19 64,1

1562 1010 21,41

Heating capacity additional coil KB4-4

80 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 2,55 2,29 41,5 42,4

min (2) 11,9 45,4 2,78 49,4 50,2

min (2) 299 54,9

60 med (6,5) 6,0 4,11

med (6,5) 6,26 5,68 39,7 5,45 40,9

med (6,5) 14,4 41,4 45,5

60 414 1010 6,04

1010 6,96 6,32 38,8 6,06 40,0

4,0 1010 9,15 40,2 44,4

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 88 S capacities

Cooling capacity

88 S Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 1,95 1,92

6 min (2) 6,4 1,42 2,12 1,54 2,49 1,69 9,2

min (2) 5,6 1,65 1,94 1,46 9,6 2,30 1,60 10,1 99,8 10,6

min (2) 1,51 2,10 1,51 11,0 1,65 11,6

9 min (2) 4,1 1,24 9,9 1,64 1,94 1,45 1,56 12,5

10 min (2) 1,21 1,19 10,5 11,6 12,4 2,10 1,49

5 med (6,5) 594 2,90 5,09 9,5 10,2

6 med (6,5) 594 4,00 10,4 5,44 11,1

med (6,5) 6,4 594 2,69 9,4 10,5 4,30 3,10 11,3 99,8 5,02 12,0

med (6,5) 5,5 594 10,0 11,0 2,96 12,0 4,61 12,9

9 med (6,5) 620 594 2,55 2,45 10,6 2,62 4,24

10 med (6,5) 562 594 11,5 2,50 12,4 2,90 14,4

5 9,5 4,41 5,22 9,5 6,06 4,14 10,2 6,96 4,46 10,9

6 959 4,11 10,4 5,59 11,1 6,46 4,24

9,9 11,1 5,10 3,70 12,0 99,8 5,95 4,01

6,0 10,5 4,00 11,6 12,6 5,45

9 5,0 2,95 11,0 12,2 4,25

10 4,2 12,1 12,9 14,0 4,51 15,1

Heating capacity

88 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 6,9 42,2 2,52 41,6 2,00 41,1 41,0

45 min (2) 6,1 2,49 46,4 2,29 46,2

50 min (2) 52,6 52,0 2,98 51,5

60 min (2) 4,95 61,1

min (2) 424 6,0 6,21 5,65 5,10

min (2) 526 6,26

40 med (6,5) 594 4,66

45 med (6,5) 594 6,54 4,61

50 med (6,5) 6,1 594 6,46 5,50 47,8 5,12

60 med (6,5) 4,1 594 56,0 56,2

med (6,5) 594

med (6,5) 956 594 12,44 11,41 11,00

40 9,1 5,69 4,52 4,06

45 960 42,4 42,6 42,9

50 9,06 6,71 47,3 6,25

60 11,11 55,2 9,94 55,4 55,9

946 66,1 66,1 66,2

1149 10,9 15,10

Heating capacity additional coil KB4-4

88 S Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 166 2,62 2,09 42,1 42,9

min (2) 2,91 2,64 47,9

min (2) 1,4 51,4 54,4

60 med (6,5) 594

med (6,5) 594 4,55 4,13 40,9 42,0

med (6,5) 594 42,2 45,1 46,2

60 4,0 29,5

411 4,2 4,79 39,5 4,60

509 4,4 6,25 40,4 5,56 44,6

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Yardy-ID2 88 H capacities

Cooling capacity

88 H Tai: 23°C / 47% UR Tai: 25°C / 47% UR Tai: 27°C / 47% UR Tai: 29°C / 47% UR

Twi
°C

Spd
G
l/h kPa m³/h

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

QT
kW

QS
kW

Tau
°C

UR
%

5 min (2) 1,95 1,92

6 min (2) 6,4 1,42 2,12 1,54 2,49 1,69 9,2

min (2) 5,6 1,65 1,94 1,46 9,6 2,30 1,60 10,1 99,8 10,6

min (2) 1,51 2,10 1,51 11,0 1,65 11,6

9 min (2) 4,1 1,24 9,9 1,64 1,94 1,45 1,56 12,5

10 min (2) 1,21 1,19 10,5 11,6 12,4 2,10 1,49

5 med (6,5) 9,1 5,95 6,91 4,59 10,4 4,95 11,1

6 med (6,5) 1092 9,5 5,42 10,6 12,0

med (6,5) 996 4,26 10,1 4,96 5,80 4,10 12,2 99,8 4,44

med (6,5) 914 4,55 12,9 4,20

9 med (6,5) 11,2 4,09 12,4 5,64 14,6

10 med (6,5) 14,2 5,10

5 11,5 949 5,56 9,6 4,65 5,05 11,0 5,44

6 9,9 949 4,11 10,0 5,99 11,2 11,9 5,16

1099 949 10,6 6,40 4,50 12,8 99,8

996 949 11,2 5,00 4,01 4,59 14,5

9 910 6,0 949 4,51 12,9 14,1 6,21 15,2

10 4,9 949 4,01 5,59 4,14 15,9

Heating capacity

88 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Twi
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

40 min (2) 6,9 42,2 2,52 41,6 2,00 41,1 41,0

45 min (2) 6,1 2,49 46,4 2,29 46,2

50 min (2) 52,6 52,0 2,98 51,5

60 min (2) 4,95 61,1

min (2) 424 6,0 6,21 5,65 5,10

min (2) 526 6,26

40 med (6,5) 10,2 6,64

45 med (6,5) 1092

50 med (6,5) 996 9,20 7,84 48,3

60 med (6,5) 5,4 11,66

med (6,5) 1092 14,64

med (6,5) 12,5 19,04 16,12 15,54

40 11,0 949

45 9,5 949 42,9

50 1099 949 8,72 47,6

60 929 5,9 949 14,51 55,9 56,0 56,4

9,5 949 66,5 16,29 66,5 66,6 14,11 66,6

1460 949 19,55

Heating capacity additional coil KB4-4

88 H Tai: 10° Tai: 15° Tai: 20° Tai: 22°

Ewt
°C

Spd
G
l/h kPa m³/h

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

Q
kW

Tau
°C

60 min (2) 166 2,62 2,09 42,1 42,9

min (2) 2,91 2,64 47,9

min (2) 1,4 51,4 54,4

60 med (6,5) 4,4 5,59 5,02 4,46

med (6,5) 4,6 6,16 5,59 40,2 41,4

med (6,5) 594 6,49 45,4

60 5,5 949 6,00 29,0 4,54

515 949 6,61 6,00 39,0 40,2

6,0 949 44,0

Spd Fan speed.
-

cates the control signal Vdc led the 
drive motor.

Twi

G

Tai Air inlet temperature

UR Relative humidity

QT Cooling capacity (total heat)

QS Cooling capacity (sensitive heat)

Q Heating capacity

Tau Air outlet temperature
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perfomance

Available head pressure and capacity correction factors

Yardy-EV3 versions IVP - IVF - IXP

Yardy-EV3 15

Yardy-EV3 20

Yardy-EV3 24

Yardy-EV3 25

Yardy-EV3 30-34

Spd max (2) Spd med (4) Spd min (6)

R R R

Pa m³/h m³/h m³/h

0 209 1 100 0,61

10 155 0,59 21

20 0,64 46 0,42 - -

30 62 - - - -

Spd max (2) Spd med (4) Spd min (6)

R R R

Pa m³/h m³/h m³/h

0 1 156 0,64

10 0,59

20 191 90 0,45 41

30 155 52 - -

40 115 - - - -

Spd max (1) Spd med (3) Spd min (5)

R R R

Pa m³/h m³/h m³/h

0 1,00 0,59

10 1,00 0,64 110 0,46

20 255 0,91 142 64

30 211 0,44 - -

40 - - - -

Spd max (1) Spd med (3) Spd min (5)

R R R

Pa m³/h m³/h m³/h

0 1,00 252 0,64

10 422 0,91 252 0,66 0,49

20 0,54 52

30 294 0,45 - -

40 242 0,64 - - - -

Spd max (2) Spd med (3) Spd min (5)

R R R

Pa m³/h m³/h m³/h

0 1,00 1,00 1,00

10 291 0,66

20 221 0,42

30 0,61 - -

40 209 0,49 - -

Yardy-EV3 45-48

Yardy-EV3 55-58

Yardy-EV3 60-74

Yardy-EV3 80-88

Spd max (1) Spd med (3) Spd min (4)

R R R

Pa m³/h m³/h m³/h

0 1,00

10 0,91 0,65

20 525 0,54 0,49

30 0,41

40 0,66 149 101

50 - - - -

60 - - - -

Spd max (1) Spd med (3) Spd min (4)

R R R

Pa m³/h m³/h m³/h

0 1,00 662

10 1020 0,96 0,66

20 0,90 0,60

30 546 0,65 0,54

40 0,60

50 649 219

60 0,66 - -

Spd max (1) Spd med (3) Spd min (5)

R R R

Pa m³/h m³/h m³/h

0 1,00

10

20 0,90 564 0,56

30 0,65 0,50

40 0,60 402 0,45

50 541 0,54 0,40

60 690 0,64

70 0,56 0,42 165 0,29

Spd max (1) Spd med (4) Spd min (6)

R R R

Pa m³/h m³/h m³/h

0 1,00 994

10 1411 0,96

20 0,92 1020

30 0,64

40 1154 659 0,59

50 1051 0,64 0,56

60 649 0,59 0,51

70 541 0,54 0,46

80 0,60 412 0,40

Yardy-EV3 40

Spd max (1) Spd med (3) Spd min (5)

R R R

Pa m³/h m³/h m³/h

0 1,00 419 1,00 1,00

10 216 0,66

20 415 0,62 115 0,40

30 0,64 0,46 - -

40 0,54 - - - -

50 211 - - - -

Spd Fan speed

R Capacity correction factor with reference to the nominal co-
oling capacity (total heat) at maximum speed
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perfomance

YardyDUCT2 versions

Spd Fan speed

R Capacity correction factor with reference to the nominal cooling 
capacity (total heat)

m³/h)

Available head pressure and capacity correction factors

Yardy DUCT2 40-48

Yardy DUCT2 50

Yardy DUCT2 60-74

Spd VI Spd V Spd IV Spd III Spd II Spd I
R R R R R R

Pa m³/h m³/h m³/h m³/h m³/h m³/h
0 2,26 2,10 460 1,66 1,42 1,29
10 2,00 525 1,22 214
20 509 454 1,64 1,11 0,95 191 124 0,55
30 450 1,45 221 111 0,50 - -
40 1,45 1,25 140 0,61 0,45 - - - -
50 250 1,00 - - - - - - - -
60 0,91 0,59 - - - - - - - -
70 95 0,44 - - - - - - - - - -

Spd VI Spd V Spd IV Spd III Spd II Spd I
R R R R R R

Pa m³/h m³/h m³/h m³/h m³/h m³/h
0 1,05

10 1,61 410 1,04
20 919 1,90 1,69 459 1,14
30 690 550 0,94 226 0,61 0,24
40 1,66 595 1,40 - -
50 1,49 1,19 1,00 - - - -
60 524 0,92 251 - - - - - -
70 1,00 214 - - - - - -
80 246 0,66 - - - - - - - - - -

Spd VI Spd V Spd IV Spd III Spd II Spd I
R R R R R R

Pa m³/h m³/h m³/h m³/h m³/h m³/h
0 1,94 1065 944 1,56 1,26

10 1164 1010 1,65 1,14 1,02
20 944 1,56 1,22 1,02
30 1,64 1,46 1,24 625 1,10
40 1,51 1,11 540 400 0,59
50 1,19 540 1,00 450 0,61 0,45
60 690 1,20 444 224 141
70 1,02 454 0,66 255 0,52 - -
80 149 - - - -
90 0,40 0,29 - - - - - -

100 141 - - - - - - - - - -
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Yardy DUCT2 80

Yardy DUCT2 88

Spd VI Spd V Spd IV Spd III Spd II Spd I
R R R R R R

Pa m³/h m³/h m³/h m³/h m³/h m³/h
0 1,45 1122 1019 1,19

10 1,49 1,41 1,24
20 1,42 1209 1106 1012 1,19 1,06 1,01
30 1,29 1026 1,20 1,12
40 1,29 1,20 1,11
50 1056 1,22 919 1,10 1,00 0,92
60 1,14 696 619 499 444 0,61
70 1,01 555 0,65 0,54
80 0,56 260 196

Spd VI Spd V Spd IV Spd III Spd II Spd I
R R R R R R

Pa m³/h m³/h m³/h m³/h m³/h m³/h
0 1451 1,49 1240 1,40 1141 1046 1,24 919 1,11

10 1,51 1069 1,26 969 1,06
20 1,45 1,00
30 1209 1091 996 1,19 1,09 0,99
40 1,29 902 1,10 1,01 699 0,90 644
50 1006 1,20 1,00 0,91
60 0,95 601 0,69 462 0,66
70 0,95 615 0,54
80 455 0,65 0,49 211
90 405 0,59 259 0,41 - - - - - - - -
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Yardy-I versions IVP - IVF - IXP

Yardy-I 20-24

Yardy-I 30-34

Yardy-I 45-48

Spd max 10 Vdc Spd med 6 Vdc

R R

Pa m³/h m³/h

0 1,00

10 266 150 0,54

20 211 0,69 64

30 160 0,55 - -

40 110 0,40 - -

50 0,25 - -

Spd max 10 Vdc Spd med 6 Vdc

R R

Pa m³/h m³/h

0 1,00 400

10 264 0,55

20 142

30 256 0,55 - -

40 166 - -

50 0,20 - -

Spd max 10 Vdc Spd med

R R

Pa m³/h m³/h

0 645 1,00 450

10 541

20

30 0,15

40 0,44 - -

50 141 - -

60 55 - -

Yardy-I 60-74

Yardy-I 80

Spd max 10 Vdc Spd med 6 Vdc

R R

Pa m³/h m³/h

0 1,00

10 1064

20 944 0,22

30 - -

40 664 0,60 - -

50 - -

60 - -

70 0,22 - -

Spd max 10 Vdc Spd med 6 Vdc

R R

Pa m³/h m³/h

0 1,00 965

10 0,92 0,65

20 0,55

30 1211 509

40 1146 291 0,26

50 - -

60 - -

70 954 - -

80 - -

Spd Fan speed

R Capacity correction factor with reference to the nominal cooling capacity (total heat) at maximum speed

Available head pressure and capacity correction factors

Yardy-I 88

Spd max 10 Vdc Spd med 6 Vdc

R R

Pa m³/h m³/h

0 1,00 965 0,69

10 0,92 0,61

20 0,52

30 509 0,41

40 1109 291 0,26

50 1010 - -

60 0,65 - -

70 - -

80 600 - -
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perfomance

YardyID

Spd Fan speed

R Capacity correction factor with reference to the nominal cooling capacity (total heat)

/h)

Available head pressure and capacity correction factors

YardyID2 40 S - 48 S

YardyID2 60 S - 74 S

YardyID2 80 S

YardyID2 88 S

YardyID2 40 H - 40 S

YardyID2 60 H - 74 H

YardyID2 80 H

YardyID2 88 H

Spd max 8 Vdc Spd med 6,5 Vdc
R R

Pa m³/h m³/h
10 1,90
20 1,64
30 562
40 446 1,22
50 291
60 1,24 110
70 0,99 - -
80 206 0,64 - -
90 - - - -

100 - - - -

Spd max 8 Vdc Spd med 6,5 Vdc
R R

Pa m³/h m³/h
10 1216 1064 1,69
20 1114 944 1,54
30 1001 1,61
40 1,45 664 1,14
50 1,25 0,91
60 592 1,02 0,64
70 445 0,41
80 0,56 - -
90 - -

100 - - - -

Spd max 8 Vdc Spd med 6,5 Vdc
R R

Pa m³/h m³/h
10 1196
20 1,52
30 1,45 1,14
40 0,99
50 1056 1,29 606
60 956 1,20 442
70 0,51
80 0,95 - -
90 - -

100 0,62 - -

Spd max 8 Vdc Spd med 6,5 Vdc
R R

Pa m³/h m³/h
0 1,45 1,42

10 1,40
20 1249 1152 1,29
30 1,21
40 1,24 951 1,12
50 1,19 1,00
60 696
70 1,06 541
80 0,99
90 0,92 0,29

100 - -

Spd max 10 Vdc Spd med 7 Vdc
R R

m³/h m³/h
1,46 1,49

1,41
649 1,29 655
595 1,20 1,15
541 1,12 414 0,90

0,56
0,94 - -

- -
- -

0,60 - -

Spd max 10 Vdc Spd med 7 Vdc
R R

m³/h m³/h
1,51 1,46

1141 1,42
1042 1,24

1,22 1,10
1,09
0,94

422 0,62 240
296 0,44 112 0,22

- -

Spd max 10 Vdc Spd med 7 Vdc
R R

m³/h m³/h
1420 1,29

1,24
1264 1,19 1106 1,09
1191 1,00
1119 0,90

555 0,61
906 0,92

0,24
- -

Spd max 10 Vdc Spd med 7 Vdc
R R

m³/h m³/h
1,91 1244

1105

1,61
996 1,51 1,00

1,25
1,10 - -

541 - -
401 - -
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perfomance

Spd Fan speed

Pressure drops

Spd Fan speed

Pressure drops

Spd Fan speed

Pressure drops (additional to the nominal conditions)

Spd Fan speed

Pressure drops (additional to the nominal conditions)

Spd
KG accessory (outlet grille)

Model Model
15 20 24 25 30-34 40 45-48 55 65 80 15 20 24 25 30-34 40 45-48 55 65 80

min Pa 2,6 5,1 5,1 11,4 15,0 1,9 2,9 11,0 19,0
med Pa 9,2 15,1 5,1 5,1 11,0 12,4 26,4
max Pa 11,6 9,9 29,4 42,2

Spd Model Model
15 20 24 25 30-34 40 45-48 55 65 80 15 20 24 25 30-34 40 45-48 55 65 80

min Pa 0,2 0,4 0,4 0,6 0,5 0,9 1,1 2,0 0,2 0,4 0,6 0,5 0,6 1,1 1,9
med Pa 0,5 0,5 0,6 1,1 0,4 0,5 0,6 0,6 1,0 1,2 2,6
max Pa 0,9 1,4 1,6 1,6 4,4 0,9 1,2 1,5 1,6 2,2 2,9 4,2

YardyDUCT2

Spd Model
40-48 50 60-74 80-88

I Pa 0,2 1,1
II Pa 0,5
III Pa 4,0
IV Pa 0,4 1,0 2,0 4,6
V Pa 0,6 1,1 5,0
VI Pa 1,4 2,6

Spd
KG accessory (outlet grille)

Model Model
40-48 50 60-74 80-88 40-48 50 60-74 80-88

I Pa 0,6 0,9 9,0
II Pa 1,1 2,1 1,4
III Pa 2,9 1,0 1,9 4,9 11,4
IV Pa 1,6 4,2 19,5 1,2 5,6 12,9
V Pa 2,5 4,9 10,0 21,4 1,9 6,6 14,1
VI Pa 5,9 11,2 24,1 15,9

Yardy EV3 IVP - IVF - IXP
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perfomance

Yardy-I IVP - IVF - IXP

Yardy-ID2

Spd Model
20-24 30-34 45-48 60-74 80-88

min (2) Pa 0,2 0,5 0,4 0,4 0,6
med (6) Pa 1,2 2,1 2,5
max (10) Pa 2,0 2,9

Spd Model
40-48 60-74 80-88

S-Min Pa 0,2 0,5
S-Med Pa 0,9 1,4
S-Max Pa 1,2 1,6 2,4
H-Min Pa 0,2 0,5
H-Med Pa 1,5 2,1
H-Max Pa

Spd Model
20-24 30-34 45-48 60-74 80-88

min (2) Pa 4,0 4,2
med (6) Pa 12,9 10,4 16,1
max (10) Pa 19,1

Spd Model
40-48 60-74 80-88

S-Min Pa 2,9 4,0
S-Med Pa 10,5
S-Max Pa 15,6
H-Min Pa 2,9 4,0
H-Med Pa 9,0
H-Max Pa 11,1 14,5 25,9

KG accessory (outlet grille)
Model

20-24 30-34 45-48 60-74 80-88
2,6 2,5 2,6 2,6

6,5 6,1

KG accessory (outlet grille)
Model

40-48 60-74 80-88
2,6 2,6
4,5
5,6 10,4
2,6 2,6

5,1
9,5 19,0

Spd Fan speed

Pressure drops

Spd Fan speed

Pressure drops (additional to the nominal conditions)

Spd Fan speed

Pressure drops

Spd Fan speed

Pressure drops (additional to the nominal conditions)
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sound power and pressure

Model Speed

Overall sound 
power level

Sound pressure level (*)

125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz dB(A) dB(A)

15

Minimum (6) 26,4 22 10,1 4,9 25,6
Medium (4) 29,1 22,6 5,9
Maximum (2) 44,5 24,2

20

Minimum (6) 20,2
Medium (4) 26,9 21,5 14,5 6,4
Maximum (2) 45,5 26

24

Minimum (5) 16,9 11,1 5,1
Medium (3) 41,9 26,9 20,2
Maximum (1) 42,9 40

25

Minimum (5) 20,6 15,9 16,1 22
Medium (3)

Maximum (1) 46,9 40

30-34

Minimum (5) 29 21,1 6
Medium (3) 42,4 11,9 42,9
Maximum (1) 49,1 44,9 40,2

40

Minimum (5) 26,5
Medium (3) 44,4 16,2
Maximum (1) 50,9 42,2 51,5

45-48

Minimum (4) 40,1 40,9
Medium (3) 42,2 21,6
Maximum (1) 51,6 46,2 42,9

55-58

Minimum (4) 40,4 26,4
Medium (3) 45,5 51,5
Maximum (1) 56 59,4 59,1 55,6 61

60-74

Minimum (5) 50,2 49 40,2
Medium (3) 55,2 54,4 49,5
Maximum (1) 61,2 60 56,4 55,5 49,6

80-88

Minimum (6) 54 56,5 56,2 51,9 41,1 49,2
Medium (4) 59,4 52,2 46,5 60,9 52,9
Maximum (1) 46,5

Sound power and pressure

Yardy-EV3
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sound power and pressure

(*)

Model Speed

Overall sound 
power level

Sound pressure level (*)

125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz dB(A) dB(A)

20-24

Minimum 22,5 14,4 40
Medium 19,1 40
Maximum 45,1 50,0 24,0 15

30-34

Minimum 22,9 25,6 19,0 12,5 19,1 50 42
Medium 44,5 41,9 20,1
Maximum 49,9 46,1 24 16

45-48

Minimum 19,4 10,5 51
Medium 41,2 44,5 41,2 29,5 20,2 19,1 42
Maximum 52,0 49,9 46,4 25

60-74

Minimum 24,0 24,4 11,6 62 54
Medium 51,0 45,4 40,0 22,4 50 42
Maximum 59,1 61,4 54,4 40,1 19

80-88

Minimum 29,0 19,4 66
Medium 54,0 56,5 54,5 46,2 56
Maximum 64,0 66,2 61,1 52,6 46,9 24

Yardy-I EV3
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dimensions and clearances

1 Standard coil

2 Additional coil (accessory)

Fan

4 Filter

5 Main condensation drain pan

6 Auxiliary condensation drain pan (accessory)

9 Fixing slots

10 Additional condensate drain pan

11 Main condensate drain pan

Dimensions and clearances
Vertical installation with cabinet

Yardy EV3 - Yardy-I EV3 version MVP - MXP  MVT - MXT

Yardy EV3 - Yardy-I EV3 version MVT-MXT

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 1000 1200 1500

Connections

External condensate drain diameter 16mm

57

L-5427

L-274137

17
0

21
1

14
6

57
1

94 18
0 a

d
e

50

76b

102
191

53cL

34
5 6

5 9

4 4 3

10 11

8

9

1

2

7

57

L-5427

L-274137

17
0

21
1

14
6

57
1

94 18
0 a

d
e

50

76b

102
191

53cL

34
5 6

5 9

4 4 3

10 11

8

9

1

2

7

a b c d e
15-20-25-30-40 mm 51 105
45-55-58-60-80 mm 51 105

24-34 mm 290 59 111
48-74-88 mm 290 59 111
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dimensions and clearances

Horizontal installation with cabinet
Yardy EV3 - Yardy-I EV3 version MXP

Yardy EV3 - Yardy-I EV3 version MXT

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 1000 1200 1500

Connections

External condensate drain diameter 16mm

1 Standard coil

2 Additional coil (accessory)

Fan

4 Filter

5 Main condensation drain pan

6 Auxiliary condensation drain pan (accessory)

9 Fixing slots

10 Additional condensate drain pan

11 Main condensate drain pan

57

L

L-5427

L-274137

17
0

211

57
1

94

22
6

a

d
257

e

50

10
2

b

19
1

53
c

34
5

25
7

10
6

4

11

14
6

1�
0

10
2

22
0

7 � 5

3 1

2

57

L

L-5427

L-274137

17
0

211

57
1

94

22
6

a

d
257

e

50

10
2

b

19
1

53
c

34
5

25
7

10
6

4

11

14
6

1�
0

10
2

22
0

7 � 5

3 1

2
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dimensions and clearances

1 Standard coil

2 Additional coil (accessory)

Fan

4 Filter

5 Main condensation drain pan

6 Auxiliary condensation drain pan (accessory)

Condensate drain connection

9 Fixing slots

10 Main condensate drain pan for horizontal installation

11 Main condensate drain pan for vertical installation

Connections

External condensate drain diameter 16mm

Vertical recessed or ductable installation

Version IVF

21
1

a
e

d

76b

3

4

4

5

9

8
4

L-18
L-5418

21
2

11
3

11
1
2

102
191

53c

IN

OUT

11

12
L

12
5

40
4

13
0

34
5

74

6
7

18
0

14
6

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88
Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

L mm 450 550 950 1250

YardyDUCT2 40-48
50-58-60-74-

80-88
Yardy-ID2 40-48 60-74-80-88

L mm 950 1250

a b c d e
15-20-25-30-40 mm 51 105
45-55-58-60-80 mm 51 105

24-34 mm 290 59 111
48-74-88 mm 290 59 111

12
L

54
5

12
5

211

b c
53

76

34
5

8

L - 54

21
2

92
31

1

4 3

41011

14
6

19
1

2

5

9

257
211

6
7

57

IXP-CXP version

IVP version

Yardy EV3 - Yardy-I EV3 IVF version

Yardy EV3 - Yardy-I EV3 IVP-IXP version YardyDUCT2, Yardy-ID2 CXP version
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dimensions and clearances

1 Standard coil

2 Additional coil (accessory)

Fan

4 Filter

5 Main condensation drain pan

6 Auxiliary condensation drain pan (accessory)

Condensate drain connection

9 Fixing slots

10 Main condensate drain pan for horizontal installation

11 Main condensate drain pan for vertical installation

Connections

External condensate drain diameter 16mm

Horizontal recessed or ductable installation

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88
Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

L mm 450 550 950 1250

YardyDUCT2 40-48
50-58-60-74-

80-88
Yardy-ID2 40-48 60-74-80-88

L mm 950 1250

a b c d e
15-20-25-30-40 mm 51 105
45-55-58-60-80 mm 51 105

24-34 mm 290 59 111
48-74-88 mm 290 59 111

12
L

54
5

12
5

211

b c
53

76

34
5

22
6

8

L - 54

21
2

92
31

1

457 3

51011

14
6

19
1

2

9

257
�

6
7

IXP-CXP version

Yardy EV3 - Yardy-I EV3 versione IXP YardyDUCT2, Yardy-ID2 versione CXP
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dimensions and clearances

Dimensions and volume of accessories

Damper

94

L

90
SchienaleVisible backPanneau arrière
RückwandPanel traser

255
KS Manually operated damper for outdoor air intake for 

accessory.

KSM Motorised damper for outdoor air intake (for the MVP 

and with IVP, IVF, IXP and DUCT versions), with a limit 
switch contact to indicate the completely open state.

Support feet

KPC for Yardy-EV3 Yardy-I EV3
MVP version only

a

b

a 100 mm

b 150 mm

KFGCM -
sions IXP, IVP, DUCT

KFGCA Flanged frame for connection to the intake duct for 
IXP, IVP, DUCT versions

L35

15
7

21
2

35

20
L35

10
0

21
2

35
20

Only for IVP - IVF - IXP and YardyDUCT2, Yardy-ID2 versions

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 400 500 900 1200

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 400 500 900 1200

KFGCM

KFGCA
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dimensions and clearances

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 420 520 920 1220

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 410 510 910 1210

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 410 510 910 1210

KFC
direction.

L

38

22
4

KRDM -

L 100

17
0

15
0

KR9M Outlet 90° connection made of galvanised sheet me-
tal, for recessed versions IVP, IXP, CXP.

200

16
4

L

L

13
2

15
0

Filter extractionIXP version only
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dimensions and clearances

KR9A Inlet 90° connection made of galvanised sheet metal, 
for recessed versions IVP, IVF, IXP, CXP.

L

L

15
0

19
2

236

L

65

21

98

146

KRTM -
take made of galvanised sheet metal, for connection 

KGF
KRTM.

KG
KRTM.

L 20

14
0

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 410 510 910 1210

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 405 505 905 1205

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 410 510 910 1210
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dimensions and clearances

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 940 1140 1640

Yardy EV3 15 20-24 25-30-34 40-45-48 55-58-60-74-80-88

Yardy-I EV3 20-24 30-34 45-48 60-74-80-88

YardyDUCT2 40-48 50-60-74-80-88

Yardy-ID2 40-48 60-74-80-88

L mm 940 1140 1640

KAS

L

L

150

17
2

19
2

KPLV Cover panel made of painted sheet metal, complete 

IVF with the KR9A accessory).

KPLO Cover panel made of painted sheet metal, complete 

IXP with the KR9A accessory).

L
83

2
228

207

64
70

207

207 207

L

99
4

228

68
66

KAS

KAS
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dimensions and clearances

KPAF
mm) for versions IVP, IXP and DUCT

KPM Flow plenum, insulated internally, with circular 

and DUCT

15
021

0

Modello 15

Modello 20-24 Modello 25-30-34

Modello 40-45-48 Modello 50-55-58-60-74-80-88

200

Ø 150

Ø 200
Ø 180

21
0

120 262

272 272180 193 193180

120

21
0

215 272 215

21
0

272

21
0

272 272

A Outlet 90° connection KR9M

B Inlet 90° connection KR9A

C Outlet straight connection KRDM

D Outlet/inlet telescopic connection KRTM

E

F Outlet grille KG
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Accessory Description Versions Can be con-
nected to: Positioning Assembly diagram

KFGCM
Flanged frame IXP IVP 

CXP
FCU OUT; KFC; FCU KFGCM

KFGCA
Flanged frame 
in intake

IXP IVP IVF 
CXP

FCU IN; KFC;     KFGCA FCU

KFC
Frame with G2 IXP IVP IVF 

CXP

FCU IN
FRONT INTAKE OR 

KFC FCU

FCU IN 90° KFC

KAS
connection

IXP IVP IVF 
CXP

KFGCA; KFGCM
KFGCA

KAS KFGCA FCU KFGCM KAS

KRDM
Outlet straight 
connection

IXP IVP 
CXP

FCU OUT FCU KRDM

KR9M
IXP IVP 
CXP

FCU OUT FCU KR9M

KR9A
Inlet 90° 
connection

IXP IVP IVF 
CXP

FCU IN KR9A FCU

KRTM
Telescopic 
connection

IXP IVP IVF 
CXP

KR9A; KR9M; 
KRDM

KR9A FCU 
       KRDM  
 
KR9M

KRTM KG

KGF
Inlet grille with IXP IVP IVF 

CXP
KRTM KR9A, KR9M. 

KRDM, KRTM
KRTM KRTM

KG Outlet grille
IXP IVP IVF 
CXP

KRTM KR9A, KR9M. KRDM, 
KRTM

KGF KG

KPAF
Intake plenum 
with nozzles

IXP IVP 
CXP

FCU IN; KFC
KPAF FCU

KPAF KFC FCU

KPM
Flow plenum 
with nozzles

IXP IVP 
CXP

FCU OUT FCU KPM

KPLV
Vertical cover 
panel

IVF FCU IN OUT
FCU

KPLV
KR9A

KPLO
Horizontal 
cover panel

IXP FCU IN OUT
KR9M

KR9A FCU KR9M

KPLO

YARDY VERSION IXP DUCT YARDY IVP VERSION YARDY IVF VERSION
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dimensions and clearances

IVF Version 
accessory) and inlet 90° connection (KR9A 
accessory). If the KPAF-KPM accessory is 

-
ranteed for periodic cleaning.

IXP Version with auxiliary condensation 

OFF electrovalve for 4-pipe systems (KE4 
accessory), inlet and outlet 90° connection 
(KR9A-KR9M accessory) and cover panel 

-

DUCT CXP Version with auxiliary conden-

ON/OFF electrovalve for 4-pipe systems 
(KE4 accessory), inlet and outlet plenum 
with circular nozzles (KPAF and KPM ac-
cessory). If the KPAF-KPM accessory is 

-
ranteed for periodic cleaning.
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valve dimensions and volume

Valve dimensions and volume

KE2-2V, E2-2V - 2-way ON/OFF electrovalve for 2-pipe systems KE4-2V, E4-2V - 2-way ON/OFF electrovalve for 4-pipe systems

1

2

2-way ON/OFF electrovalve

KE2, E2 - 3-way ON/OFF electrovalve for 2-pipe systems

KE4, E4 - 3-way ON/OFF electrovalve for 4-pipe systems

1

2

n = 0 MVT, MXT

n = 0 MVT, MXT

3-way ON/OFF electrovalve

n = 0 MVT, MXT

a
b

c
d

28

1

2

Yardy, Yardy-I a b c d
15-20-25-30-40 mm 94 42

45-55-60-80 mm 42

24-34 mm 102 50

48-58-74-88 mm 106 50

YardyDUCT Yardy-I a b c d
40-50-60-80 mm 42

48-74-88 mm 106 50

105

a
b

c
d

e

53

f

g h

21

1

2

Yardy, Yardy-I a b c d e f g h

15-20-25-30-40 mm 94 42 155

45-55-60-80 mm 42 160

24-34 mm 102 50 155

48-58-74-88 mm 106 50 160

YardyDUCT Yardy-I a b c d e f g h

40-50-60-80 mm 94 42 155

48-74-88 mm 106 50 160

b

a

e

1

2

b
d

a

c

e

56

1

2

Yardy, Yardy-I a b e
15-20-25-30-40 mm
45-55-58-60-80 mm 60

24-34 mm 290
48-74-88 mm 290 60

Yardy, Yardy-I a b c d e
15-20-25-30-40 mm
45-55-58-60-80 mm 60

24-34 mm 290 164
48-74-88 mm 290 164 60

YardyDUCT Yardy-ID a b e
40-50-60-80 mm 60

48-74-88 mm 290 60

YardyDUCT Yardy-ID a b c d e
40-50-60-80 mm 60

48-74-88 mm 290 164 60
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valve dimensions and volume

KE2DS, E2DS - ON/OFF 3-way electrovalve with hoses on 
system side and orthogonal balancing valve

Vertical versions
2-pipe systems

Vertical and horizontal versions
2-pipe systems

Vertical versions
4-pipe systems

Vertical and horizontal versions
4-pipe systems

KE2DD, E2DD - ON/OFF 3-way electrovalve with hoses on 
system side and straight balancing valve

CONNECTION WITH WALL MOUNTED PIPES 

CONNECTION WITH FLOOR 
MOUNTED PIPES

CONNECTION WITH FLOOR 
MOUNTED PIPES

CONNECTION WITH WALL 
MOUNTED PIPES

E4DS - KE4DS - ON/OFF 3-way electrovalve with hoses on 
system side and orthogonal balancing valve

KE4DD, E4DD - ON/OFF 3-way electrovalve with hoses on 
system side and straight balancing valve

200
70

2

1
2

n

COLD
HOT

20070
2

12
1

2
n

COLD
HOT

70
2 20

0

1

2
1

2
n

1

2

1

2

n = 0 MVT, MXT

n = 0 MVT, MXT

 
separately.

 
separately.

 

 

N.B.

N.B.

861286

16
8

54
4

16
8

1
2

n

COLD
HOT4343

16
8

4343
55 168

12

54
3

16
8

1
2

12
n
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connection pressure drops and dimensions

Accessory
Models:
Yardy
Yardy-I

Models
YardyDUCT2 
Yardy-ID2

Valve Connec-
tions

100 200 300 400 500 600 700 800 900 1000 1100 1200 1300 1400

Pressure drops (kPa)

KE2, E2
KE2-2V, 
E2-2V

Cold or 
hot

1 6 11 26 46 121 141

1 2,4 4,2 6,6 9,5 21,5 26,5 45 52

KE4, E4
KE4-2V,
E4-2V

Cold
1 6 11 26 46 121 141

1 2,4 4,2 6,6 9,5 21,5 26,5 45 52

Hot 1 25,5 - - - - - - - -

KE2DS, 
E2DS

Cold or 
hot

1 4,2 10 51 105 - - -
1 2 5 9 15 21 29 59 100 116

KE2DD, 
E2DD

Cold or 
hot

1,6 6 14 26 40 60 104 162 196 - - -

1 4 10 41 56 115 140 166 195

KE4DS, 
E4DS

Cold
1 4,2 10 51 105 - - -

1 2 5 9 15 21 29 59 100 116

Hot 1 4 9 26 - - - - - - - -

KE4DD, 
E4DD

Cold
1,6 6 14 26 40 60 104 162 196 - - -

1 4 10 41 56 91 115 140 166 195

Hot 1,6 6 15 26 40 - - - -- - - - -

Connection pressure drops and dimensions
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electrical connections

Yardy-EV3

Electrical connections

MVP - MVT version Yardy-EV3 MXP-MXT-IVP-IVF-IXP versions

B

R

O

Y

K

Y
OK

R
B

R K
Y

Y

5 63 4 7 13 14118 12 15

BO

Note

Colour DUCT

B Blu Common

K Black Speed VI (max)

A Grey Speed V

V Violet Speed IV

O Orange Speed III

N Brown Speed II

R Red Speed I (min)

Y Yellow/Green

KTM Minimum temperature thermostat (accessory)

YardyDUCT2 CXP version

V
R

N
O

K B

KTMA
Y

3 41 2 5 9 1076 8 11 12 13 14
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electrical connections

NOTE

synchronous motor, pay attention to the leakage current values to earth as they are higher than traditional units with an asynchronous motor.

line.
 Considering that on site, system earthing is generally not clean, it is good practice to map the dispersion values present.

-

Yardy-I EV3, Yardy-ID2

Colour

BL Blu Neutral

N Black

G/V Yellow/Green Earth

BI 0Vdc

R Red 10Vdc

M Brushless motor

CEM Motor electronic control

• Data for connecting an external controller to the fan coil. Motor 
input impedance 100 KOhm. Signal 0-10 Vdc.

• Start-up limit 1V.
• Shutdown limit 0.9V.
• Maximum speed 10 Vdc.

B
L

M

CEM
N B

I R

20-24

30-34
45-48
60-74
80-88 CEM

M

L N

L N

7 8 9 10 11 12 13 14 15

230V-1ph-50Hz
0 10Vdc

B
LN B
I R

L N

L N

7 8 9 10 11 12 13 14 15

230V-1ph-50Hz
0 10Vdc
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