
3D i-See Sensor

The 3D i-See Sensor works to detect the floor temperature 
and how many people are present in the room; 
automatically switching to the optimal operating mode 
based on this information. With a total of eight sensors, 
which rotate a full 360° in three minute intervals, the 3D 
i-See Sensor is able to detect people’s positions within the 
room to provide direct or indirect airflow, as preferred. 

Find out more about this feature on page 15.

Stylish, Slimline Design

With an inconspicuous look that blends seamlessly into 
any room, the SLZ Series’ pure white colour and compact, 
linear design is ideal for discreet heating and cooling.  A 
recipient of the Good Design Award, the new SLZ Series fits 
into narrow ceiling spaces with a height of only 245mm. 

Low Noise Levels

The patented 3D turbo fan with two-stage blade structure 
ensures low noise operation, for a quieter comfortable 
environment. Starting from a hushed 25dBA*, the SLZ 
Series offers whisper quiet operation.

The SLZ Compact Cassette Series provides a smart solution to 
comfortable and efficient heating and cooling. Combining a stylish 
square design with the latest energy-saving technologies, it is 
designed to fit flush into ceilings – making it ideal in both homes  
and commercial spaces.

Fresh Air Intake

A duct opening is provided in the main body making 
it possible to bring fresh air in directly, where it can 
then be heated to provide clean, refreshing comfort.

Horizontal Airflow

The SLZ Series eliminates uncomfortable draughts 
and provides improved airflow control with six 
different discharge functions. 

The air discharge channels provide a lateral airflow 
advantage; ensuring users are not susceptible  
to airflow and air is discharged evenly across the  
entire space.

Specifications: SLZ Compact Ceiling Cassette Series

Refrigerant R32

Indoor Unit SLZ-M25FA SLZ-M35FA SLZ-M50FA SLZ-M60FA

Outdoor Unit SUZ-M25VAD SUZ-M35VAD SUZ-M50VAD SUZ-M60VAD

Function Cooling Heating Cooling Heating Cooling Heating Cooling Heating

Capacity (min.-max.) (kW)
2.5 

(1.5-3.5)
3.0 

(1.3-4.1)
3.5 

(1.5-4.0)
4.0 

(1.3-5.0)
5.0 

(2.3-5.5)
5.0 

(1.7-5.5)
5.6 

(2.3-6.7)
6.0 

(2.5-7.6)

Power Input (kW) 0.62 0.78 0.93 1.05 1.49 1.58 1.64 1.87

Rated EER/COP 4.03 3.85 3.76 3.80 3.35 3.16 3.41 3.20

Rated AEER/ACOP 3.88 3.73 3.68 3.73 3.31 3.12 3.35 3.16

Power Supply Single-phase, 50Hz, 230V

Airflow
m3/min 6.5-7.5-8.5 6.5-9-11.5 7-9-11.5 7.5-11.5-13

L/S 108-125-142 108-150-192 117-150-192 125-192-217

Sound Pressure Level (dB) 25-28-31 25-33-39 27-34-39 32-40-43

Dimensions

Height (mm) Unit: 245, Panel: 10

Width (mm) Unit: 570, Panel: 625

Depth (mm) Unit: 570, Panel: 625

Weight (indoor) (kg) Unit: 15, Panel: 3

Refer to page 16 for outdoor specifications.

SLZ Series

*SLZ-M25/35 indoor sound level on lowest fan speed.
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